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Abstract of the contribution: This paper proposes to update the conclusion for the KI#1 to add more principles and remove the EN.
1. Proposal

It is proposed to accept the change to 23.700-66.

>>>> Start of Change <<<<
8.1
Interim Conclusion for KI#1: Network energy related information exposure
The following bullets are recommended for normative work for KI#1:

-
The following granularities of the energy consumption information are supported to be exposed, based on operator policy/configuration:

-
per Service.

-
per Network Slice level.
-
per UE level.

-
per group UE level.

-
per PDU session level.

NOTE 1:
per Qos flow level is not support because the AF is not aware of Qos flow. In the 5GC SMF determines whether to create a new Qos flow or apply the PCC rule to existing Qos flow.


-
The energy related information which can be exposed includes:

-
Energy consumption information;

-
Energy Limit/credit;
-
Renewable energy information;

-
AF may request the energy consumption information exposure with reporting request e.g. Periodic reporting or Threshold based reporting.

-
The information for the calculation of the Energy Consumption information is obtained from the following sources:

-
OAM: It provides the energy consumption information and related data volume at the NF level (i.e., gNB and UPF) and Network Slice level. It provides the 
-
UPF: It provides the data volume of the UPF
NOTE 2:
In this release, Energy related information collection will only consider the User Plane.




NOTE 1:
Exposure and collection of renewable energy and carbon emission information depend on the coordination with SA WG5.

NOTE 2:
In this Release, the gNB neither supports per-UE-per-PDU session nor per-UE-per-QoS flow level energy consumption reporting.

Editor's note:
Whether in this release the NG-RAN will provide per UE level energy consumption information is FFS.




>>>> End of Change <<<<
�It proposes a general conclusion clause to consider this aspect
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