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This monitoring event allows the SCS/AS to be notified of Store and Forward Satellite operation information, identified by EPS as per TS 23.401 [7] clause 4.13.X.
1.	The SCS/AS sets Monitoring Type to "Store and Forward Satellite operation information" prior to sending Monitoring Request to the SCEF as in step 1 of clause 5.6.1.1.
2.	The SCEF executes step 2 of clause 5.6.1.1.
3.	The SCEF executes step 3 of clause 5.6.1.1.
4. The HSS executes step 4 of clause 5.6.1.1.
5.	The HSS executes step 5 of clause 5.6.1.1.
6.	The MME executes step 6 of clause 5.6.1.1 and starts watching for Store and Forward Satellite operation information events.
7-9.	Steps 7-9 of clause 5.6.1.1 are executed.
*************************** Next Changes **********************
5.6.3.X	Reporting Event: Store and Forward Satellite operation information
1a.	This monitoring event is detected as of step 1a of clause 5.6.3.1, which is when the MME detects that the UE is registered in S&F mode or moving from S&F mode to not registered in S&F mode(see TS 23.401 [7] clause 4.13.X).
2a.	Step 2a of clause 5.6.3.1 is executed.
3.	Step 3 of clause 5.6.3.1 is executed. Depending on operator configuration, the MME sends to the SCS/AS that a UE is registered in S&F Mode or moving from S&F mode to not registered in S&F mode and, a Downlink S&F estimated Delivery Time.
NOTE:	The Downlink S&F estimated Delivery time is the estimated/expected time required to deliver the data to the UE from the time data has been received in the network.
Editors Note:	Whether feeder link availability period will be provided to SCS/AS is FFS.
*************************** End of Changes *********************
