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	Reason for change:
	For Ranging/SL positioning services, RSPP signalling messages over PC5-U is protected via PC5 security policy configuration. Only when the integrity protection policy of PC5-U is configured to “REQUIRED”, the RSPP signalling messages can be protected. This is currently missing in TS 33.533. 

If RSPP signalling messages are not integrity protected, not only the SL positioning operations between UEs can be manipulated by attackers, but also the other security mechanisms (e.g. authorization procedures defined in clause 6.3. 6 and 6.3.7) relying on supplementary RSPP signalling messages lost its fundamental protection and become ineffective.

Hence it is proposed to add PC5-U integrity protection policy configuration for Ranging/SL positioning services.


	 
	

	Summary of change:
	Added the integrity protection policy on PC5-U which transfers RSPP signalling messages for Ranging/SL positioning services, including SLPP signalling and supplementary RSPP signalling messages.


	
	

	Consequences if not approved:
	Security mechanisms relying on supplementary RSPP signalling messages become ineffective.
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[bookmark: _Toc145059232][bookmark: _Toc145061224][bookmark: _Toc145059233][bookmark: _Toc145061225]*************** Start of the Change ****************
[bookmark: _Toc145059248][bookmark: _Toc162010879]6.4.2	Security requirements
The 5G system shall support mutually authentication between the UEs during unicast direct communication establishment for Ranging/SL Positioning control over RSPP.
The 5G system shall support integrity, confidentiality and anti-replay protection for the information transferred during unicast direct communication for Ranging/SL Positioning control over RSPP.
The 5G system shall support cryptographic separation for each SR5 interface and for each peer UE during unicast direct communication for Ranging/SL Positioning control over RSPP.
The 5G system shall support integrity, confidentiality and anti-replay protection for the information transferred during unicast communication for Ranging/SL Positioning control over the protocol between the UE and LMF.
The 5G system shall support a means to configure PC5 security policies to the UE for Ranging/SL positioning services.
PC5-U integrity protection policy is configured to "REQUIRED" for Ranging/SL positioning services.
The 5G system shall support a means to provide confidentiality, integrity and anti-replay protection of SL positioning signalling during broadcast/groupcast communication for Ranging/SL positioning.
[bookmark: OLE_LINK1]The 5G system shall provide a means to mitigate trackability and linkability attacks of the UE during broadcast/ groupcast communication for Ranging/SL positioning.
*************** End of the Change ****************

