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1
Decision/action requested

This contribution proposes to remove ENs in Sol#3 of TR 33.757
2
References

3
Rationale

This contribution proposes to resolve the following Editor’s Note:

Editor’s Note: Whether the HNSSP can be a SEG with additional security gateway functionality is ffs.

The difference between the HNSPP and SEG is as follows:

 1. HNSPP supports functions including malformed message filtering, topology hiding, NF type verification, which are not supported by SEG.

2. HNSPP supports protecting both N4 and SBI interface (e.g., not only IP based protocols but also TLS protocols), while SEG can only protect N4 interface (e.g., native IP based protocols).

Therefore, HNSPP cannot be a SEG with additional security gateway functionality.
4
Detailed proposal

It is suggested to approve the following change.

*************** Start of the 1st change ****************

7.3
Solution #3: A perimeter security gateway for N4 and SBI interface.

7.3.1
Introduction
This solution addresses KI#1 "Security for dedicated UPF interacting with PLMN through N4 interface" and KI#2 " Dedicated NFs interacting with PLMN through SBA interface".
7.3.2
Solution details

To protect messages that are sent over the N4 and SBI interface, it is proposed to deploy a Hosted NPN Security Protection Proxy (HNSPP) as an entity sitting at the border between the PLMN and customer premise, as shown in Figures 7.3-1 and 7.3-2. 

Based on the security level assumption of the operator and customer premises, the deployment options of the HNSPP are as follows:

-
Option 1. The HNSPP is only deployed in the operator premise. HNSPP has the ability to filter malformed message, hide topology, and verify the NF type based on the messages sent from both sides of the premises.
-
Option 2. The HNSPP is only deployed in the customer premise. HNSPP has the ability to filter malformed message, hide topology, and verify the NF type based on the messages sent from both sides of the premises.
-
Option 3. The HNSPP is deployed in each operator and customer premise. HNSPP in the operator premise has the ability to filter malformed message, hide topology, and verify the NF type based on the messages sent from the operator premise. HNSPP in the customer premise has the ability to filter malformed message, hide topology, and verify the NF type based on the messages sent from the customer premise.
It depends on the operator and the PNI-NPN Customer to decide the deployment option of HNSPP.

Editor’s Note: For the scenario where AMF/SMF/UPF are deployed in customer premises, it needs to be explained how procedures involving the NRF, including discovery, registration and access token requests, are affected by the introduction of an HNSPP.


Editor’s Note: What security capabilities and features makes HNSPP more secure than rest of other 3GPP NFs is FFS.
Editor’s Note: What features and mechanisms make HNSPP capable to process the malformed message without any security threats to HNSPP is FFS.

Editor’s Note: Impacts to the NF producer due to HNSPP is for FFS.

Editor’s Note: Impacts due to HNSPP and SCP is for FFS
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Figure 7.3-1 Deployment of HNSPP in Hosted NPN with dedicated UPF deployed in the customer premises

[image: image2.emf] 

NSSF   NEF  

NRF   PCF   UDM   AF  

NSSAAF   AUSF   AMF   SMF   SCP   NSACF  

Nnssf   Nnef   Nnrf   Npcf   Nudm   Naf  

Nnssaaf   Nausf   Na m f   Nsmf  

Nnsacf  

EASDF  

Neasdf  

HNSPP1  

operator premises  

customer premises  

HNSPP2  

AMF  

SMF  

Na m f   Nsmf  

UPF  

DN  

N  9   

  N  6   


Figure 7.3-2 Deployment of HNSPP in Hosted NPN with dedicated UPF and part of CP functions deployed in the customer premises

7.3.3
Evaluation 

TBD

*************** End of the 1st change ****************

