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Figure 6.1.3.1-1: Resource URI structure of the Nchf_ConvergedCharging API
Charging Data Ref is a unique identifier, i.e. session identifier defined in TS 32.290 [58], for a charging data resource in a PLMN. It’s created in CHF when CHF receives a Nchf_ ConvergedCharging_Create request and provided to NF (CTF) in the Location header field in the Nchf_ ConvergedCharging_Create response. The NF (CTF) shall use the Charging Data Ref received in subsequent requests to the CHF for the same charging data resource.
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview

	Resource name
	Resource URI
	HTTP method or custom operation
	Description
	Corresponding service operation

	Charging Data
	{apiRoot}/
nchf-convergedcharging/{apiVersion}/chargingdata
	POST
	Create a new Charging Data resource 
	Nchf_ ConvergedCharging_Create

	Individual Charging Data
	{apiRoot}/
nchf-convergedcharging/{apiVersion}/
chargingdata/{ChargingDataRef}/update
	update
(POST) 
	Update an existing Charging Data resource.
	Nchf_ ConvergedCharging_Update

	
	{apiRoot}/
nchf-convergedcharging/{apiVersion}/
chargingdata /{ChargingDataRef}/release
	release
(POST)
	Update and release an existing Charging Data resource.
	Nchf_ ConvergedCharging_Release
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