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1
Decision/action requested

The group is asked to discuss and approval.
2
References

[1]
3GPP TR 28.875 v0.2.0 Study on management of IAB nodes 
3
Rationale

This contribution adds new solution to TR 28.875 [1] about mobile IAB node configuration update based on location.
4
Detailed proposal

	1st Change
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	2nd Change


6
Potential solutions

6.x
Potential solutions #x Mobile IAB node configuration update based on location
Mobile IAB node may need new configuration while it moves, for example, new configuration of NR cells or IP configuration for OAM connectivity. This solution enables IAB node to update the configuration based on its location:
1. 3GPP management system supports the mapping of configuration with locations of the IAB node. The location information can be one or more of location information such as TAC, TAI, PLMN info and gNBId of IAB-donor-CU depends on mobility scenarios.
2. When IAB node powers up and connects to OAM3GPP management system for the 1st time, the IAB node can provide location information with IAB node indication via notifications to OAM3GPP management system as specified in TS 28.532 [y] (e.g., notifyMOIChanges) to indicate its current location. Upon the reception of notifications, 3GPP management system can provision the initial configuration (e.g.via createMOI operation) as specified TS 28.532 [y] based on its current location. 
3. When IAB node moves to a new location which may need new configuration, the IAB node can provide new location information via “notifyMOIChanges” or “notifyMOIAttributeValueChanges” or other notifications as specified in TS 28.532 [y] to 3GPP management system. Upon the reception of notifications of new location, 3GPP management system can provision the new configuration via “modifyMOIAttributes” or other operations as specified in TS 28.532 [y] to the IAB node based on its new location.
	End of change


