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	First Modified Section



[bookmark: _Toc172022579][bookmark: _Hlk110352743]7.1.2.5	EAS instantiation triggered by measurement data
Figure 7.1.2.5-1 depicts a procedure to support the use case described in clause 5.1.13a EAS discovery failure that utilized measurement data to trigger EAS instantiation.






Figure 7.1.2.5-1: EAS instantiation triggered by measurement data
1. The consumer (ASP or ECSP as performance MnS consumer) utilizes the procedure described in clause 7.2.2 to request MnF for performance assurance for EES to request MnF for performance assuranceperformance assurance MnS producer for EES to collect EAS discovery failure measurements from the EES (see clause 5.15.1.3 in TS 28.552 [10], containing subcounters based on EAS Discovery Filter (see table 8.5.3.2-2 in TS 23.558 [2]), e.g. UE location and EAS type. 
[bookmark: _Hlk110341418][bookmark: _Hlk110348043][bookmark: _Hlk110347916][bookmark: _Hlk110349380]2. The consumer determines whether an EAS VNF needs to be instantiated, based on the information in the measurement data, including number of EAS discovery failures under certain conditions (see clause 5.15.1.3 in TS 28.552 [10], e.g. UE locations (i.e., cell ID), EAS service area and EAS types, and the number of UEs in a cell.
3. If a new EAS VNF should be instantiated, then
3.a The consumer utilizes the procedure described in clause 7.1.2.1 to instantiate the new VNF instance based on the information in the measurement data.
[bookmark: _Hlk110348270][bookmark: _Hlk110348378]4. The consumer utilizes the procedure described in clause 7.4.2 to configure the EAS with the information needed for EAS to register to EES.
[bookmark: _Hlk110351280]5. ECSP MnF of provisioningprovisioning MnS producer, acting as the consumer, utilizes the procedures described in clause 7.4.3 and 7.4.4 to request PLMN MnF of provisioningprovisioning MnS producer, acting as the producer, to connect the EAS to 5GC NFs.
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