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1. Introduction
The EN in clause 8.2.2.1 is as follow:
Editor's note:	Whether the Media gateway and HTTP Proxy functionality is needed in the eMMTel Enabler Server is FFS.
The Media gateway and HTTP Proxy functionality have been added to function entities description, i.e. clause 8.1.2.2.2 eMMTel Enabler Server. Therefore, the EN in clause 8.2.2.1 can be removed with no further action.
2. Reason for Change
Remove EN in clause 8.2.2.1.
4. Proposal
It is proposed to agree the following changes to 3GPP TR 23.700-92 v0.5.0.


* * * First Change * * * *
8.2.2.1	Service Enabler Description


Figure 8.2.2.1-1: Reference Architecture for the Nemes Services
The eMMTel Enabler Server provides the following services to the application:
-	Control operations of Call with/without  data channel media, such as initiating, modifying, terminating and querying a Call information, and
-	Subscribe and unsubscribe to Call events of the specific subscriber.
Other functionalities of eMMTel Enabler Server:
-	Media gateway, e.g. WebRTC, and
-	HTTP Proxy when establishes a Bootstrap data channel and application data channel.
Editor's note:	Whether the Media gateway and HTTP Proxy functionality is needed in the eMMTel Enabler Server is FFS.
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