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1. Introduction
NR QoE was specified in R17, which is focused on application layer measurement of UEs in RRC_CONNECTED stafe. In R18, the enhancement of QoE has been discussed, the scope of which is mainly about QoE in inactive/idle state, QoE in NR-DC, and the other issues. This paper discusses the potential further enhancement of QoE in R19.
2. [bookmark: OLE_LINK2][bookmark: OLE_LINK1]Discussion
1) QoE supporting for MBS and other service types
How to support the MBS related measurement in NR QoE field is discussing in Rel-18. Contributions have been provided during this release and companies have made progress on this field. However, due to lack of defined MBS specific MBS QoE metrics at current stage, the processing of the MBS QoE discussion may not be completed at the end of Rel-18. In addition, though companies have already confirmed to support AR/MR in Rel-18 QoE, further discussion on these aspects may not be re-triggered due to the lack of AR/MR specific QoE metrics which shall be defined by SA4.  Hence, the discussion on how to support service types like MBS and AR/MR may be processed in Rel-19 based on both SA4 progress and RAN WGs progress in Rel-18.
Proposal 1: It is proposed for RAN WGs to further discuss the support of MBS and AR/MR in NR QoE field in Rel-19 pending to SA4 progress.
2) RVQoE value
In R18, there were some discussion on RVQoE value in RAN3, and some common understanding has been achieved within RAN3 WG. However, since the detailed calculation method of RVQoE values is depended on other WGs, e.g., SA4, ITU-T, there would be no further discussion in RAN3 before SA4 and ITU-T make further progress. The agreement in RAN3 is pasted as follows:
RAN3 to await the further progress of SA4 and ITU-T before proceeding further on the topic of RVQoE value.
Based on the reply LS from SA4 and ITU-T, there is conclusion on the low-complexity model of RVQoE value yet. So, if there is no further discussion on RVQoE value in RAN3, it could be further discussed in R19, pending the progress of SA4 and ITU-T.
Proposal 2: Further discuss RAN visible QoE values in Rel-19, based on the progress of SA4 and ITU-T.  
3) F1 enhancement
In current specification, only the RVQoE reports would be passed to DU for analysis and optimization. It could be further studied in R19 about whether some configuration information could also be sent to DU. Although DU is just the consumer of RVQoE, it could at least be aware of some configuration information, as the assistance information for further decision, e.g., for DU to provide some feedback on RVQoE configuration, if needed.
Proposal 3: It is proposed to further discuss the F1 enhancement of QoE in Rel-19.

3	Conclusions
[bookmark: _GoBack]In this document, the potential topics for QoE in R19  are described and the proposals were as follows: 
Proposal 1: It is proposed for RAN WGs to further discuss the support of MBS and AR/MR in NR QoE field in Rel-19 pending to SA4 progress.
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296]Proposal 2: Further discuss RAN visible QoE values in Rel-19, based on the progress of SA4 and ITU-T.  
Proposal 3: It is proposed to further discuss the F1 enhancement of QoE in Rel-19.

