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1. Reason for Change
The clause A.2.4 on Common structured data types contains an editor’s note which can now be resolved after agreement of the first data models of several APIs. In particular, the structured data type called EstablishmentResponse is common for more than one API in the specification.
2. Proposal
[bookmark: OLE_LINK132][bookmark: OLE_LINK133]It is proposed to agree the following changes to 3GPP TS 24.543 v1.3.0.
3. Revision history
-	

[bookmark: OLE_LINK113][bookmark: _Hlk61529092]* * * First Change * * * *
[bookmark: _Toc164931950][bookmark: _Toc164931963][bookmark: _Toc154277430]A.2.4	Common structured data types
[bookmark: _Toc154277357][bookmark: OLE_LINK122]Editor’s note:	This clause will provide common structured data types used by multiple CoAP resource representations and defined in this specification.
[bookmark: _Toc24868621][bookmark: _Toc34154099][bookmark: _Toc36041043][bookmark: _Toc36041356][bookmark: _Toc43196599][bookmark: _Toc43481369][bookmark: _Toc45134646][bookmark: _Toc51189178][bookmark: _Toc51763854][bookmark: _Toc57206086][bookmark: _Toc59019427][bookmark: _Toc68170100][bookmark: _Toc83234141][bookmark: _Toc162966318]A.2.4.1	Type: EstablishmentResponse
Table A.2.4.1.1: Definition of type EstablishmentResponse
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	result
	ResultOp
	M
	1
	Result of the establishment request.
	

	cause
	Cause
	O
	0..1
	Reason of the cause of the failure of the establishment request (NOTE 1).
	

	userPlaneAddress
	string
	O
	0..1
	Identity of the IP address of the traffic (NOTE 2).
	

	portNumber
	Uinteger
	O
	0..1
	Identity of the port number of the traffic (NOTE 2).
	

	url
	string
	O
	0..1
	Identity of the address of a given unique resource on the Web for the traffic (NOTE 2).
	

	transportLayer
	string
	O
	0..1
	Identity of the transport layer protocol for the traffic (NOTE 2).
	

	NOTE 1:	This attribute shall be included if result is set to "FAILURE".
NOTE 2:	This attribute may be included if result is set to "SUCCESS".



* * * Next Change * * * *
A.3.1.3.1	General
Table A.3.1.3.1.1 specifies the data types defined specifically for the SDD_RegularTransmissionConnection API service provided by SDDM-S.
Table A.3.1.3.1.1: SDD_RegularTransmissionConnection API provided by SDDM-S specific data types
	Data type
	Section defined
	Description
	Applicability

	[bookmark: OLE_LINK19][bookmark: OLE_LINK24][bookmark: OLE_LINK375]ValTargetUe
	A.2.2
	Information identifying a VAL user ID or VAL UE ID.
	

	EstablishmentResponse
	A.2.4.1
	Information identifying an SDD regular transmission connection establishment response.
	

	EstablishmentRequest
	A.3.1.3.2.1
	Information identifying an SDD regular transmission connection establishment request.
	

	EstablishmentResponse
	A.3.1.3.2.2
	Information identifying an SDD regular transmission connection establishment response.
	

	ReleaseRequest
	A.3.1.3.2.3
	Information identifying an SDD regular transmission connection release request.
	




Table A.3.1.3.1.2 specifies the simple data types defined specifically for the SDD_RegularTransmissionConnection API service provided by SDDM-S.
Table A.3.1.3.1.2: SDD_RegularTransmissionConnection API provided by SDDM-S specific simple data types
	Data type
	Section defined
	Description

	[bookmark: OLE_LINK342]Uinteger
	A.2.3
	Unsigned integer.




Table A.3.1.3.1.3 specifies the enumerations defined specifically for the SDD_RegularTransmissionConnection API service provided by SDDM-S.
Table A.3.1.3.1.3: SDD_RegularTransmissionConnection API provided by SDDM-S specific enumeration
	Data type
	Section defined
	Description

	RequestorId
	A.3.1.3.3
	Information identifying a VAL user ID or VAL UE ID.

	ResultOp
	A.3.1.3.3
	Information identifying the result of the operation.



[bookmark: _Toc164931966]* * * Next Change * * * *
A.3.1.3.2.2	Type: EstablishmentResponse
Table A.3.1.3.2.1.2: Definition of type EstablishmentResponse
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	result
	ResultOp
	M
	1
	Result of the establishment request.
	

	cause
	Cause
	O
	0..1
	Reason of the cause of the failure of the establishment request (NOTE 1).
	

	userPlaneAddress
	string
	O
	0..1
	Identity of the IP address of the traffic (NOTE 2).
	

	portNumber
	Uinteger
	O
	0..1
	Identity of the port number of the traffic (NOTE 2).
	

	url
	string
	O
	0..1
	Identity of the address of a given unique resource on the Web for the traffic (NOTE 2).
	

	transportLayer
	string
	O
	0..1
	Identity of the transport layer protocol for the traffic (NOTE 2).
	

	NOTE 1:	This attribute shall be included if result is set to "FAILURE".
NOTE 2:	This attribute may be included if result is set to "SUCCESS".



* * * Next Change * * * *
[bookmark: _Toc164931967]A.3.1.3.2.23	Type: ReleaseRequest
Table A.3.1.3.2.1.23: Definition of type ReleaseRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	serverId
	string
	M
	1
	Identity of the VAL server.
	

	sealflowId
	number
	M
	1
	Identity of SDDM flow used by the SDDM-C and SDDM-S to identify the application traffic.
	


[bookmark: OLE_LINK368][bookmark: OLE_LINK369]
* * * Next Change * * * *
[bookmark: _Toc154277413][bookmark: _Toc83234138][bookmark: _Toc68170097][bookmark: _Toc59019424][bookmark: _Toc57206083][bookmark: _Toc51763851][bookmark: _Toc51189175][bookmark: _Toc45134643][bookmark: _Toc43481366][bookmark: _Toc43196596][bookmark: _Toc36041353][bookmark: _Toc36041040][bookmark: _Toc34154096][bookmark: _Toc24868618][bookmark: _Toc164932023]A.4.1.3.1	General
Table A.4.1.3.1.1 specifies the data types defined specifically for the SDD_RegularTransmissionConnection API service provided by SDDM-C.
Table A.4.1.3.1.1: SDD_RegularTransmissionConnection API provided by SDDM-C specific data types
	Data type
	Section defined
	Description
	Applicability

	ValTargetUe
	A.2.2
	Information identifying a VAL user ID or VAL UE ID.
	

	EstablishmentResponse
	A.2.4.1
	Information identifying an SDD regular transmission connection establishment response.
	

	EstablishmentRequest
	A.3.1.3.2.1
	Information identifying an SDD regular transmission connection establishment request.
	

	EstablishmentResponse
	A.3.1.3.2.2
	Information identifying an SDD regular transmission connection establishment response.
	

	ReleaseRequest
	A.3.1.3.2.3
	Information identifying an SDD regular transmission connection release request.
	




Table A.4.1.3.1.2 specifies the simple data types defined specifically for the SDD_RegularTransmissionConnection API service provided by SDDM-C.
Table A.4.1.3.1.2: SDD_RegularTransmissionConnection API provided by SDDM-C specific simple data types
	Data type
	Section defined
	Description

	Uinteger
	A.2.3
	Unsigned integer.




Table A.4.1.3.1.3 specifies the enumerations defined specifically for the SDD_RegularTransmissionConnection API service provided by SDDM-C.
Table A.4.1.3.1.3: SDD_RegularTransmissionConnection API provided by SDDM-C specific enumeration
	Data type
	Section defined
	Description

	RequestorId
	A.4.1.3.3
	Information identifying a VAL user ID or VAL UE ID.

	ResultOp
	A.4.1.3.3
	Information identifying the result of the operation.



[bookmark: _Toc164932026]* * * Next Change * * * *
A.4.1.3.2.2	Type: EstablishmentResponse
Table A.4.1.3.2.1.2: Definition of type EstablishmentResponse
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	result
	ResultOp
	M
	1
	Result of the establishment request.
	

	cause
	Cause
	O
	0..1
	Reason of the cause of the failure of the establishment request (NOTE 1).
	

	userPlaneAddress
	string
	O
	0..1
	Identity of the IP address of the traffic (NOTE 2).
	

	portNumber
	Uinteger
	O
	0..1
	Identity of the port number of the traffic (NOTE 2).
	

	url
	string
	O
	0..1
	Identity of the address of a given unique resource on the Web for the traffic (NOTE 2).
	

	transportLayer
	string
	O
	0..1
	Identity of the transport layer protocol for the traffic (NOTE 2).
	

	NOTE 1:	This attribute shall be included if result is set to "FAILURE".
NOTE 2:	This attribute may be included if result is set to "SUCCESS".



[bookmark: _Toc164932027]* * * Next Change * * * *
A.4.1.3.2.23	Type: ReleaseRequest
Table A.4.1.3.2.1.23: Definition of type ReleaseRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	sealClientId
	string
	M
	1
	Identity of the SDDM-C.
	

	sealflowId
	number
	M
	1
	Identity of SDDM flow used by the SDDM-C and SDDM-S to identify the application traffic.
	



* * * End of Changes * * * *

