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1. Reason for Change
The CDDL specification for the Sdd_TransmissionQualityManagement API needs to be specified.
2. Proposal
[bookmark: OLE_LINK132][bookmark: OLE_LINK133]It is proposed to agree the following changes to 3GPP TS 24.543 v1.3.0.
3. Revision history
-	

[bookmark: OLE_LINK113][bookmark: _Hlk61529092]* * * First Change * * * *
[bookmark: _Toc164932011][bookmark: _Toc154277430]A.3.3.5.2	CDDL document
Editor’s note:	The CDDL document is FFS.
;;; TxQualityManagementRequest
;;+ Represents a request for performing SDDM data transmission quality management.
TxQualityManagementRequest = {
 sealflowId: Uinteger              
 txQualityManagementAction: string 
}

;;; TxQualityManagementResponse
;;+ Represents the response of a request for performing SDDM data transmission quality management.
TxQualityManagementResponse = {
 result: ResultOp                
 ? cause: Cause                  
}

;;; ResultOp
;;+ Represents the result of an operation.
ResultOp = "SUCCESS" / "FAILURE"

;;; Cause
;;+ Represents the cause of failure of an operation.
Cause = "VAL CLIENT ERROR" / "SEALDD POLICY MISMATCH" / "OTHER"

;;; ValTargetUe
;;+ Represents information identifying a VAL user ID or a VAL UE ID.
valUserId = {
 valUserId: text                 ; Unique identifier of a VAL user.
}

valUeId = {
 valUeId: text                   ; Unique identifier of a VAL UE.
}

ValTargetUe = valUserId / valUeId

;;; Uinteger
;;+ Unsigned Integer, i.e. only value 0 and integers above 0 are permissible.
Uinteger = int .ge 0

* * * End of Changes * * * *

