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* * * * First Change * * * *
[bookmark: _Toc510696593][bookmark: _Toc35971385][bookmark: _Toc151461450][bookmark: _Hlk167900411]5.2.2.2.2	Retrieval of PDTQ policies
[bookmark: _Toc510696594][bookmark: _Toc35971386]This procedure is used by the NF service consumer to request PDTQ policies from the PCF, as defined in 3GPP TS 23.501 [2], 3GPP TS 23.502 [3] and 3GPP TS 23.503 [14].
[bookmark: _Hlk505778999]Figure 5.2.2.2.2-1 illustrates retrieval of PDTQ policies.


Figure 5.2.2.2.2-1: Retrieval of PDTQ policies
[bookmark: _Hlk505257778][bookmark: _Hlk505257851][bookmark: _Hlk505258018]In order to get PDTQ policies, the NF service consumer shall invoke the Npcf_PDTQPolicyControl_Create service operation by sending an HTTP POST request to the URI representing a "PDTQ policies" collection resource of the PCF (as shown in figure 5.2.2.2.2-1, step 1). The NF service consumer shall include in a body of the HTTP POST request a PdtqPolicyData data type which shall contain:
[bookmark: _Hlk505258184]a)	an ASP identifier in the "aspId" attribute;
b)	an expected number of UEs in the "numOfUes" attribute;
c)	a list of desired time windows in the "desTimeInts" attribute;
d)	requested QoS requirements provided as a QoS Reference in the "qosReference" attribute or as a QoS parameter set in the "qosParamSet" attribute that shall contain one or more of the following individual QoS parameters:
1)	Priority Level in the "priorLevel" attribute;
2)	Maximum Burst Size:
A)	if the Maximum Burst Size value is greater than 4095 Bytes in the "extMaxBurstSize" attribute; or
B)	if the Maximum Burst Size value is lower than or equal to 4095 Bytes in the "maxBurstSize" attribute;
3)	5GS Delay in the "pdb" attribute;
4)	Maximum Bitrate in downlink and/or uplink directions in the "maxBitRateDl" and/or "maxBitRateUl" attributes;
5)	Guaranteed Flow Bitrate in downlink and/or uplink directions in the "gfbrDl" and/or "gfbrUl" attributes; and
6)	Packet Error Rate in the "per" attribute,
and may contain:
a)	a network area information (e.g. list of TAIs and/or list of NG-RAN nodes and/or list of cells identifiers) in the "nwAreaInfo" attribute;
b)	an application identifier in the "appId" attribute;
c)	a DNN corresponding to the ASP identifier, in the "dnn" attribute;
d)	an S-NSSAI corresponding to the ASP identifier, in the "snssai" attribute;
e)	alternative service requirements provided as:
1)	one or more alternative QoS References in a prioritized order in the "altQosRefs" attribute; or
2)	one or more alternative QoS Parameter Sets in a prioritized order in the "altQosParamSets" attribute which shall contain one or more of the following individual QoS parameters:
A)	5GS Delay in the "pdb" attribute;
B)	Guaranteed Flow Bitrate in downlink and/or uplink directions in the "gfbrDl" and/or "gfbrUl" attributes; and
C)	Packet Error Rate in the "per" attribute; and
f)	a notification URI in the "notifUri" attribute and a request to enable a PDTQ warning notification for the planned data transfer with QoS requirements in the "warnNotifReq" attribute.
NOTE 1:	The PCF can be configured to map the ASP identifier to a target DNN and S-NSSAI if the NF service consumer did not provide the DNN, S-NSSAI to the PCF.
Upon the reception of the HTTP POST request from the NF service consumer indicating a PDTQ policies request, the PCF:
[bookmark: _Hlk505259253]a)	shall invoke the Nudr_DataRepository_Query service operation, as described in 3GPP TS 29.504 [16] and 3GPP TS 29.519 [17], to request from the UDR all existing PDTQ policies;
b)	may invoke the Nnwdaf_EventsSubscription_Subscribe service operation and/or the Nnwdaf_AnalyticsInfo_Request service operation as described in 3GPP TS 29.520 [18], to get from the NWDAF the Network Performance analytics or the DN Performance analytics;
NOTE 2:	Whether the PCF subscribes to Network Performance analytics or DN Performance analytics is based on PCF configuration.
c)	shall determine one or more acceptable PDTQ policy based on:
[bookmark: _Hlk505258049]1)	information provided by the NF service consumer; and
2)	other available information (e.g. the network analytics related to "Network Performance" or "DN Performance", the existing PDTQ policies, the network policy);
d)	shall create a PDTQ Reference ID;
e)	shall send to the NF service consumer a "201 Created" response to the HTTP POST request, as shown in figure 5.2.2.2.2-1, step 2. The PCF shall include in the "201 Created" response a Location header field containing the URI of the created "Individual PDTQ policy" resource, and the response body with a PdtqPolicyData data type which shall contain:
1)	acceptable PDTQ policy/ies in the "pdtqPolicies" attribute. For each included PDTQ policy, the PCF shall provide:
A)	an identity of a PDTQ policy represented as an integer value greater than zero in the "pdtqPolicyId" attribute; and
B)	recommended time window in the "recTimeInt" attribute; and
2)	the PDTQ Reference ID in the "pdtqRefId" attribute; or
f)	if the PCF cannot successfully fulfil the received HTTP POST request due to the internal PCF error or due to the error in the HTTP POST request, shall send the HTTP error response as specified in clause 6.1.7.
If the PCF included in the PdtqPolicyData data type:
-	more than one PDTQ policy, the PCF shall wait for an indication about selected PDTQ policy from the NF service consumer as described in clause 5.2.2.3.2; or
[bookmark: _Hlk506728331]-	only one PDTQ policy, the PCF shall invoke the Nudr_DataRepository_Update service operation, as described in 3GPP TS 29.504 [16] and 3GPP TS 29.519 [17], to update the UDR with the selected PDTQ policy, the corresponding PDTQ Reference ID, the expected number of UEs, the list of desired time windows, the QoS Reference or individual QoS parameters, whether the AF accepts PDTQ policy renegotiation and, if available, the network area information and the alternative service requirements listed in a prioritized order for the provided ASP identifier.
NOTE 3:	The selected PDTQ policy can be deleted in the PCF when the time window within the "recTimeInt" attribute reaches the maximum timestamp value.
* * * * End of Changes * * * *
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