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[bookmark: _Toc85734338][bookmark: _Toc89431637][bookmark: _Toc97042449][bookmark: _Toc97045593][bookmark: _Toc97155338][bookmark: _Toc101521475][bookmark: _Toc120537585][bookmark: _Toc160560822]6.2.3.3.3.1	GET
This method retrieves the service switch information subscription information at PIN server. This method shall support the URI query parameters specified in the table 6.2.3.3.3.1-1.
Table 6.2.3.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.3.3.1-2 and the response data structures and response codes specified in table 6.2.3.3.3.1-3.
Table 6.2.3.3.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ServiceSwitchInfo
	M
	1
	200 OK
	The service switch information subscription information is returned by the PIN server.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the GET method listed in Table 5.2.6-1 of 3GPP TS 29.122 [2] also apply.



Table 6.2.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



Table 6.2.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



* * * * Next change * * * *
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This method partially updates the individual service switch information subscription information at the PIN server. This method shall support the URI query parameters specified in the table 6.2.3.3.3.2-1.
Table 6.2.3.3.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.3.3.2-2 and the response data structures and response codes specified in table 6.2.3.3.3.2-3.
Table 6.2.3.3.3.2-2: Data structures supported by the PATCH Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	ServiceSwitchInfoPatch
	M
	1
	Request to partially update the individual service information subscription matching the subscriptionId at the PIN server.



Table 6.2.3.3.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ServiceSwitchInfo
	M
	1
	200 OK
	The individual service switch information subscription matching the subscriptionId was modified successfully and the updated service switch information subscription information is returned in the response.

	n/a
	
	
	204 No Content
	The individual service switch information subscription matching the subscriptionId was modified successfully.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the PATCH method listed in Table 5.2.6-1 of 3GPP TS 29.122 [2] also apply.



Table 6.2.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



Table 6.2.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



* * * * Next change * * * *
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This method updates the service switch information subscription information at the PIN server by completely replacing the existing subscription data. This method shall support the URI query parameters specified in the table 6.2.3.3.3.3-1.
Table 6.2.3.3.3.3-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.3.3.3-2 and the response data structures and response codes specified in table 6.2.3.3.3.3-3.
Table 6.2.3.3.3.3-2: Data structures supported by the PUT Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	ServiceSwitchInfo
	M
	1
	Details of individual service switch information subscription matching the subscriptionId to be updated at the PIN server.



Table 6.2.3.3.3.3-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ServiceSwitchInfo
	M
	1
	200 OK
	The individual service switch information subscription matching the subscriptionId was modified successfully and the updated service switch subscription information is returned in the response.

	n/a
	
	
	204 No Content
	The individual service switch information subscription matching the subscriptionId was modified successfully.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the PUT method listed in Table 5.2.6-1 of 3GPP TS 29.122 [2] also apply.



Table 6.2.3.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



Table 6.2.3.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



* * * * Next change * * * *
[bookmark: _Toc120537597][bookmark: _Toc160560834]6.2.5.1.3.1	POST
This method shall support the request data structures specified in table 6.2.5.1.3.1-1 and the response data structures and response codes specified in table 6.2.5.1.3.1-2.
Table 6.2.5.1.3.1-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ServiceSwitchInfoNotification
	M
	1
	Notification of service switch information.



Table 6.2.5.1.3.1-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative EAS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative EAS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the POST method listed in Table 5.2.6-1 of 3GPP TS 29.122 [2] also apply.



Table 6.2.5.1.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative PAS towards which the notification should be redirected.



Table 6.2.5.1.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative PAS towards which the notification should be redirected.



* * * * Next change * * * *
[bookmark: _Toc160560867]6.3.3.3.3.1	GET
This method retrieves the service continuity information subscription information at PIN server. This method shall support the URI query parameters specified in the table 6.3.3.3.3.1-1.
Table 6.3.3.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.3.3.1-2 and the response data structures and response codes specified in table 6.3.3.3.3.1-3.
Table 6.3.3.3.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.3.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ServiceContinuityInfo
	M
	1
	200 OK
	The service continuity information subscription information is returned by the PIN server.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the GET method listed in Table 5.2.6-1 of 3GPP TS 29.122 [2] also apply.



Table 6.3.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



Table 6.3.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



* * * * Next change * * * *
[bookmark: _Toc160560868]6.3.3.3.3.2	PATCH
This method partially updates the individual service continuity information subscription information at the PIN server. This method shall support the URI query parameters specified in the table 6.3.3.3.3.2-1.
Table 6.3.3.3.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.3.3.2-2 and the response data structures and response codes specified in table 6.3.3.3.3.2-3.
Table 6.3.3.3.3.2-2: Data structures supported by the PATCH Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	ServiceContinuityInfoPatch
	M
	1
	Request to partially update the individual service information subscription matching the subscriptionId at the PIN server.



Table 6.3.3.3.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ServiceContinuityInfo
	M
	1
	200 OK
	The individual service continuity information subscription matching the subscriptionId was modified successfully and the updated service continuity information subscription information is returned in the response.

	n/a
	
	
	204 No Content
	The individual service continuity information subscription matching the subscriptionId was modified successfully.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the PATCH method listed in Table 5.2.6-1 of 3GPP TS 29.122 [2] also apply.



Table 6.3.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



Table 6.3.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



* * * * Next change * * * *
[bookmark: _Toc160560869]6.3.3.3.3.3	PUT
This method updates the service continuity information subscription information at the PIN server by completely replacing the existing subscription data. This method shall support the URI query parameters specified in the table 6.3.3.3.3.3-1.
Table 6.3.3.3.3.3-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.3.3.3-2 and the response data structures and response codes specified in table 6.3.3.3.3.3-3.
Table 6.3.3.3.3.3-2: Data structures supported by the PUT Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	ServiceContinuityInfo
	M
	1
	Details of individual service continuity information subscription matching the subscriptionId to be updated at the PIN server.



Table 6.3.3.3.3.3-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ServiceContinuityInfo
	M
	1
	200 OK
	The individual service continuity information subscription matching the subscriptionId was modified successfully and the updated service continuity subscription information is returned in the response.

	n/a
	
	
	204 No Content
	The individual service continuity information subscription matching the subscriptionId was modified successfully.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PIN server.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the PUT method listed in Table 5.2.6-1 of 3GPP TS 29.122 [2] also apply.



Table 6.3.3.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



Table 6.3.3.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PIN server.



* * * * Next change * * * *
[bookmark: _Toc160560879]6.3.5.1.3.1	POST
This method shall support the request data structures specified in table 6.3.5.1.3.1-1 and the response data structures and response codes specified in table 6.3.5.1.3.1-2.
Table 6.3.5.1.3.1-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ServiceContinuityInfoNotification
	M
	1
	Notification of service continuity information.



Table 6.3.5.1.3.1-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative EAS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative EAS where the notification should be sent.

Redirection handling is described in clause 5.2.10 of TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the POST method listed in Table 5.2.6-1 of 3GPP TS 29.122 [2] also apply.



Table 6.3.5.1.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative PAS towards which the notification should be redirected.



Table 6.3.5.1.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative PAS towards which the notification should be redirected.



* * * * Next change * * * *
[bookmark: _Toc160560884]6.3.6.2.2	Type: ServiceContinuityInfo
Table 6.3.6.2.2-1: Definition of type ServiceContinuityInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	subsEvent
	EventType
	M
	1
	Identifies the event type for which the subscriber is to be notified. 
	

	notificationAddr
	Uri
	M
	1
	URI where the notification should be delivered to. This attribute shall be present in HTTP POST message to PIN server and maybe present in HTTP PUT request.
	

	pinId
	string
	M
	1
	Identifies a PIN. (see 3GPP TS 23.542 [10]).
Its encoding shall comply with the UE policy part type URSP as defined in clause 5.2 of 3GPP TS 24.526 [12].
	

	expTime
	DateTime
	O
	0..1
	Indicates the expiration time of the subscription. To maintain an active registration status, a registration update is required before the expiration time. If the expiration time is not present, then it indicates that the PAS subscription never expires.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 6.32.8.

This attribute shall be present only when feature negotiation needs to take place.
	



* * * * End of changes * * * *

