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	Reason for change:
	To support ECN marking for L4S and congestion information exposure, the gNB-DU can report UL and DL congestion information to the gNB-CU via the ASSISTANCE INFORMATION DATA frame. 
It should be noticed that such mechanism is only applicable for NR. As specified in TS 38.425, the information elements defined in the ASSISTANCE INFORMATION DATA frame are also applicable to E-UTRA PDCP unless specified otherwise. 
NOTE 1:	All information elements defined in Figure 5.5.2.3-1 are also applicable to E-UTRA PDCP unless specified otherwise in section 5.5.3.
For better understanding, it is better to clarify that the UL and DL congestion information related IEs are not applicable for E-UTRA PDCP.

	
	

	Summary of change:
	Clarify that the UL and DL congestion information related IEs are not applicable for E-UTRA PDCP.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
This CR has an impact under functional point of view. The impact can be considered isolated because the change only affects the congestion information reporting to the gNB-CU.

	
	

	Consequences if not approved:
	The congestion information IEs may be misunderstood to be applicable for E-UTRA PDCP.
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	5.5.3.59, 5.5.3.60, 5.5.3.61, 5.5.3.62
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CHANGES START
[bookmark: _Toc155982501]5.5.3.59	UL Congestion Information Indicator
Description: This parameter indicates the presence of UL Congestion Information. This information element is not applicable to E-UTRA PDCP.
Value range: {0= UL Congestion Information not present, 1= UL Congestion Information present}.
Field length: 1 bit.
[bookmark: _Toc155982502]5.5.3.60	DL Congestion Information Indicator
[bookmark: _Hlk152005675]Description: This parameter indicates the presence of DL Congestion Information. This information element is not applicable to E-UTRA PDCP.
Value range: {0= DL Congestion Information not present, 1= DL Congestion Information present}.
Field length: 1 bit.
[bookmark: _Toc155982503]5.5.3.61	UL Congestion Information
Description: For the cases of ECN marking Request, this field indicates the percentage of UL IP packets up to two decimal points that should be ECN marked for a DRB. This information element is not applicable to E-UTRA PDCP.
For the case of Congestion Information Request, this field should be interpreted as a percentage of congestion level in UL up to two decimal points for a DRB. 
As an example, value 9574 corresponds to a percentage of 95.74%.
Value range: {0..10000}.
Field length: 2 octets.
[bookmark: _Toc155982504]5.5.3.62	DL Congestion Information
Description: For the cases of ECN marking Request, this field indicates the percentage of DL IP packets up to two decimal points that should be ECN marked for a DRB. This information element is not applicable to E-UTRA PDCP.
For the case of Congestion Information Request, this field should be interpreted as a percentage of congestion level in DL up to two decimal points for a DRB. 
As an example, value 9574 corresponds to a percentage of 95.74%.
[bookmark: _Hlk152005844]Value range: {0..10000}.
Field length: 2 octets.
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