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Table 5.5A.3.1-1f ~ Table 5.5A.3.1-1j
Table 5.5A.3.1-1f: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n12A-n25A
	CA_n12A-n25A
	n12
	5, 10, 15
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	CA_n12A-n30A
	CA_n12A-n30A
	n12
	5, 10, 15
	0

	
	
	n30
	5, 10
	

	CA_n12A-n41A
	-
	n12
	5, 10, 15
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n12A-n48A
	-
	n12
	5, 10, 15
	0

	
	
	n48
	10, 15, 20, 30, 40
	

	CA_n12A-n66A
	CA_n12A-n66A
	n12
	5, 10, 15
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	CA_n12A-n66(2A)
	CA_n12A-n66A
	n12
	5, 10, 15
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n12A-n66(3A)
	CA_n12A-n66A
	n12
	5, 10, 15
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n12A-n71A
	-
	n12
	5, 10, 15
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n12A-n77A
	n778, 9
CA_n12A-n77A8
	n12
	5, 10, 15
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n12
	n12 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n12A-n77B
	-
	n12
	n12 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77B_BCS 4 and 5
	

	CA_n12A-n77C
	-
	n12
	n12 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77C_BCS 4 and 5
	

	CA_n12A-n77(2A)
	n778, 9
CA_n12A-n77A8
	n12
	5, 10, 15
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n12A-n78A
	CA_n12A-n78A
	n12
	5, 10, 15
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n12A-n78(2A)
	CA_n12A-n78A
	n12
	5, 10, 15
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n13A-n25A
	CA_n13A-n25A
	n13
	5, 10
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	CA_n13A-n66A
	CA_n13A-n66A
	n13
	5, 10
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n13
	5, 10,
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n13A-n77A
	n778, 9
CA_n13A-n77A8
	n13
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n13A-n77(2A)
	n778,9
CA_n77(2A)8
CA_n13A-n77A8
	n13
	5, 10
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n13A-n77C
	n778,9
CA_n77C
CA_n13A-n77A8
	n13
	5, 10
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n14A-n30A
	CA_n14A-n30A
	n14
	5, 10
	0

	
	
	n30
	5, 10
	

	CA_n14A-n66A
	CA_n14A-n66A
	n14
	5, 10
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n14A-n66(2A)
	CA_n14A-n66A
	n14
	5, 10
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n14A-n66(3A)
	CA_n14A-n66A
	n14
	5, 10
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n14A-n77A
	n778, 9
CA_n14A-n77A8
	n14
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n14A-n77(2A)
	n778, 9
CA_n14A-n77A8
	n14
	5, 10
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n18A-n28A
	CA_n18A-n28A 
	n18
	5, 10, 15
	0

	
	
	n28
	5, 10
	

	CA_n18A-n40A
	CA_n18A-n40A
	n18
	5, 10, 15
	0

	
	
	n40
	10, 15, 20, 30, 40
	

	CA_n18A-n41A
	n418
CA_n18A-n41A8
	n18
	5, 10, 15
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n18A-n74A
	CA_n18A-n74A
	n18
	5, 10, 15
	0

	
	
	n74
	5, 10, 15, 20
	

	CA_n18A-n77A
	n778
CA_n18A-n77A8
	n18
	5, 10, 15
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n18
	See n18 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n18A-n77(2A)
	n778
CA_n18A-n77A
	n18
	5, 10, 15
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n18
	See n18 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n18A-n77(3A)
	CA_n18A-n77A
	n18
	5, 10, 15
	0

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n18A-n78A
	CA_n18A-n78A
	n18
	5, 10, 15
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n18
	See n18 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n18A-n78(2A)
	CA_n18A-n78A
	n18
	5, 10, 15
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n18
	See n18 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	



Table 5.5A.3.1-1g: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n20A-n28A
	CA_n20A-n28A
	n20
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n20
	5, 10, 15, 20
	1

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n20
	5, 10, 15, 20
	2

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	CA_n20A-n40A
	-
	n20
	5, 10, 15, 20
	0

	
	
	n40
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n20A-n67A
	-
	n20
	5, 10, 15, 20
	0

	
	
	n67
	5, 10, 15, 20
	

	
	
	n20
	n20 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1
	

	CA_n20A-n75A
	-
	n20
	5, 10, 15, 20
	0

	
	
	n75
	5, 10, 15, 20
	

	
	
	n20
	5, 10,15, 20
	1

	
	
	n75
	5, 10,15, 20, 25, 30, 40, 50
	

	CA_n20A-n78A
	CA_n20A-n78A
	n20
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n20
	See n20 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n20A-n78C
	-
	n20
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78C_BCS1
	

	[bookmark: OLE_LINK25]CA_n20A-n78(2A)
	CA_n20A-n78A
CA_n78(2A)
	n20
	See n20 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n24A-n41A
	CA_n24A-n41A
	n24
	5, 10
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n24
	See n24 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n24A-n41(2A)
	CA_n24A-n41A
	n24
	5, 10
	0

	
	
	n41
	CA_n41(2A)_BCS1
	

	
	
	n24
	See n24 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	

	CA_n24A-n48A
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	5, 10, 15, 20, 40, 506, 606, 806, 906, 1006
	

	CA_n24A-n48B
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48B_BCS1
	

	CA_n24A-n48(2A)
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n24A-n48(3A)
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48(3A)_BCS0
	

	CA_n24A-n77A
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n24
	See n24 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n24A-n77C
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n24A-n77(2A)
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n24
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n25A-n29A
	-
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n29
	5, 10
	

	CA_n25A-n38A
	CA_n25A-n38A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n25(2A)-n38A
	CA_n25A-n38A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n25A-n41A13,14
	n418,9
CA_n25A-n41A8, 13,14
	n25
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n41A
	n418,9
CA_n25A-n41A8
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS1
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1 
	

	CA_n25(2A)-n41C
	n418,9
CA_n25A-n41A8
CA_n25A-n41C
CA_n41C8
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n41
	CA_n41C_BCS2
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41C_BCS 4 and 5
	

	CA_n25(2A)-n41(2A)
	n418,9
CA_n25A-n41A 8
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n41
	CA_n41(2A)_BCS3
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	

	CA_n25A-n41C
	n418,9
CA_n25A-n41A8
CA_n41C8
	n25
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41C_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	CA_n41C_BCS1
	

	
	n418,9
CA_n25A-n41A8
CA_n41C8
CA_n25A-n41C
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C BCS 4 and 5
	

	CA_n25A-n41(2A)
	n418,9
CA_n25A-n41A8
	n25
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41(2A)_BCS1
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	CA_n41(2A)_BCS3
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	

	CA_n25A-n41(3A)
	n418,9
CA_n25A-n41A8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41(3A)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	

	CA_n25A-n41(A-C)
	n418,9
CA_n25A-n41A8
CA_n41C8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41(A-C)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	

	CA_n25(2A)-n41(3A)
	n418,9
CA_n25A-n41A8
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	

	CA_n25(2A)-n41(A-C)
	n418,9
CA_n41C8
CA_n25A-n41A8
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	

	CA_n25A-n46A
	-
	n25
	5, 10, 15, 20
	0

	
	
	n46
	20, 40, 60, 80
	

	CA_n25A-n48A
	CA_n25A-n48A
	n25
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 506, 606, 806, 906, 1006
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	5, 10, 15, 20, 40, 506, 606, 806, 906, 1006
	

	CA_n25A-n48(2A)
	CA_n25A-n48A
	n25
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n25A-n48C
	CA_n25A-n48A
	n25
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48C_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	CA_n48C_BCS0
	

	CA_n25A-n66A
	n25A8
n66A8
CA_n25A-n66A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	5, 10, 15, 20, 30, 40
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n66(2A)
	CA_n25A-n66A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n25(2A)-n66A
	CA_n25A-n66A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n66
	10, 15, 20, 30, 40
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n25
	CA_n25(2A)_BCS1
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n66(2A)
	CA_n25A-n66A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS1
	2

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n25A-n71A
	CA_n25A-n71A
	n25
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n71B
	CA_n25A-n71A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n25A-n71(2A)
	CA_n25A-n71A
	n25
	5, 10, 15, 20
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n25(2A)-n71A
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n71(2A)
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n25(2A)-n71B
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n25A-n77A
	n778,9
CA_n25A-n77A8,13,14
	n25
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n77(2A)
	n778,9
CA_n77(2A)8
CA_n25A-n77A8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n25A-n77(3A)
	n778,9
CA_n77(2A)8
CA_n25A-n77A8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n25(2A)-n77A
	n778,9
CA_n25A-n77A8
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n77(2A)
	n778,9
CA_n77(2A)8
CA_n25A-n77A8
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n25(2A)-n77(3A)
	n778,9
CA_n25(2A)
CA_n77(2A)8
CA_n25A-n77A8
	n25
	CA_n25(2A)_BCS0

	0

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n25A-n78A
	n788,9
CA_n25A-n78A8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n78(2A)
	n788,9
CA_n25A-n78A8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n78(2A)8
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n25(2A)-n78A
	n788,9
CA_n25A-n78A8
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS4 and 5
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n78(2A)
	n788,9
CA_n25A-n78A8
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n25
	CA_n25(2A)_BCS4 and 5
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n25A-n85A
	n258
CA_n25A-n85A
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n85
	See n85 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n85A
	CA_n25A-n85A
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n85
	See n85 channel bandwidths in Table 5.3.5-1
	



Table 5.5A.3.1-1h: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n26A-n28A
	CA_n26A-n28A16
	n26
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	1

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	CA_n26A-n29A
	-
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n29
	5, 10
	

	CA_n26A-n48A
	CA_n26A-n48A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	

	CA_n26A-n48(2A)
	CA_n26A-n48A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n26A-n66A
	CA_n26A-n66A
	n26
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n26A-n66(2A)

	CA_n26A-n66A

	n26
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	[bookmark: OLE_LINK27]CA_n26A-n66(3A)
	-
	n26
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n26A-n70A
	CA_n26A-n70A
	n26
	5, 10, 15, 20
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	[bookmark: OLE_LINK28]CA_n26A-n71A
	-
	n26
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n26A-n77A
	CA_n26A-n77A
	n26
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n26A-n78A
	CA_n26A-n78A13
	n26
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n26(2A)-n78A
	CA_n26A-n78A
	n26
	CA_n26(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n26A-n78(2A)
	CA_n26A-n78A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n26(2A)-n78(2A)
	CA_n26A-n78A
	n26
	CA_n26(2A)_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n28A-n34A
	n348,9
CA_n28A-n34A8
	n28
	5, 10, 15, 20, 30
	0

	
	
	n34
	5, 10, 15
	

	CA_n28A-n38A
	-
	n28
	5, 10, 15, 20, 30
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n28A-n39A
	n398
CA_n28A-n39A8
	n28
	5, 10, 15, 20, 30
	0

	
	
	n39
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n39
	See n39 channel bandwidths in Table 5.3.5-1
	

	CA_n28A-n40A
	CA_n28A-n40A
	n28
	5, 10, 15, 20
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	1

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	

	CA_n28A-n40B
	-
	n28
	5, 10, 15, 20
	0

	
	
	n40
	CA_n40B_BCS0
	

	CA_n28A-n41A
	n418,9
CA_n28A-n41A8,13
	n28
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n28
	5, 10, 15, 20, 30
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n28A-n41B
	CA_n28A-n41A
	n28
	5, 10
	0

	
	
	n41
	CA_n41B_BCS0
	

	CA_n28A-n41C
	n418,9
CA_n41C8
CA_n28A-n41A8
	n28
	5, 10, 15, 20, 30
	0

	
	
	n41
	CA_n41C_BCS1
	

	
	CA_n41C
CA_n28A-n41A
CA_n28A-n41C
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C_BCS4 and 5
	

	CA_n28A-n46A
	CA_n28A-n46A
	n28
	5, 10, 15, 20
	0

	
	
	n46
	20, 40, 60, 80
	

	CA_n28A-n46C
	CA_n28A-n46A
	n28
	5, 10, 15, 20
	0

	
	
	n46
	CA_n46C_BCS0
	

	CA_n28A-n46D
	CA_n28A-n46A
	n28
	5, 10, 15, 20
	0

	
	
	n46
	CA_n46D_BCS0
	

	CA_n28A-n46(2A)
	CA_n28A-n46A
	n28
	5, 10, 15, 20
	0

	
	
	n46
	CA_n46(2A)_BCS0
	

	CA_n28A-n50A
	CA_n28A-n50A
	n28
	5, 10, 15, 20
	0

	
	
	n50
	5, 10, 15, 20, 40, 50, 60, 801
	

	CA_n28A-n71A
	-
	n28
	5, 10, 15, 20, 30
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n28A-n74A
	CA_n28A-n74A
	n28
	5, 10, 15, 20, 30
	0

	
	
	n74
	5, 10, 15, 20
	

	CA_n28A-n75A
	-
	n28
	5, 10, 15, 20
	0

	
	
	n75
	5, 10, 15, 20
	

	
	
	n28
	5, 10, 15, 20
	1

	
	
	n75
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	2

	
	
	n75
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n28A-n77A
	n778,9
CA_n28A-n77A8
	n28
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n28A-n77C
	CA_n28A-n77A
	n28
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n28A-n77(2A)
	n778,9
CA_n77(2A)8
CA_n28A-n77A8
	n28
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n28A-n77(3A)
	n778,9
CA_n77(2A)
CA_n28A-n77A8
	n28
	5, 10
	0

	
	
	n77
	CA_n77(3A)_BCS0
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n28A-n78A
	n788,9
CA_n28A-n78A8,13
	n28
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n28
	5, 10, 15, 20, 30
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n28A-n78C
	CA_n28A-n78A
	n28
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78C_BCS1
	

	CA_n28A-n78(2A)
	CA_n78(2A)
CA_n28A-n78A
	n28
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n28
	5, 10, 15, 20
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n28A-n79A
	n798,9
CA_n28A-n79A8
	n28
	5, 10, 15, 20, 30
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n28A-n79C
	n798,9
CA_n79C8
	n28
	5, 10, 15, 20, 30
	0

	
	
	n79
	CA_n79C_BCS0
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	CA_n79C_BCS4 and 5
	

	CA_n28A-n94A
	-
	n28
	5, 10, 15, 20
	0

	
	
	n94
	5, 10, 15, 20
	

	CA_n28A-n102A
	CA_n28A-n102A
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n28A-n102(2A)
	CA_n28A-n102A
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n28A-n102B
	CA_n28A-n102A
CA_n28A-n102B
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n102
	CA_n102B_BCS0
	

	CA_n28A-n102C
	CA_n28A-n102A
CA_n28A-n102C
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n102
	CA_n102C_BCS0
	

	CA_n28A-n102D
	CA_n28A-n102A
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n102
	CA_n102D_BCS0
	

	CA_n28A-n102E
	CA_n28A-n102A
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n102
	CA_n102E_BCS0
	

	CA_n28A-n105A
	-
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n29A-n30A
	-
	n29
	5, 10
	0

	
	
	n30
	5, 10
	

	CA_n29A-n48A
	-
	n29
	5, 10
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	

	CA_n29A-n66A
	-
	n29
	5, 10
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n29
	5, 10
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n29A-n66B
	-
	n29
	5, 10
	0

	
	
	n66
	CA_n66B_BCS0
	

	CA_n29A-n66(2A)
	-
	n29
	5, 10
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n29
	5, 10
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n29A-n66(3A)
	-
	n29
	5, 10
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n29A-n70A
	-
	n29
	5, 10
	0

	
	
	n70
	5, 10, 15, 201,, 251
	

	CA_n29A-n71A
	-
	n29
	5, 10
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n29A-n77A
	n778, 9
	n29
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n29A-n77(2A)
	n778, 9
	n29
	5, 10
	0

	
	
	n77
	CA_n77(2A)_BCS1
	



Table 5.5A.3.1-1i: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n30A-n66A
	CA_n30A-n66A
	n30
	5, 10
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n30A-n66(2A)
	CA_n30A-n66A
	n30
	5, 10
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n30A-n66(3A)
	CA_n30A-n66A
	n30
	5, 10
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n30A-n77A
	n778, 9
CA_n30A-n77A8
	n30
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n30A-n77(2A)
	n778, 9
CA_n77(2A)
CA_n30A-n77A8
	n30
	5, 10
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n34A-n39A
	n348,9
n398
CA_n34A-n39A8
	n34
	See n34 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n39
	See n39 channel bandwidths in Table 5.3.5-1
	

	CA_n34A-n40A
	n348,9
n408,9
CA_n34A-n40A8
	n34
	5, 10, 15
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	
	
	n34
	See n34 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	

	CA_n34A-n41A
	n348,9
n418,9
CA_n34A-n41A8
	n34
	5, 10, 15
	0

	
	
	n41
	10, 15, 20, 30 ,40 ,50, 60, 70, 80, 90, 100
	

	
	
	n34
	See n34 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n34A-n41C
	CA_n41C
CA_n34A-n41A
CA_n34A-n41C
	n34
	5, 10, 15
	0

	
	
	n41
	CA_n41C_BCS1
	

	
	
	n34
	See n34 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C_BCS4 and 5
	

	CA_n34A-n79A
	n348,9
n798,9
CA_n34A-n79A8
	n34
	5, 10, 15
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n34
	See n34 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n34A-n79C
	CA_n34A-n79A
	n34
	5, 10, 15
	0

	
	
	n79
	CA_n79C_BCS0
	

	
	
	n34
	See n34 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	CA_n79C_BCS4 and 5
	

	CA_n38A-n40A
	-
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n40
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n38A-n66A
	CA_n38A-n66A
	n38
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 30, 40
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n38A-n66(2A)
	CA_n38A-n66A
	n38
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n38A-n71A
	-
	n38
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n38A-n78A
	CA_n38A-n78A
	n38
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n38
	See n38 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n38A-n78(2A)
	CA_n38A-n78A
	n38
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n38
	5, 10, 15, 20
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n38
	See n38 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n38A-n79A
	-
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n38
	See n38 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n38A-n79C
	-
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n79
	CA_n79C_BCS0
	

	
	
	n38
	See n38 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	CA_n79C_BCS4 and 5
	

	CA_n39A-n40A
	n398
n408,9
CA_n39A-n40A8
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	
	
	n39
	See n39 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	

	CA_n39A-n41A
	CA_n39A-n41A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n39
	See n39 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n39A-n41C
	CA_n41C
CA_n39A-n41A
CA_n39A-n41C
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41C_BCS0
	

	
	
	n39
	See n39 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C_BCS4 and 5
	

	CA_n39A-n41(2A)
	CA_n39A-n41A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41(2A)_BCS0
	

	
	
	n39
	See n39 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	

	CA_n39A-n79A
	n398
n798,9
CA_n39A-n79A8
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n39
	See n39 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n39A-n79C
	CA_n79C
CA_n39A-n79A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n79
	CA_n79C_BCS0
	

	
	
	n39
	See n39 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	CA_n79C_BCS4 and 5
	

	CA_n40A-n41A
	n418
CA_n40A-n41A8
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	10, 15, 20, 40, 50, 60
	

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n40A-n41C
	CA_n41C12
CA_n40A-n41A
CA_n40A-n41C12
	n40
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41C_BCS0
	

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C_BCS4 and 5
	

	CA_n40A-n77A
	CA_n40A-n77A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100
	

	CA_n40A-n77(2A)
	CA_n40A-n77A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n40A-n77C
	-
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n40B-n77A
	n778
CA_n40A-n77A
	n40
	CA_n40B_BCS1
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100
	

	CA_n40B-n77(2A)
	CA_n40A-n77A
	n40
	CA_n40B_BCS1
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n40B-n77C
	CA_n40A-n77A
	n40
	CA_n40B_BCS1
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n40A-n78A
	CA_n40A-n78A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n40A-n78(2A)
	CA_n40A-n78A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n40A-n78C
	CA_n40A-n78A
	n40
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n78
	CA_n78C_BCS1
	

	CA_n40B-n78A
	-
	n40
	CA_n40B_BCS0
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	CA_n40A-n78A
	n40
	CA_n40B_BCS1
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n40B-n78(2A)
	CA_n40A-n78A
	n40
	CA_n40B_BCS1
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n40B-n78C
	CA_n40A-n78A
	n40
	CA_n40B_BCS1
	0

	
	
	n78
	CA_n78C_BCS1
	

	CA_n40A-n79A
	n408,9
n798,9
CA_n40A-n79A8
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n40A-n79C
	n408,9
n798,9
CA_n79C8
CA_n40A-n79A8
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n79
	CA_n79C_BCS0
	

	
	CA_n79C
CA_n40A-n79A
CA_n40A-n79C
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	CA_n79C_BCS0
	

	CA_n40A-n105A
	CA_n40A-n105A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	



Table 5.5A.3.1-1j: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n41A-n48A
	CA_n41A-n48A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n48
	5, 10, 15, 20, 40, 506, 606, 806, 906, 1006
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	See n48 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n48B
	CA_n41A-n48A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n48
	CA_n48B_BCS2
	

	CA_n41A-n48C
	CA_n41A-n48A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n48
	CA_n48C_BCS1
	

	CA_n41A-n48(2A)
	CA_n41A-n48A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	CA_n41C-n48A
	CA_n41A-n48A
	n41
	CA_n41C_BCS2
	0

	
	
	n48
	5, 10, 15, 20, 40, 506, 606, 806, 906, 1006
	

	CA_n41C-n48B
	CA_n41A-n48A
	n41
	CA_n41C_BCS2
	0

	
	
	n48
	CA_n48B_BCS2
	

	CA_n41C-n48C
	CA_n41A-n48A
	n41
	CA_n41C_BCS2
	0

	
	
	n48
	CA_n48C_BCS1
	

	CA_n41(2A)-n48A
	CA_n41A-n48A
	n41
	CA_n41(2A)_BCS3
	0

	
	
	n48
	5, 10, 15, 20, 40, 506, 606, 806, 906, 1006
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	See n48 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n48B
	CA_n41A-n48A
	n41
	CA_n41(2A)_BCS3
	0

	
	
	n48
	CA_n48B_BCS2
	

	CA_n41(2A)-n48C
	CA_n41A-n48A
	n41
	CA_n41(2A)_BCS3
	0

	
	
	n48
	CA_n48C_BCS1
	

	CA_n41(2A)-n48(2A)
	CA_n41A-n48A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	CA_n41A-n50A
	CA_n41A-n50A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n50
	5, 10, 15, 20, 40, 50, 60, 801
	

	CA_n41A-n66A13,14
	n418,9
CA_n41A-n66A8, 13,14
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n66A
	n418, 9
CA_n41A-n66A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n41
	CA_n41(2A)_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n66(2A)
	n418, 9
CA_n41A-n66A8
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n41C-n66A
	n418, 9
CA_n41A-n66A8
CA_n41C
	n41
	CA_n41C_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n41
	CA_n41C_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	n418, 9
CA_n41A-n66A8
CA_n41C
CA_n41C-n66A
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n66(2A)
	n418, 9
CA_n41A-n66A8
CA_n41C-n66A
CA_n41C
	n41
	CA_n41C_BCS2
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n41(2A)-n66(2A)
	n418, 9
CA_n41A-n66A8
	n41
	CA_n41(2A)_BCS3
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n41(3A)-n66A
	n418, 9
CA_n41A-n66A8
	n41
	CA_n41(3A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40,
	

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41(3A)-n66(2A)
	n418,9
CA_n41A-n66A8
	n41
	CA_n41(3A)_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n41(A-C)-n66A
	n418, 9
CA_n41C8
CA_n41A-n66A8
	n41
	CA_n41(A-C)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1 
	

	CA_n41(A-C)-n66(2A)
	n418,9
CA_n41C8
CA_n41A-n66A8
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n41A-n70A
	CA_n41A-n70A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n41A-n71A
	n418,9
CA_n41A-n71A8, 13, 14
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n71B
	n418,9
CA_n41A-n71A8
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n41A-n71(2A)
	n418,9
CA_n41A-n71A8
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41C-n71A
	n418, 9
CA_n41A-n71A8
CA_n41C8
	n41
	CA_n41C_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41C_BCS1
	1

	
	
	n71
	5, 10, 15, 20
	

	
	n418, 9
CA_n41A-n71A8
CA_n41C8
CA_n41C-n71A
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n71(2A)
	n418,9
CA_n41A-n71A8
CA_n41C-n71A
CA_n41C8
	n41
	CA_n41C_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41(2A)-n71A
	n418, 9
CA_n41A-n71A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(2A)_BCS3
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n71(2A)
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41(2A)-n71B
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n41
	CA_n41(2A)_BCS1
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n41(3A)-n71A
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(3A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41(3A)-n71B
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(3A)_BCS4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS4 and 5
	

	CA_n41(3A)-n71(2A)
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(3A)_BCS4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS4 and 5 
	

	CA_n41(A-C)-n71A
	n418,9
CA_n41A-n71A8
CA_n41C8

	n41
	CA_n41(A-C)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41(A-C)-n71B
	n418,9
CA_n41A-n71A8
CA_n41C8
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n41(A-C)-n71(2A)
	n418,9
CA_n41A-n71A8
CA_n41C8
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41C-n71B
	n418,9
CA_n41A-n71A8
CA_n41C-n71A
CA_n41C8
	n41
	CA_n41C_BCS0
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n41
	CA_n41C_BCS1
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n41A-n74A
	CA_n41A-n74A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n74
	5, 10, 15, 20
	

	CA_n41A-n77A
	n418,9
n778,9
CA_n41A-n77A8, 13
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41B-n77A
	CA_n41A-n77A
	n41
	CA_n41B_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n41(2A)-n77A
	n418,9
n778,9
CA_n41A-n77A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41(3A)-n77A
	n418,9
n778,9
CA_n41A-n77A8
	n41
	CA_n41(3A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41(A-C)-n77A
	n418,9
n778,9
CA_n41C8
CA_n41A-n77A8
	n41
	CA_n41(A-C)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n77A
	n418,9
n778,9
CA_n41A-n77A8
CA_n41C8
	n41
	CA_n41C_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n418,9
n778,9
CA_n41A-n77A8
CA_n41C8
CA_n41C-n77A
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n77(2A)
	n418,9
n778,9
CA_n77(2A)
CA_n41A-n77A8
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	n418,9
n778,9
CA_n41A-n77A8
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n41C-n77(2A)
	n418,9
n778,9
CA_n41A-n77A8
CA_n41C8
	n41
	CA_n41C_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n41A-n77(3A)
	n418,9
n778,9
CA_n41A-n77A8
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	CA_n77(3A)_BCS0
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(3A)_BCS 4 and 5
	

	CA_n41(2A)-n77(2A)
	-
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	n418,9
n778,9
CA_n41A-n77A8
	n41
	CA_n41(2A) BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n41A-n77C
	CA_n41A-n77A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77C_BCS 4 and 5
	

	CA_n41A-n78A
	CA_n41A-n78A
	n41
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n78(2A)
	CA_n41A-n78A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n41A-n78C
	CA_n41A-n78A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n41A-n79A
	n418,9
n798,9
CA_n41A-n79A8
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n41
	10, 15, 20, 40, 50, 60
	1

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	2

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n79C
	n418,9
n798,9
CA_n41A-n79A8
CA_n79C8
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n79
	CA_n79C_BCS0
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	CA_n79C_BCS4 and 5
	

	CA_n41C-n79A
	n418,9
n798,9
CA_n41A-n79A8
CA_n41C8
	n41
	CA_n41C_BCS0
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n79C
	CA_n41C
CA_n79C
CA_n41A-n79A
	n41
	CA_n41C_BCS0
	0

	
	
	n79
	CA_n79C_BCS0
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n79
	CA_n79C_BCS4 and 5
	

	CA_n41A-n85A
	CA_n41A-n85A
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n85
	See n85 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n85A
	CA_n41A-n85A
CA_n41C
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n85
	See n85 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n85A
	CA_n41A-n85A
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n85
	See n85 channel bandwidths in Table 5.3.5-1
	

	CA_n41(3A)-n85A
	CA_n41A-n85A
	n41
	CA_n41(3A)_BCS 4 and 5
	4 and 5

	
	
	n85
	See n85 channel bandwidths in Table 5.3.5-1
	

	[bookmark: OLE_LINK37]CA_n41(A-C)-n85A
	CA_n41A-n85A
CA_n41C
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n85
	See n85 channel bandwidths in Table 5.3.5-1
	



<<Skipped Sections>>

The following notes are applied to the above tables:
NOTE 1:	This UE channel bandwidth is applicable only to downlink.
NOTE 2:	The minimum requirements for intra-band contiguous or non-contiguous CA apply.
NOTE 3:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
NOTE 4:	This UE channel bandwidth is optional in this release of the specification.
NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.
NOTE 6:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration
NOTE 7:	Limited to operation at 3450-3550 MHz and 3700–3980 MHz.
[bookmark: _Hlk156011157]NOTE 8:	Minimum requirements for Power Class 2 are applicable for this uplink combination with 1Tx antenna connector in each band or single uplink carrier with up to 2Tx antenna connectors in this downlink/uplink combination
NOTE 9:	Minimum requirements for Power Class 1.5 are applicable for this single uplink carrier with up to 2Tx antenna connectors in this downlink/uplink combination
NOTE 10: 	Only single uplink carriers with power class other than PC3 are listed.
NOTE 11: The CA configurations are given in Table 5.5A.1-1 or Table 5.5A.2-1 in this specification
NOTE 12: UL configurations are for non simultaneous Rx/Tx operationVoid.
NOTE 13: Minimum requirements for Power Class 2 are applicable for this uplink configuration with 1Tx antenna connector in one band and 2Tx antenna connectors in the other band.
NOTE 14 Minimum requirements for Power Class 1.5 are applicable for this uplink configuration with 1Tx antenna connector in one band and 2Tx antenna connectors in the other band.
NOTE 15: Uplink is only in n5 for CA_n5-n8.
NOTE 16: For UEs only supporting DL CA_n26-n28, uplink support in band n26 is optional, if the UE supports CA_n26-n28 UL configuration, it should also support UL in band n26 and n28.




[bookmark: _Hlk158022085]<<Next Change>>
[bookmark: _Toc21344445][bookmark: _Toc29801933][bookmark: _Toc29802357][bookmark: _Toc29802982][bookmark: _Toc36107724][bookmark: _Toc37251498][bookmark: _Toc45888405][bookmark: _Toc45889004][bookmark: _Toc61367722][bookmark: _Toc61373105][bookmark: _Toc68231055][bookmark: _Toc69084468][bookmark: _Toc75467480][bookmark: _Toc76509502][bookmark: _Toc76718492][bookmark: _Toc83580839][bookmark: _Toc84405348][bookmark: _Toc84413957]7.3A.4	Reference sensitivity exceptions due to UL harmonic interference for CA
Sensitivity degradation is allowed for different combinations of UL configurations and DL channel bandwidths if a band in frequency range 1 is impacted by UL harmonic interference from another band which belongs to NR band in frequency range 1 of the same downlink CA configuration. Reference sensitivity exceptions and uplink/downlink configurations due to UL harmonic from a PC3 aggressor NR UL band for either single band uplink or PC3 or PC2 CA are specified in Table 7.3A.4-1. For these exceptions, only the listed test points in Table 7.3A.4-1 are needed to be tested.
Table 7.3A.4-1: Reference sensitivity exceptions and uplink/downlink configurations due to UL harmonic from a PC3 aggressor NR UL band for NR DL CA FR1
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n1
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n1
	n77
	20
	15
	100 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n1
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n2
	n48
	5
	15
	25 (RBstart=0)
	5
	27.1
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n48
	10
	15
	50 (RBstart=0)
	1007
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n48
	5
	15
	25 (RBstart=0)
	10
	1.9
	NOTE 6
	UL2/DL1
near-miss

	n2
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n77
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n2
	n78
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n78
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n78
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n3
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n3
	n77
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n3
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n3
	n78
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n3
	n78
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n3
	n78
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n5
	n411
	5
	15
	16 (RBstart=0)
	10
	10.3
	NOTE 3
	UL3/DL1
direct-hit

	n5
	n778
	5
	15
	16 (RBstart=0)
	10
	10.5
	NOTE 4
	UL4/DL1
direct-hit

	n5
	n778
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n5
	n778
	5
	15
	16 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n5
	n778
	5
	15
	25 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n5
	n78
	5
	15
	16 (RBstart=0)
	10
	10.5
	NOTE 4
	UL4/DL1
direct-hit

	n5
	n78
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n7
	n79
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n8
	n313
	N/A
	N/A
	N/A
	N/A
	N/A
	NOTE 2
	UL2/DL1
direct-hit

	n8
	n7
	5
	15
	8 (RBstart=0)
	5
	10
	NOTE 3
	UL3/DL1
direct-hit

	n8
	n7
	5
	15
	25 (RBstart=0)
	50
	1.1
	NOTE 3
	UL3/DL1
direct-hit

	n8
	n41
	5
	15
	16 (RBstart=0)
	10
	13
	NOTE 3
	UL3/DL1
direct-hit

	n8
	n41
	5
	15
	25 (RBstart=0)
	100
	3.5
	NOTE 3
	UL3/DL1
direct-hit

	n8
	n77
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n8
	n77
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n8
	n78
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n8
	n78
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n8
	n79
	5
	15
	16 (RBstart=0)
	10
	12.0
	NOTE 5
	UL5/DL1
direct-hit

	n8
	n79
	5
	15
	25 (RBstart=0)
	100
	4.4
	NOTE 5
	UL5/DL1
direct-hit

	n12
	n48
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n12
	n48
	5
	15
	25 (RBstart=0)
	40
	4.7
	NOTE 5
	UL5/DL1
direct-hit

	n12
	n66
	5
	15
	8 (RBstart=0)
	5
	10
	NOTE 3
	UL3/DL1
direct-hit

	n12
	n66
	5
	15
	20 (RBstart=0)
	40
	2.4
	NOTE 3
	UL3/DL1
direct-hit

	n12
	n77
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n12
	n77
	5
	15
	20 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n12
	n781
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n13
	n77
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n13
	n77
	5
	15
	20 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n14
	n77
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n14
	n77
	5
	15
	20 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n18
	n77
	5
	15
	16 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n18
	n77
	5
	15
	25 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n20
	n78
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n20
	n78
	5
	15
	25 (RBstart=0)
	100
	1.0
	NOTE 4
	UL4/DL1
direct-hit

	n24
	n778
	5
	15
	25 (RBstart=0)
	10
	N/A
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n48
	5
	15
	25 (RBstart=0)
	10
	1.9
	NOTE 6
	UL2/DL1
near-miss

	n25
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n77
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n25
	n78
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n78
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n78
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n26
	n778
	5
	15
	16 (RBstart=0)
	10
	N/A
	NOTE 4
	UL4/DL1
direct-hit

	n26
	n778
	5
	15
	16 (RBstart=0)
	10
	N/A
	NOTE 5
	UL5/DL1
direct-hit

	n26
	n78
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n26
	n78
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n28
	n1
	5
	15
	8 (RBstart=0)
	5
	10.2
	NOTE 3
	UL3/DL1
direct-hit

	n28
	n1
	5
	15
	25 (RBstart=0)
	50
	1.1
	NOTE 3
	UL3/DL1
direct-hit

	n28
	n50
	5
	15
	12 (RBstart=0)
	5
	23.0
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n50
	5
	15
	25 (RBstart=0)
	80
	10.8
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n74
	5
	15
	12 (RBstart=0)
	5
	23.1
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n74
	5
	15
	25 (RBstart=0)
	20
	16.8
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n75
	5
	15
	12 (RBstart=0)
	5
	28.1
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n75
	10
	15
	50 (RBstart=0)
	50
	18.7
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n77
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n28
	n77
	5
	15
	25 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n28
	n78
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n28
	n78
	5
	15
	25 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n28
	n94
	5
	15
	12 (RBstart=0)
	5
	28.1
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n94
	10
	15
	50 (RBstart=0)
	50
	18.7
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n48
	5
	15
	12 (RBstart=0)
	5
	27.1
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n48
	40
	15
	200 (RBstart=0)
	1007
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n48
	5
	15
	12 (RBstart=0)
	5
	1.9
	NOTE 6
	UL2/DL1
near-miss

	n66
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n77
	20
	15
	100 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n66
	n78
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n78
	20
	15
	100 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n78
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n70
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n70
	n77
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n70
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n70
	n78
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n70
	n78
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n70
	n78
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n71
	n210
	5
	15
	8 (RBstart=0)
	5
	10
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n71
	5
	15
	8 (RBstart=0)
	5
	14.6
	NOTE 4
	UL4/DL1
direct-hit

	n71
	n2510,11
	5
	15
	8 (RBstart=0)
	5
	10
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n2510,11
	5
	15
	8 (RBstart=0)
	40
	2.1
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n41
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n71
	n41
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n71
	n70
	5
	15
	8 (RBstart=0)
	5
	9.9
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n70
	5
	15
	20 (RBstart=0)
	25
	4.1
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n77
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n71
	n78
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n85
	n66
	5
	15
	8 (RBstart=0)
	10
	10
	NOTE 3
	UL3/DL1
direct-hit

	n85
	n66
	5
	15
	20 (RBstart=0)
	40
	2.4
	NOTE 3
	UL3/DL1
direct-hit

	n85
	n77
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n85
	n77
	5
	15
	20 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n92
	n78
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n92
	n78
	5
	15
	25 (RBstart=0)
	100
	1.0
	NOTE 4
	UL4/DL1
direct-hit

	n94
	n78
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n94
	n78
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n105
	n7
	5
	15
	25 (RBstart=0)
	5
	14.6
	NOTE 3
	UL3/DL1
direct-hit

	n105
	n78
	5
	15
	25 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd / 3rd / 4th / 5th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 2:  The requirements should be verified for UL NR ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the lower band.


NOTE 3:	The requirements should be verified for UL NR ARFCN of the aggressor (lower) band (superscript LB) such that  in MHz and  with the carrier frequency in the victim (higher) band in MHz and the channel bandwidth configured in the low band.


NOTE 4:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.


NOTE 5:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 6:	The requirements are only applicable to channel bandwidths no larger than 20 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 7:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.
NOTE 8:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.
NOTE 9:	Void.
NOTE 10:	These requirements apply when the lower edge frequency of the 10 MHz, 15 MHz, or 20 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1995 MHz.
NOTE 11:	These requirements apply when the lower edge frequency of the uplink channel in Band n71 is located at or below 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1990 MHz.
NOTE 12: Void.
NOTE 13:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity for all active downlink component carriers is only verified when this is not the case (the requirements specified in clause 7.3.2 apply unless otherwise specified).



The reference sensitivity for the shared access band does not apply when there is at least one individual RE within the shared access downlink transmission bandwidth which falls into the reference sensitivity exclusion region as specified in Table 7.3A.4-1a.

[bookmark: _Hlk515991191]Table 7.3A.4-1a: NR-U reference sensitivity measurement exclusion region in MHz.
	NR Band / Harmonic order / Channel BW in UL

	UL
Band
	Harmonic order
	DL
Band
	5MHz
	10MHz
	15MHz
	20 MHz
	25 MHz
	30 MHz
	40MHz
	45MHz
	50 MHz

	n1
	3
	n46
	+/- 15
	+/- 23
	+/- 35
	+/- 45
	+/- 60
	+/- 70
	+/- 90
	+/- 100
	+/- 115

	n1
	3
	n102
	+/- 10
	+/- 20
	+/- 30
	+/- 40
	+/- 50
	+/- 60
	+/- 80
	
	+/- 100

	n7
	2
	n46
	+/- 10
	+/- 20
	+/- 30
	+/- 40
	+/- 50
	+/- 60
	+/- 80
	
	+/- 100

	n25
	3
	n46
	+/- 15
	+/- 23
	+/- 35
	+/- 45
	+/- 60
	+/- 70
	+/- 90
	
	

	n66
	3
	n46
	+/- 15
	+/- 23
	+/- 35
	+/- 45
	+/- 60
	+/- 70
	+/- 90
	
	

	n48
	2
	n96
	+/- 10
	+/- 20
	+/- 30
	+/- 40
	
	+/- 60
	+/- 80
	
	

	NOTE 1:	Even though UL harmonic does not fall directly into NR-U band the exclusion region still applies.
NOTE 2:	The center of the exclusion region is obtained by multiplying the UL channel center frequency by the harmonic order.



Table 7.3A.4-2: Void
For a PC2 aggressor NR UL band for NR DL CA FR1, the maximum amount of degradation is specified in Table 7.3A.4-2a, and Table 7.3A.4-2b for a UE that indicates txDiversity-r16 [15].
Table 7.3A.4-2a: Reference sensitivity exceptions and uplink/downlink configurations due to UL harmonic from a PC2 aggressor NR UL band for NR DL CA FR1 for UE not supporting Tx Diversity
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n3
	n78
	5
	15
	25 (RBstart=0)
	10
	27.1
	NOTE 2
	UL2/DL1
direct-hit

	n3
	n78
	10
	15
	50 (RBstart=0)
	100
	16.6
	NOTE 2
	UL2/DL1
direct-hit

	NOTE 1: 	Void


NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor  (lower) band (superscript LB) such that  in MHz and  with carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the lower band.



Table 7.3A.4-2b: Reference sensitivity exceptions and uplink/downlink configurations due to UL harmonic from a PC2 aggressor NR UL band for NR DL CA FR1 for UE supporting Tx Diversity
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n3
	n78
	5
	15
	25 (RBstart=0)
	10
	32.3
	NOTE 2
	UL2/DL1
direct-hit

	NOTE 1: 	Void


NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor  (lower) band (superscript LB) such that  in MHz and  with carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the lower band..





Table 7.3A.4-3: Void
Table 7.3A.4-3a: Void
Sensitivity degradation is allowed for different combinations of UL configurations and DL channel bandwidths if a band is impacted by receiver harmonic mixing due to another band part which belongs to PC3 NR band or PC2 NR band of the same CA configuration. Reference sensitivity exceptions and uplink/downlink configurations due to harmonic mixing from a PC3 aggressor NR UL band for either PC3 or PC2 CA are specified in Table 7.3A.4-4 and from a PC2 aggressor NR UL band for PC2 CA are specified in Table 7.3A.4-4a.For these exceptions, only the listed test points in Table 7.3A.4-4, Table 7.3A.4-4a and Table 7.3A.4-4b are needed to be tested. Sensitivity degradation is not required for receiver even order harmonic mixing with aggressor 3rd order and above harmonic interference.

Table 7.3A.4-4: Reference sensitivity exceptions and uplink/downlink configurations due to harmonic mixing from a PC3 aggressor NR UL band for DL NR CA FR1
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n1
	n1053
	5
	15
	25 (RBstart=0)
	5
	26.8
	NOTE 4
	UL1/DL3

	n2
	n713
	5
	15
	25 (RBstart=0)
	5
	26.5
	NOTE 4
	UL1/DL3

	n2
	n713
	20
	15
	100 (RBstart=0)
	20
	15.3
	NOTE 4
	UL1/DL3

	n3
	n5
	5
	15
	25 (RBstart=0)
	5
	3.7
	NOTE 7
	UL1/DL2

	n3
	n26
	5
	15
	25 (RBstart=0)
	5
	3.7
	NOTE 7 
	UL1/DL2

	n7
	n263
	25
	15
	25 (RBstart=104)
	5
	2.0
	NOTE 10
	UL1/DL3
Near miss

	n7
	n71
	5
	15
	25 (RBstart=0)
	5
	5.7
	NOTE 8
	UL1/ DL4

	n25
	n713
	5
	15
	25 (RBstart=0)
	5
	26.5
	NOTE 4
	UL1/DL3

	n25
	n713
	20
	15
	100 (RBstart=0)
	20
	15.3
	NOTE 4
	UL1/DL3

	n39
	n41
	5
	15
	25 (RBstart=0)
	5
	[8.1]
	NOTE 11
	UL4/DL3

	n39
	n41
	5
	15
	25 (RBstart=0)
	100
	[3.3]
	NOTE 11
	UL4/DL3

	n40
	n20
	5
	15
	25 (RBstart=0)
	5
	27.8
	NOTE 4
	UL1/DL3

	n40
	n20
	20
	15
	100 (RBstart=0)
	20
	20.3
	NOTE 4
	UL1/DL3

	n40
	n28
	5
	15
	25 (RBstart=0)
	5
	37.8
	NOTE 4
	UL1/DL3

	n40
	n28
	20
	15
	100 (RBstart=0)
	20
	30.3
	NOTE 4
	UL1/DL3

	n41
	n5
	10
	15
	25 (RBstart=0)
	5
	24.3
	NOTE 4
	UL1/DL3

	n41
	n183
	5
	15
	25 (RBstart=0)
	5
	24.3
	NOTE 4
	UL1/DL3

	n41
	n183
	10
	15
	25 (RBstart=0)
	5
	24.3
	NOTE 4
	UL1/DL3

	n41
	n39
	10
	15
	25 (RBstart=0)
	5
	4.3
	NOTE 12
	UL3/DL4

	n41
	n39
	10
	15
	25 (RBstart=0)
	40
	0.8
	NOTE 12
	UL3/DL4

	n41
	n48
	10
	30
	24 (RBstart=0)
	10
	8.3
	NOTE 9
	UL4/DL3

	n41
	n48
	10
	30
	24 (RBstart=0)
	100
	0.4
	NOTE 9
	UL4/DL3

	n46
	n7
	20
	15
	100 (RBstart=0)
	5
	8.3
	NOTE 7
	UL1/DL2

	n46
	n7
	20
	15
	100 (RBstart=0)
	50
	0.6
	NOTE 7
	UL1/DL2

	n46
	n48
	20
	15
	100 (RBstart=0)
	5
	22.6
	NOTE 2
	UL2/DL3

	n46
	n48
	20
	15
	100 (RBstart=0)
	100
	12
	NOTE 2
	UL2/DL3

	n46
	n77
	20
	15
	100 (RBstart=0)
	10
	21.8
	NOTE 2
	UL2/DL3

	n46
	n77
	20
	15
	100 (RBstart=0)
	100
	12
	NOTE 2
	UL2/DL3

	n46
	n78
	20
	15
	100 (RBstart=0)
	10
	21.8
	NOTE 2
	UL2/DL3

	n46
	n78
	20
	15
	100 (RBstart=0)
	100
	12
	NOTE 2
	UL2/DL3

	n48
	n12
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n48
	n12
	15
	15
	75 (RBstart=0)
	15
	26.2
	NOTE 5
	UL1/DL5

	n48
	n26
	10
	15
	25 (RBstart=0)
	5
	5.7
	NOTE 8
	UL1/DL4

	n48
	n26
	20
	15
	100 (RBstart=0)
	20
	2.7
	NOTE 8
	UL1/DL4

	n48
	n29
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n48
	n29
	10
	15
	50 (RBstart=0)
	10
	28
	NOTE 5
	UL1/DL5

	n77
	n2
	10
	15
	25 (RBstart=0)
	5
	6.7
	NOTE 7
	UL1/DL2

	n77
	n2
	20
	15
	100 (RBstart=0)
	20
	3,7
	NOTE 7
	UL1/DL2

	n77
	n5
	10 
	15
	25 (RBstart=0)
	5
	[5.7]
	NOTE 8
	UL1/DL4

	n77
	n5
	20
	15
	100 (RBstart=0)
	20
	[2.7]
	NOTE 8
	UL1/DL4

	n77
	n7
	20
	30
	50 (RBstart=0)
	10
	10.4
	NOTE 2
	UL2/DL3

	n77
	n7
	20
	30
	50 (RBstart=0)
	100
	6.3
	NOTE 2
	UL2/DL3

	n77
	n8
	10
	15
	100 (RBstart=0)
	20
	[5.7]
	NOTE 8
	UL1/DL4

	n77
	n8
	20
	15
	100 (RBstart=0)
	20
	[2.7]
	NOTE 8
	UL1/DL4

	n77
	n12
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n77
	n12
	15
	15
	75 (RBstart=0)
	15
	26.2
	NOTE 5
	UL1/DL5

	n77
	n13
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n77
	n13
	10
	15
	50 (RBstart=0)
	10
	28
	NOTE 5
	UL1/DL5

	n77
	n14
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n77
	n14
	10
	15
	50 (RBstart=0)
	10
	28
	NOTE 5
	UL1/DL5

	n77
	n25
	10
	15
	25 (RBstart=0)
	5
	6.7
	NOTE 7
	UL1/DL2

	n77
	n25
	20
	15
	100 (RBstart=0)
	40
	1.1
	NOTE 7
	UL1/DL2

	n77
	n26
	10
	15
	25 (RBstart=0)
	5
	5.2
	NOTE 8
	UL1/DL4

	n77
	n28
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n77
	n28
	10
	15
	50 (RBstart=0)
	10
	28
	NOTE 5
	UL1/DL5

	n776
	n29
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n776
	n29
	10
	15
	50 (RBstart=0)
	10
	28
	NOTE 5
	UL1/DL5

	n77
	n30
	10
	15
	12 (RBstart=0)
	5
	10.4
	NOTE 2
	UL2/DL3

	n77
	n30
	10
	15
	24 (RBstart=0)
	10
	8.0
	NOTE 2
	UL2/DL3

	n77
	n40
	20
	30
	50 (RBstart=0)
	10
	10.4
	NOTE 2
	UL2/DL3

	n77
	n40
	20
	30
	50 (RBstart=0)
	100
	0.9
	NOTE 2
	UL2/DL3

	n77
	n41
	20
	30
	50 (RBstart=0)
	10
	10.4
	NOTE 2
	UL2/DL3

	n77
	n41
	20
	30
	50 (RBstart=0)
	100
	6.3
	NOTE 2
	UL2/DL3

	n776
	n70
	N/A
	N/A
	N/A
	N/A
	N/A
	NOTE 7
	UL1/DL2

	n77
	n85
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n77
	n85
	15
	15
	75 (RBstart=0)
	15
	26.2
	NOTE 5
	UL1/DL5

	n78
	n5
	10
	15
	25 (RBstart=0)
	5
	[5.7]
	NOTE 8
	UL1/DL4

	n78
	n8
	10
	15
	25 (RBstart=0)
	5
	[5.7]
	NOTE 8
	UL1/DL4

	n78
	n12
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n78
	n26
	10
	15
	25 (RBstart=0)
	5
	5.2
	NOTE 8
	UL1/DL4

	n78
	n28
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n78
	n40
	20
	30
	50 (RBstart=0)
	5
	10.4
	NOTE 2
	UL2/DL3

	n78
	n40
	20
	30
	50 (RBstart=0)
	80
	4.5
	NOTE 2
	UL2/DL3

	n78
	n41
	20
	30
	50 (RBstart=0)
	10
	10.4
	NOTE 2
	UL2/DL3

	n78
	n41
	20
	30
	50 (RBstart=0)
	100
	6.3
	NOTE 2
	UL2/DL3

	n78
	n67
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 5
	UL1/DL5

	n78
	n67
	10
	15
	50 (RBstart=0)
	10
	28
	NOTE 5
	UL1/DL5

	n79
	n5
	10
	15
	25 (RBstart=0)
	5
	25
	NOTE 5
	UL1/DL5

	n79
	n8
	10
	15
	25 (RBstart=0)
	5
	25
	NOTE 5
	UL1/DL5

	n96
	n48
	20
	15
	100 (RBstart=0)
	5
	[28]
	NOTE 2
	UL1/DL2

	n96
	n48
	20
	15
	100 (RBstart=0)
	100
	[15]
	NOTE 2
	UL1/DL2

	n102
	n1
	20
	15
	100 (RBstart=0)
	5
	13.5
	NOTE 4
	UL1/DL3

	NOTE 1:	Void.
NOTE 2:	The requirements should be verified for DL NR-ARFCN of the Victim (lower) band (superscript LB) such that  and  with  the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.
NOTE 3:	These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel's transmission bandwidth of an aggressor (higher) band.

NOTE 4: The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that  in MHz and    with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.

NOTE 5:	The requirements should be verified for DL EARFCN of the victim (lower) band (superscript LB) such that  and  with  the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.
NOTE 6:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.

NOTE 7:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and   with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.

NOTE 8:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and   with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.
NOTE 9:	The requirements should be verified for DL NR-ARFCN of the victim (higher) band (superscript HB) such that   and  with  the UL carrier frequency and  the channel bandwidth configured in the lower band, both in MHz.
NOTE 10: The requirements should be verified for the lowest NR ARFCN of the affected DL (lower) band and for the highest NR ARFCN of the UL (higher) band


NOTE 11:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.


NOTE 12:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.



Table 7.3A.4-4a: Reference sensitivity exceptions and uplink/downlink configurations due to harmonic mixing from a PC2 aggressor NR UL band for NR DL CA FR1
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n41
	n186
	5
	15
	25 (RBstart=0)
	5
	27.3
	NOTE 7
	UL1/DL3

	n41
	n186
	10
	15
	25 (RBstart=0)
	5
	27.3
	NOTE 7
	UL1/DL3

	n77
	n2
	10
	15
	25 (RBstart=0)
	5
	9.1
	NOTE 4
	UL1/DL2

	n77
	n2
	20
	15
	100 (RBstart=0)
	20
	6.7
	NOTE 4
	UL1/DL2

	n77
	n3
	10
	15
	25 (RBstart=0)
	5
	8.1
	NOTE 4
	UL1/DL2

	n77
	n3
	40
	15
	216 (RBstart=0)
	40
	1
	NOTE 4
	UL1/DL2

	n77
	n5
	10
	15
	25 (RBstart=0)
	5
	8.1
	NOTE 5
	UL1/DL4

	n77
	n5
	20
	15
	20 (RBstart=0)
	20
	4.3
	NOTE 5
	UL1/DL4

	n77
	n7
	20
	30
	50 (RBstart=0)
	10
	13.2
	NOTE 3
	UL2/DL3

	n77
	n7
	20
	30
	50 (RBstart=0)
	50
	8.8
	NOTE 3
	UL2/DL3

	n77
	n12
	10
	15
	25 (RBstart=0)
	5
	34
	NOTE 1
	UL1/DL5

	n77
	n12
	15
	15
	75 (RBstart=0)
	15
	29.2
	NOTE 1
	UL1/DL5

	n77
	n13
	10
	15
	25 (RBstart=0)
	5
	34
	NOTE 1
	UL1/DL5

	n77
	n13
	10
	15
	50 (RBstart=0)
	10
	31
	NOTE 1
	UL1/DL5

	n77
	n14
	10
	15
	25 (RBstart=0)
	5
	34
	NOTE 1
	UL1/DL5

	n77
	n14
	10
	15
	50 (RBstart=0)
	10
	31
	NOTE 1
	UL1/DL5

	n77
	n25
	10
	15
	25 (RBstart=0)
	5
	9.2
	NOTE 4
	UL1/DL2

	n77
	n25
	20
	15
	100 (RBstart=0)
	40
	2.0
	NOTE 4
	UL1/DL2

	n77
	n28
	10
	15
	25 (RBstart=0)
	5
	31
	NOTE 1
	UL1/DL5

	n77
	n28
	30
	15
	160 (RBstart=0)
	30
	11.7
	NOTE 1
	UL1/DL5

	n772
	n29
	10
	15
	25 (RBstart=0)
	5
	34
	NOTE 1
	UL1/DL5

	n772
	n29
	10
	15
	50 (RBstart=0)
	10
	31
	NOTE 1
	UL1/DL5

	n77
	n30
	10
	15
	12 (RBstart=0)
	5
	13.2
	NOTE 3
	UL2/DL3

	n77
	n30
	10
	15
	25 (RBstart=0)
	10
	10.6
	NOTE 3
	UL2/DL3

	n77
	n40
	20
	30
	50 (RBstart=0)
	10
	13.2
	NOTE 3
	UL2/DL3

	n77
	n40
	20
	30
	50 (RBstart=0)
	100
	4.4
	NOTE 3
	UL2/DL3

	n77
	n41
	20
	30
	50 (RBstart=0)
	10
	13.2
	NOTE 3
	UL2/DL3

	n77
	n41
	20
	30
	50 (RBstart=0)
	100
	8.8
	NOTE 3
	UL2/DL3

	n77
	n85
	10
	15
	25 (RBstart=0)
	5
	34
	NOTE 1
	UL1/DL5

	n77
	n85
	15
	15
	75 (RBstart=0)
	15
	29.2
	NOTE 1
	UL1/DL5

	n78
	n3
	5
	15
	25 (RBstart=0)
	5
	8.1
	NOTE 4
	UL1/DL2

	n78
	n3
	40
	15
	216 (RBstart=0)
	40
	1
	NOTE 4
	UL1/DL2

	n78
	n5
	10
	15
	25 (RBstart=0)
	5
	[8.1]
	NOTE 5
	UL1/DL4

	n78
	n5
	20
	15
	20 (RBstart=0)
	20
	[4.3]
	NOTE 5
	UL1/DL4

	n78
	n8
	10
	15
	25 (RBstart=0)
	5
	8.1
	NOTE 5
	UL1/DL4

	n78
	n8
	20
	15
	20 (RBstart=0)
	20
	4.3
	NOTE 5
	UL1/DL4

	n78
	n28
	5
	15
	25 (RBstart=0)
	5
	31
	NOTE 1
	UL1/DL5

	n78
	n28
	30
	15
	160 (RBstart=0)
	30
	11.7
	NOTE 1
	UL1/DL5

	n79
	n8
	10
	15
	25 (RBstart=0)
	5
	28.0
	NOTE 1
	UL1/DL5

	
NOTE 1:	The requirements should be verified for DL NR-ARFCN of the victim (lower) band (superscript LB) such that  and  with  the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.
NOTE 2:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 from TS 38.101-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.
NOTE 3:	The requirements should be verified for DL NR-ARFCN of the Victim (lower) band (superscript LB) such that  and  with  the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.

NOTE 4:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.

[bookmark: OLE_LINK4]NOTE 5:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.
NOTE 6:	These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel's transmission bandwidth of an aggressor (higher) band.

NOTE 7: The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that  in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.



Table 7.3A.4-4b: Reference sensitivity exceptions and uplink/downlink configurations due to harmonic mixing from a PC1.5 aggressor NR UL band for NR DL CA FR1
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n77
	n2
	10
	15
	25 (RBstart=0)
	5
	11.8
	NOTE 4
	UL1/DL2

	n77
	n2
	20
	15
	100 (RBstart=0)
	20
	9.2
	NOTE 4
	UL1/DL2

	n77
	n3
	5
	15
	25 (RBstart=0)
	5
	11.1
	NOTE 4
	UL1/DL2

	n77
	n3
	40
	15
	216 (RBstart=0)
	40
	4
	NOTE 4
	UL1/DL2

	n77
	n5
	10
	15
	25 (RBstart=0)
	5
	10.7
	NOTE 5
	UL1/DL4

	n77
	n5
	20
	15
	20 (RBstart=0)
	20
	6.4
	NOTE 5
	UL1/DL4

	n77
	n7
	20
	30
	50 (RBstart=0)
	10
	16.1
	NOTE 3
	UL2/DL3

	n77
	n7
	20
	30
	50 (RBstart=0)
	100
	11.5
	NOTE 3
	UL2/DL3

	n77
	n12
	10
	15
	25 (RBstart=0)
	5
	37
	NOTE 1
	UL1/DL5

	n77
	n12
	15
	15
	75 (RBstart=0)
	15
	32.2
	NOTE 1
	UL1/DL5

	n77
	n13
	10
	15
	25 (RBstart=0)
	5
	37
	NOTE 1
	UL1/DL5

	n77
	n13
	10
	15
	50 (RBstart=0)
	10
	34
	NOTE 1
	UL1/DL5

	n77
	n14
	10
	15
	25 (RBstart=0)
	5
	37
	NOTE 1
	UL1/DL5

	n77
	n14
	10
	15
	50 (RBstart=0)
	10
	34
	NOTE 1
	UL1/DL5

	n77
	n25
	10
	15
	25 (RBstart=0)
	5
	11.9
	NOTE 4
	UL1/DL2

	n77
	n25
	20
	15
	100 (RBstart=0)
	40
	3.3
	NOTE 4
	UL1/DL2

	n77
	n28
	5
	15
	25 (RBstart=0)
	5
	34
	NOTE 1
	UL1/DL5

	n77
	n28
	30
	15
	160 (RBstart=0)
	30
	14.7
	NOTE 1
	UL1/DL5

	n772
	n29
	10
	15
	25 (RBstart=0)
	5
	37
	NOTE 1
	UL1/DL5

	n772
	n29
	10
	15
	50 (RBstart=0)
	10
	34
	NOTE 1
	UL1/DL5

	n77
	n30
	10
	15
	12 (RBstart=0)
	5
	16.1
	NOTE 3
	UL2/DL3

	n77
	n30
	10
	15
	25 (RBstart=0)
	10
	13.5
	NOTE 3
	UL2/DL3

	n77
	n41
	20
	30
	50 (RBstart=0)
	10
	16.1
	NOTE 3
	UL2/DL3

	n77
	n41
	20
	30
	50 (RBstart=0)
	100
	11.5
	NOTE 3
	UL2/DL3

	n77
	n85
	10
	15
	25 (RBstart=0)
	5
	37
	NOTE 1
	UL1/DL5

	n77
	n85
	15
	15
	75 (RBstart=0)
	15
	32.2
	NOTE 1
	UL1/DL5

	n78
	n3
	5
	15
	25 (RBstart=0)
	5
	11.1
	NOTE 4
	UL1/DL2

	n78
	n3
	40
	15
	216 (RBstart=0)
	40
	4
	NOTE 4
	UL1/DL2

	n78
	n8
	10
	15
	25 (RBstart=0)
	5
	10.5
	NOTE 5
	UL1/DL4

	n78
	n8
	20
	15
	20 (RBstart=0)
	20
	6.7
	NOTE 5
	UL1/DL4

	n78
	n28
	5
	15
	25 (RBstart=0)
	5
	34
	NOTE 1
	UL1/DL5

	n78
	n28
	30
	15
	160 (Rbstart=0)
	30
	14.7
	NOTE 1
	UL1/DL5

	n79
	n8
	10
	15
	25 (RBstart=0)
	5
	31.0
	NOTE 1
	UL1/DL5

	
NOTE 1:	The requirements should be verified for DL NR-ARFCN of the victim (lower) band (superscript LB) such that  and  with  the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.
NOTE 2:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 from TS 38.101-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.
NOTE 3:	The requirements should be verified for DL NR-ARFCN of the Victim (lower) band (superscript LB) such that  and  with  the UL carrier frequency and  the channel bandwidth configured in the higher band, both in MHz.

NOTE 4:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and   with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.

NOTE 5:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.



The reference sensitivity for the shared access band does not apply when there is at least one individual RE within the shared access downlink transmission bandwidth which falls into the reference sensitivity exclusion region as specified in Table 7.3A.4-1c.
Table 7.3A.4-4c: NR-U reference sensitivity measurement exclusion region in MHz.
	NR Band / Harmonic order / Channel BW (MHz) in UL

	UL
Band
	UL/DL 
Harmonic 
Order
	DL
Band
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100

	n78
	UL3/DL2
	n46
	
	+/-23
	+/-35
	+/-45
	+/-60
	+/-70
	+/-90
	+/-115
	+/-140
	+/-160
	+/-180
	+/-210
	+/-230

	n77
	UL3/DL2
	n46
	
	+/-23
	+/-35
	+/-45
	+/-60
	+/-70
	+/-90
	+/-115
	+/-140
	+/-160
	+/-180
	+/-210
	+/-230

	NOTE 1:	Even though UL harmonic does not fall directly into NR-U band the exclusion region still applies.
NOTE 2:	The center of the exclusion region is obtained by multiplying the UL channel center frequency by the ratio of the UL harmonic order over the DL harmonic order.



Table 7.3A.4-4d: Reference sensitivity exceptions and uplink/downlink configurations due to harmonic mixing from a power class 5 aggressor NR UL band for NR DL CA FR1
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n46
	n7
	20
	15
	100 (RBstart=0)
	5
	5.3
	NOTE 7
	UL1/DL2

	n46
	n7
	20
	15
	100 (RBstart=0)
	30
	0.8
	NOTE 7
	UL1/DL2

	n46
	n48
	20
	15
	100 (RBstart=0)
	5
	22.2
	NOTE 2
	UL2/DL3

	n46
	n48
	20
	15
	100 (RBstart=0)
	100
	9.7
	NOTE 2
	UL2/DL3

	n46
	n78
	20
	15
	100 (RBstart=0)
	10
	19.2
	NOTE 2
	UL2/DL3

	n46
	n78
	20
	15
	100 (RBstart=0)
	100
	9.7
	NOTE 2
	UL2/DL3

	n96
	n48
	20
	15
	100 (RBstart=0)
	5
	 [25]
	NOTE 2
	UL1/DL2

	n96
	n48
	20
	15
	100 (RBstart=0)
	15
	 [20]
	NOTE 2
	UL1/DL2

	NOTE 1:	Void.



NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor (high) band (superscript HB) such that in MHz and    with carrier frequency in the victim (lower) band in MHz and  the channel bandwidth configured in the higher band.
NOTE 3:	These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel's transmission bandwidth of an aggressor (higher) band.
NOTE 4: Void.
NOTE 5:	Void.
NOTE 6:	Void.

[bookmark: OLE_LINK3]NOTE 7:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.




Table 7.3A.4-5: Void
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