[bookmark: _Hlk31821325][bookmark: _Hlk31821338]3GPP TSG-RAN WG1 Meeting #117		R1-2404139
Fukuoka City, Fukuoka, Japan, May 20th – 24th, 2024 

Title:	[DRAFT] LS reply on Sidelink Feature co-configuration
[bookmark: OLE_LINK57][bookmark: OLE_LINK58][bookmark: _GoBack]Response to:	R1-2403827 (R2-2403924)
[bookmark: OLE_LINK59][bookmark: OLE_LINK60][bookmark: OLE_LINK61]Release:	Rel-18
Work Item:	NR_SL_enh2_Core

Source:	vivo [RAN1]
To:	RAN2
[bookmark: OLE_LINK45][bookmark: OLE_LINK46]Cc:	

Contact person:	Zichao Ji
	jizichao@vivo.com
	
Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	none

1	Overall description
RAN1 thanks RAN2 for the LS informing of the following RAN2 agreements about the feasibility of co-configuring SL features.
From R2 perspective, UE is not expected to be (pre)configured with 1) both partial sensing and Co-Ex in the same resource pool, 2) both random-selection and Co-Ex in the same resource pool, in Rel-18.
From R2 perspective, UE is not expected to be (pre)configured to perform partial sensing operation over an unlicensed spectrum using interlace RB based transmission, in Rel-18. 
From R2 perspective, UE is not expected to be (pre)configured with a LTE/NR-SL co-existence resource pool over an unlicensed spectrum, in Rel-18.
Regarding these agreements, RAN1 would like to provide the view below.
· UE is not expected to be (pre)configured with 1) both partial sensing and Co-Ex in the same resource pool, 2) both random-selection and Co-Ex in the same resource pool, in Rel-18.
Firstly, RAN1 would like RAN2 to clarify whether this agreement applies to NR SL only, or both NR and LTE SL. In other words, does it preclude the configuration of LTE SL UE with partial sensing/random-selection coexists with NR SL UE in the same resource pool, or NR SL UE with partial sensing/random-selection coexists with LTE SL UE, or both?
Secondly, regarding the random-selection case, RAN1 would like RAN2 to clarify whether it includes only the random-selection scheme for Rel-17 power saving, or also the Rel-16 random-selection (e.g., for the exceptional pool).
· UE is not expected to be (pre)configured to perform partial sensing operation over an unlicensed spectrum using interlace RB based transmission, in Rel-18.
This does not align with RAN1’s understanding. RAN1 assumes that a UE is possible to perform partial sensing and random selection over an unlicensed spectrum, and designs the UE features based on this assumption. While RAN1 does not observe any issues to support partial sensing operation over an unlicensed spectrum using interlace RB based transmission, if RAN2 observes some issues to support such kind of operation, some UE features (e.g., the prerequisites) may be modified.
· UE is not expected to be (pre)configured with a LTE/NR-SL co-existence resource pool over an unlicensed spectrum, in Rel-18.
RAN1 has the same understanding as RAN2.
2	Actions
To RAN2
RAN1 respectfully asks RAN2 to provide the answers to the above questions and to take the above information into account in related work. 

3	Dates of next TSG-RAN WG1 meetings
TSG RAN WG1 Meeting #118			Aug 19th – 23th, 2024   				Maastricht
TSG RAN WG1 Meeting #118bis			Oct 14th – 18th, 2024				China

