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1	Overall description
RAN1 received an LS from RAN2 regarding Type-3 PH value for for the serving cell configured with mTRP. RAN1 discussed the raised questions and would like to inform the following responses: 
Rel-17 PHR for mTRP PUSCH Repetition
Questions: 
a) Whether UE can provide one type 3 PH value instead of two type 1 PH values for a serving cell that is configured with mTRP PUSCH repetition?
b) If answer to a) is yes, in which case will the UE report the type 3 PH value for this serving cell, and in which case will the UE report two Type 1 PH values for this serving cell.
	[RAN1 Response]: 
Following the rule specified in Rel-15, if a serving cell is configured with both UL and SUL, the Type-3 PH value is provided to the serving cell when the following conditions are met:
· Either UL or SUL carrier is configured as ‘SRS-only’ carrier via RRC signaling,
· A single ‘actual’ PHR is triggered on the SRS-only carrier. 
Otherwise, two type-1 PH values are provided for the serving cell configured with mTRP PUSCH repetition. 



R18 PHR for STx2P
Questions: 
c) Whether UE can provide one type 3 PH value with one Pcmax instead of two type 1 PH values with two Pcmax for a serving cell that is configured with multipanelSchemeSDM or multipanelSchemeSFN?
d) If answer to c) is yes, in which case will the UE provide type 3 PH value with one Pcmax for this serving cell, in which case will the UE provides two type 1 PH values with two Pcmax for this serving cell.
	[RAN1 Response]: 
The Rel-18 PUSCH transmission schemes enabled by multipanelSchemeSDM or multipanelSchemeSFN IEs can be configured for an UL carrier on FR2 only. Assuming that the SUL on FR1 configured with ‘SRS-only’ is not supported, there is no use case where UE would provide type 3 PH value for a serivng cell configured with Rel-18 multipanelSchemeSDM or multipanelSchemeSFN PUSCH transmission schemes.  


2. Actions
To RAN2
ACTION: RAN1 kindly requests RAN2 to take the above information into consideration for their future work.
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