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Introduction
 This contribution discusses further the UE features for multi-carrier scheduling by single DCI. 
Discussion
RAN1 #116bis agreed the following new FG49-8 for HARQ-ACK re-transmission triggered by DCI 1_3.  
	Agreement:
· Introduce new FG49-8 for HARQ-ACK re-transmission triggered by DCI format 1_3 (based on 25-7)
· FG name: 
· Triggered HARQ-ACK codebook re-transmission for DCI format 1_3
· Component: 
· 1. Support HARQ-ACK re-transmission from an earlier PUCCH slot based on the triggering information in DCI format 1_3
· 2. Support the related PHY priority handling in terms of HARQ-ACK codebook selection and the applicable PUCCH configuration (for a UE supporting two HARQ-ACK codebooks / PUCCH config in 49-6)
· 3. Supported minimum value M for the HARQ re-tx offset
· 4. Supported maximum value N for the HARQ re-tx offset
· Prerequisite: 
· 25-7 and at least one of {49-1, 49-1b}
· Type: 
· Per band
· Note: 
· Candidate values for component 3 is: M = {-7, -5, …, 1}
· Candidate values for component 4 is: N= {4, 6, …, 24}
· Note: The minimum requirement for Component 3 and Component 4 of this FG is valid for HARQ CBs consisted of HARQ Processes with a single HARQ bit per HARQ Process ID
· Mandatory or Optional:
· Optional with capability signaling


This new FG49-8 is cloned from legacy FG25-7 by copying all FG components, Types and Note field of FG25-7 with necessary modifications as highlighted in the agreement. Then it is unnecessary and even misleading to take, at meanwhile, FG25-7 as a prerequisite of new FG49-8. 
Proposal 1: Remove “25-7” from prerequisite of new FG49-8.  

1. 
2. 
Conclusion
This contribution concludes with following proposals:
Proposal 1: Remove “25-7” from prerequisite of new FG49-8.  
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