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1   Discussion
According to 38.321v18.1.0, during an activated measurement gap, the UE will monitor the PDCCH during a RACH-less handover. However, this would require the UE to know the SFN of the target cell and measurement gap handling should therefore not be activated before the handover is completed; this can also be seen from the RRC specification, where we have the following:
1> if reconfigurationWithSync was included in spCellConfig of an MCG or SCG and when MAC of an NR cell group successfully completes a Random Access procedure triggered above; or,
1>
if sl-PathSwitchConfig was included in reconfigurationWithSync included in spCellConfig of an MCG, and when successfully sending RRCReconfigurationComplete message (i.e., PC5 RLC acknowledgement is received from target L2 U2N Relay UE); or,

1>
if rach-LessHO was included in reconfigurationWithSync included in spCellConfig of an MCG, and upon indication from lower layers that the RACH-less handover has been successfully completed; or,

1>
if reconfigurationWithSync was included in spCellConfig of an MCG or SCG and the RRCReconfiguration message is applied due to an LTM cell switch execution and upon an indication from lower layer that the LTM cell switch execution has been successfully completed:

2>
stop timer T304 for that cell group if running;

2>
if sl-PathSwitchConfig was included in reconfigurationWithSync:

3>
stop timer T420;

3>
release all radio resources, including release of the RLC entities and the MAC configuration at the source side;

3>
reset MAC used in the source cell;

2>
if rach-LessHO was included in reconfigurationWithSync and cg-NTN-RACH-Less-Configuration was configured:

3>
release the uplink grant configured for RACH-less handover in cg-NTN-RACH-Less-Configuration;
NOTE 2b:
PDCP and SDAP configured by the source prior to the path switch that are reconfigured and re-used by target when delta signalling is used, are not released as part of this procedure.

2>
stop timer T310 for source SpCell if running;

2>
apply the parts of the CSI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the respective target SpCell, if any;

2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the respective target SpCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of that target SpCell;

As can be seen from the RRC spec, only upon indication from lower layers that the RACH-less handover has been successfully completed should the configurations requiring knowledge of SFN of the target cells be applied and this explicitly includes a mention of the measurement gaps. 
In this contribution we provide a TP proposing to remove the RACH-less HO from measurement gaps handling in the MAC specification. 
TP (38.321v18.1.0)
…

5.14
Handling of measurement gaps

During an activated measurement gap, the MAC entity shall, on the Serving Cell(s) in the corresponding frequency range of the measurement gap configured by measGapConfig as specified in TS 38.331 [5]:

1>
not perform the transmission of HARQ feedback, SR, and CSI;

1>
not report SRS;

1>
not transmit on UL-SCH except for Msg3 or the MSGA payload as specified in clause 5.4.2.2;

1>
if the ra-ResponseWindow or the ra-ContentionResolutionTimer or the msgB-ResponseWindow is running, or if there is an ongoing RACH-less LTM cell switch:

2>
monitor the PDCCH as specified in clauses 5.1.4 and 5.1.5.

1>
else:

2>
not monitor the PDCCH;

2>
not receive on DL-SCH.
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