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[bookmark: _Toc115198891][bookmark: _Toc121932156][bookmark: _Toc130392182][bookmark: _Toc137474285][bookmark: _Toc138875383][bookmark: _Toc163234193]B.3.3	Common PDSCH demodulation and CSI requirements with inter cell interference and intra cell inter user interference
The requirements and test cases listed in Table B.3.3-1 are specified in Rel-17 version of TS 38.101-4 [5].
Table B.3.3-1: UE PDSCH demodulation and CSI requirements with MMSE-IRC receiver for scenarios with inter cell interference and intra cell inter user interference
	Section / Clause
	Description

	5.2.2.1.15
	PDSCH demodulation requirements with inter cell interference for 2RX FDD

	5.2.3.1.15
	PDSCH demodulation requirements with inter cell interference for 4RX FDD

	5.2.2.2.16
	PDSCH demodulation requirements with inter cell interference for 2RX TDD

	5.2.3.2.16
	PDSCH demodulation requirements with inter cell interference for 4RX TDD

	5.2.2.1.16
	PDSCH demodulation requirements  with intra cell inter user interference for 2RX FDDNote1
Test 1-1

	5.2.3.1.16
	PDSCH demodulation requirements with intra cell inter user  interference for 4RX FDDNote1
Test 1-1, 2-1

	5.2.2.2.17
	PDSCH demodulation requirements with intra cell inter user  interference for 2RX TDDNote1
Test 1-1

	5.2.3.2.17
	PDSCH demodulation requirements with intra cell inter user  interference for 4RX TDDNote1
Test 1-1, 2-1

	6.2.2.1.2.3
	CQI requirements with inter cell interference for 2RX FDD

	6.2.3.1.2.3
	CQI requirements with inter cell interference for 4RX FDD

	6.2.2.2.2.2
	CQI requirements with inter cell interference for 2RX TDD

	6.2.3.2.2.2
	CQI requirements with inter cell interference for 4RX TDD

	Note1: Only the specified test cases under the sub-clause are release independent. 




