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<Start of Change 1>
A.6.8.X	DL RSCPD reported with RSTD measurements
A.6.8.X.1	DL RSCPD reported with RSTD measurement reporting delay test case for single positioning frequency layer in FR1 SA in RRC_INACTIVE state
A.6.8.X.1.1	Test Purpose and Environment
The purpose of the test is to verify that the DL RSCPD reported with RSTD measurement meets the requirements specified in Clause 9.9.7.5 in an environment with AWGN propagation conditions in FR1 in standalone scenario when single positioning frequency layer is configured.
The test environment is the same as in A.6.8.1.1 with the following additional configuration in Table A.6.8.1.1.1-2.
	Parameter
	Unit
	Value
	Comment

	Indicated time window configuration
	Config 1,2,3
	
	[TBD]
	As specified in clause A.3.X



A.6.8.X.1.2	Test Requirements
The DL RSCPD reported with RSTD measurement time fulfils the requirements specified in Clause 9.9.7.5.
The UE shall perform and report the DL RSCPD and DL RSTD measurements for Cell 2 and Cell 3 with respect to the reference cell in the DL-TDOA assistance data, Cell 1, within the time duration specified in section 9.9.7.5 starting from the beginning of time interval T2.
NOTE:	The actual overall delays measured in the test may be higher than the time duration above because of the uncertainty in acquiring the first available PRACH occasion to transition to RRC_CONNECTED state to report the measurements.
The rate of the correct events for each neighbour cell observed during repeated tests shall be at least 90%, where the reported RSTD measurement for each correct event shall be within the RSTD reporting range specified in Clause 10.1.23.3 and the reported RSCPD measurement for each correct event shall be within the RSCPD reporting range specified in Clause 10.1.Y1.3.

<End of Change 1>
<Start of Change 2>
A.7.8.X	DL RSCPD reported with RSTD measurements
A.7.8.X.1	DL RSCPD reported with RSTD measurement reporting delay test case for single positioning frequency layer in FR2 SA in RRC_INACTIVE state
A.7.8.X.1.1	Test Purpose and Environment
The purpose of the test is to verify that the DL RSCPD reported with RSTD measurement meets the requirements specified in Clause 9.9.7.5 in an environment with AWGN propagation conditions in FR2 in standalone scenario when single positioning frequency layer is configured.
The test environment is the same as in A.7.8.1.1 with the following additional configuration in Table A.7.8.1.1.1-2.
	Parameter
	Unit
	Value
	Comment

	Indicated time window configuration
	Config 1
	
	[TBD]
	As specified in clause A.3.X



A.7.8.X.1.2	Test Requirements
The DL RSCPD reported with RSTD measurement time fulfils the requirements specified in Clause 9.9.7.5.
The UE shall perform and report the DL RSCPD and DL RSTD measurements for Cell 2 and Cell 3 with respect to the reference cell in the DL-TDOA assistance data, Cell 1, within the time duration specified in section 9.9.7.5 starting from the beginning of time interval T2.
NOTE:	The actual overall delays measured in the test may be higher than the time duration above because of the uncertainty in acquiring the first available PRACH occasion to transition to RRC_CONNECTED state to report the measurements.
The rate of the correct events for each neighbour cell observed during repeated tests shall be at least 90%, where the reported RSTD measurement for each correct event shall be within the RSTD reporting range specified in Clause 10.1.23.3 and the reported RSCPD measurement for each correct event shall be within the RSCPD reporting range specified in Clause 10.1.Y1.3.

<End of Change 2>

