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<< Start of 1st change >>
6.3.1.2	LTM Cell Switch delay
LTM cell switch delay DLTM is the delay from the end of the last TTI containing the MAC-CE command for cell switch until the time the UE transmits the first UL message on the target cell. 
When the target cell and the target joint UL/DL TCI state or separate UL and DL TCI states in the MAC-CE LTM cell switch command are known, the LTM cell switch delay is defined as: 
	DLTM = Tcmd  + TLTM-interrupt
Where:
Tcmd equals to THARQ + 3ms, where THARQ is the timing between cell switch command and acknowledgement as specified in TS 38.213.
TLTM-interrupt is as stated in section 6.3.1.2.13.
The target cell in the LTM cell switch command is known if the following conditions are met:
-	During the last 5 seconds before the reception of the cell switch command:
-	The UE has sent a valid L1 or L3 measurement report for the target cell, and
-	One of the SSBs measured from the NR target cell configured for measurement remains detectable according to the cell identification conditions specified in clause 9.2 for intra-frequency cell and in clause 9.3 for inter-frequency cell,
-	One of the SSBs measured from the NR target cell configured for measurement remains detectable according to the cell identification conditions specified in clause 9.2 for intra-frequency cell and in clause 9.3 for inter-frequency cell,
Otherwise, the cell is unknown.
The target joint DL/UL TCI state or separate DL and UL TCI states in the LTM cell switch command are known if the following conditions are met:
[-	The target TCI state in the cell switch command is activated not more than TBD ms before the reception of the cell switch command and SNR of the SSB associated to TCI state ≥ -3dB; or] 
[-	The target TCI state in cell switch command is activated before receiving the cell switch command and the SSB associated to target TCI state is available at least once every TBD ms after the TCI state activation command is received and SNR of the SSB associated to TCI state ≥ -3dB; or]
-	During the period from the last transmission of the RS resource used for the L1-RSRP measurement reporting for the target DL/UL TCI state to the completion of LTM cell switch, where the RS resource for L1-RSRP measurement is the RS in target DL/UL TCI state or QCLed to the target DL/UL TCI state
-	LTM cell switch command is received within 1280 ms upon the last transmission of the RS resource for beam reporting or measurement 
-	The UE has sent at least 1 L1-RSRP report for the target DL/UL TCI state before the LTM cell switch command
-	The target DL/UL TCI state remains detectable during the LTM cell switching period
-	The SSB associated with the target DL/UL TCI state remain detectable during the cell switching period
-	SNR of the TCI state ≥ -3dB
Otherwise, the target joint DL/UL TCI state or separate DL and UL TCI state is unknown.
<< End of 1st change >>
<< Start of 2nd change >>
8.20.2	LTM Cell Switch delay
LTM cell switch delay DLTM is the delay from the end of the last TTI containing the MAC-CE command for cell switch until the time the UE transmits the first UL message on the target cell. 
When the target cell and the target joint UL/DL TCI state or separate UL and DL TCI states in the MAC-CE LTM cell switch command are known, the LTM cell switch delay is defined as: 
	DLTM = Tcmd + TLTM-RRC-processing + TLTM-processing + Tfirst-RS + TRS-proc + TLTM-IU ms
Where:
Tcmd, TLTM-RRC-processing, TLTM-processing, Tfirst-RS, TRS-proc and TLTM-IU are as stated in section 6.3.1.2.
TLTM-interrupt is as stated in section 8.20.1.3.
The definition of known LTM target cell and the definition of known target joint DL/UL TCI state or separate DL and UL TCI states are as stated in section 6.3.1.2.
<< End of 2nd change >>

