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Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
[bookmark: _Hlk508123095]The requirements shall apply outside the repeater type 1-C passband whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer’s specification.
[bookmark: _Hlk508123083]For a repeater operating in non-contiguous spectrum, the ACLR requirement in clause 6.5.2.2 shall apply in Gaps between passbands for the frequency ranges defined in table 6.5.2.2-3, while the CACLR requirement in clause 6.5.2.2 shall apply in gaps between passbands for the frequency ranges defined in table 6.5.2.2-4.
For a multi-band connector, the ACLR requirement in clause 6.5.2.2 shall apply in inter-passband gaps for the frequency ranges defined in table 6.5.2.2-3, while the CACLR requirement in clause 6.5.2.2 shall apply in inter-passband gaps for the frequency ranges defined in table 6.5.2.2-4.
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The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below.
For DL (all repeater classes), and for UL for WA class, either the ACLR (CACLR) absolute basic limits in table 6.5.2.2-2, 6.5.2.2-5 or else the relevant the ACLR (CACLR) limits in table 6.5.2.2-1, 6.5.2.2-3 or 6.5.2.2-4, whichever is less stringent, shall apply for each antenna connector. For UL for LA class, the ACLR (CACLR) and basic limits in table 6.5.2.2-1a, 6.5.2.2-3 or 6.5.2.2-4a shall apply.

Table 6.5.2.2-1: ACLR limit for DL (all repeater classes) and for UL for Wide Area class
	nominal channel bandwidth BWNominal (MHz) (NOTE 5)
	 Repeater type 1-C adjacent channel centre frequency offset below or above the passband edge
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	BWNominal/2
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 4)

	
	1.5 x BWNominal
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB
38 dB
(Note 4)

	
	2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	
	7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	NOTE 1:	BWNominal is the nominal channel bandwidth. BWConfig is the transmission bandwidth configuration assumed for the adjacent channel.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.
NOTE 4:	For repeater operating in band n104, ACLR requirement 38 dB applies. For repeater operating in other bands, ACLR requirement 45 dB applies.
NOTE 5:	For simultaneous NCR-Fwd and NCR-MT transmission, if the NCR-MT carrier is within the NCR-Fwd passband then the frequency offset from the lower/upper edge of the passband and the lower/upper edge of the NCR-MT carrier. If this bandwidth is not defined for BS channel bandwidth for the operating band, nominal channel bandwidth shall be defined as the widest BS channel bandwidth for the operating band which is narrower than the bandwidth. If BS channel bandwidth narrower than the bandwidth is not defined then nominal channel bandwidth shall be the channel bandwidth of the NCR-MT. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then, for passband side, same as nominal channel bandwidth for the passband, for NCR-MT carrier side, same as for NCR-MT channel bandwidth. if the NCR-MT carrier is within the NCR-Fwd then the nominal bandwidth shall be the NCR-Fwd passband. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then the nominal bandwidth shall be the combined bandwidth of NCR-Fwd passband and NCR-MT carrier bandwidth. If the NCR-MT carrier is not adjacent to the passband then CACLR shall be applied in the gap between the NCR-Fwd passband and the NCR-MT carrier.



Table 6.5.2.2-1a: ACLR limit for UL for Local Area
	nominal channel bandwidth BWNominal (MHz) (NOTE 4)
	 Repeater type 1-C adjacent channel centre frequency offset below or above the passband edge
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	BWNominal/2
	NR of same BW (Note 2)
	Square (BWConfig)
	31 dB

	
	1.5 x BWNominal
	NR of same BW (Note 2)
	Square (BWConfig)
	31 dB

	
	2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	31 dB

	
	7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	31 dB

	NOTE 1:	BWNominal is the nominal channel bandwidth. BWConfig is the transmission bandwidth configuration assumed for the adjacent channel.
NOTE 2:	With SCS that provides the largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.
NOTE 4:	For simultaneous NCR-Fwd and NCR-MT transmission, if the NCR-MT carrier is within the NCR-Fwd passband then the frequency offset from the lower/upper edge of the passband and the lower/upper edge of the NCR-MT carrier. If this bandwidth is not defined for BS channel bandwidth for the operating band, nominal channel bandwidth shall be defined as the widest BS channel bandwidth for the operating band which is narrower than the bandwidth. If BS channel bandwidth narrower than the bandwidth is not defined then nominal channel bandwidth shall be the channel bandwidth of the NCR-MT. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then, for passband side, same as nominal channel bandwidth for the passband, for NCR-MT carrier side, same as for NCR-MT channel bandwidth. if the NCR-MT carrier is within the NCR-Fwd then the nominal bandwidth shall be the NCR-Fwd passband. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then the nominal bandwidth shall be the combined bandwidth of NCR-Fwd passband and NCR-MT carrier bandwidth. If the NCR-MT carrier is not adjacent to the passband then CACLR shall be applied in the gap between the NCR-Fwd passband and the NCR-MT carrier.



The ACLR absolute basic limit is specified in table 6.5.2.2‑2 and is applicable for both contiguous spectrum, non-contiguous spectrum and multiple bands
Table 6.5.2.2-2: ACLR absolute basic limits for DL and UL for WA class, for DL for MR class and for DL for LA class
	Repeater category / class
	ACLR absolute basic limit

	Category A Wide Area DL and UL
	-13 dBm/MHz

	Category B Wide Area DL and UL
	-15 dBm/MHz

	Medium Range DL
	-25 dBm/MHz

	Local Area DL
	-32 dBm/MHz



Table 6.5.2.2-3: ACLR limit in non-contiguous spectrum or multiple bands for DL (all repeater classes) and for UL for Wide Area class
	nominal channel bandwidth BWNominal (MHz) (NOTE 6)
	Gap between passbands or inter-passband gap size (Wgap) where the limit applies (MHz)
	Repeater type 1-C adjacent channel centre frequency offset below or above the passband edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20

	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3)
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB
38 dB (Note 5)

	NOTE 1:	BWNominal is the nominal channel bandwidth. BWConfig is the transmission bandwidth configuration assumed for the adjacent channel.
NOTE 2:	With SCS that provides the largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the repeater type 1-C nominal channel bandwidth at the other edge of the gap is ≤ 20 MHz.
NOTE 4:	Applicable in case the repeater type 1-C nominal channel bandwidth at the other edge of the gap is > 20 MHz.
NOTE 5:	For repeater operating in band n104, ACLR requirement 38 dB applies. For repeater operating in other bands, ACLR requirement 45 dB applies.
NOTE 6:	For simultaneous NCR-Fwd and NCR-MT transmission, if the NCR-MT carrier is within the NCR-Fwd passband then the frequency offset from the lower/upper edge of the passband and the lower/upper edge of the NCR-MT carrier. If this bandwidth is not defined for BS channel bandwidth for the operating band, nominal channel bandwidth shall be defined as the widest BS channel bandwidth for the operating band which is narrower than the bandwidth. If BS channel bandwidth narrower than the bandwidth is not defined then nominal channel bandwidth shall be the channel bandwidth of the NCR-MT. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then, for passband side, same as nominal channel bandwidth for the passband, for NCR-MT carrier side, same as for NCR-MT channel bandwidth. if the NCR-MT carrier is within the NCR-Fwd then the nominal bandwidth shall be the NCR-Fwd passband. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then the nominal bandwidth shall be the combined bandwidth of NCR-Fwd passband and NCR-MT carrier bandwidth. If the NCR-MT carrier is not adjacent to the passband then CACLR shall be applied in the gap between the NCR-Fwd passband and the NCR-MT carrier.



Table 6.5.2.2-3a: ACLR limit in non-contiguous spectrum or multiple bands for UL for Local Area class
	nominal channel bandwidth BWNominal (MHz) (NOTE 5)
	Sub-block or inter-passband gap size (Wgap) where the limit applies (MHz)
	Repeater type 1-C adjacent channel centre frequency offset below or above the passband edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20

	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3)
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	31 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration assumed for the adjacent channel.
NOTE 2:	With SCS that provides the largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the repeater type 1-C nominal channel bandwidth at the other edge of the gap is ≤ 20 MHz.
NOTE 4:	Applicable in case the repeater type 1-C nominal channel bandwidth at the other edge of the gap is > 20 MHz.
NOTE 5:	For simultaneous NCR-Fwd and NCR-MT transmission, if the NCR-MT carrier is within the NCR-Fwd passband then the frequency offset from the lower/upper edge of the passband and the lower/upper edge of the NCR-MT carrier. If this bandwidth is not defined for BS channel bandwidth for the operating band, nominal channel bandwidth shall be defined as the widest BS channel bandwidth for the operating band which is narrower than the bandwidth. If BS channel bandwidth narrower than the bandwidth is not defined then nominal channel bandwidth shall be the channel bandwidth of the NCR-MT. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then, for passband side, same as nominal channel bandwidth for the passband, for NCR-MT carrier side, same as for NCR-MT channel bandwidth. if the NCR-MT carrier is within the NCR-Fwd then the nominal bandwidth shall be the NCR-Fwd passband. If the NCT-MT carrier is adjacent to the NCR-Fwd passband then the nominal bandwidth shall be the combined bandwidth of NCR-Fwd passband and NCR-MT carrier bandwidth. If the NCR-MT carrier is not adjacent to the passband then CACLR shall be applied in the gap between the NCR-Fwd passband and the NCR-MT carrier.
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