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Introduction
In previous RAN4 meeting #110bis a WF was approved [1]. In this contribution we express our view for UE Capability/UE behavior and network signaling issues from [1].
Topic #2:  Rel-19 Type-4
Sub-topic 2-3: UE Capability for Type 4 EN-DC/NR-CA
< Issue 2-3-1:  New UE Capabilities for Type 4a(EN-DC) and 4b(EN-DC/NR-CA) >
Way Forward: 
· Continue further discussion on the following two options in the next meeting.
· Option 1
· Add new UE capabilities for Type 4a(EN-DC) and 4b(EN-DC/NR-CA) support indication.
· Option 2
· Reuse intraBandNR-CA-non-collocated-r18 and maxNumberMIMO-LayersPDSCH=4 for FR1 NR intra-band CA and interBandMRDC-WithOverlapDL-Bands-r16 and maxNumberMIMO-LayersPDSCH=4 for FR1 inter-band non-contiguous EN-DC with overlapping or partially overlapping bands.
Nokia view: Option 1.

< Issue 2-3-3:  Whether to support Type 2 capabilities by UE having Type 4 capability >
Way Forward: 
· Continue further discussion on the following proposal in the next meeting.
· If Type-4 capability is indicated, Type-2 capability shall be deemed as support by default regardless of whether UE indicates Type-2 capability or not.
Nokia view: We think that Type 4 UE has to support also Type 2 behaviour, whether type 2 signalling is mandatory in such case is FFS .

Sub-topic 2-4: NW Signaling/UE behavior for Type 4 EN-DC/NR-CA
< Issue 2-4-1:  New NW Signaling to switch between Type 1 and Type 4 >
Way Forward: 
· First, conclude discussions of whether to add new UE capability(s) for Type 4.
· And then, continue further discussion on NW signalling/UE behavior in the next meeting.
Nokia view: Switching is needed and needs to be under NW control

< Issue 2-4-2:  UE behavior between Type 1, Type 2 and Type 4 with new NW Signaling >
Way Forward: 
· First, conclude discussions of whether to add new UE capability(s) for Type 4.
· And then, continue further discussion on NW signalling/UE behavior in the next meeting.
Nokia view: Switching is needed and needs to be under NW control.

< Issue 2-4-3: When to inform RAN2 the demand on new UE capability(s) and new NW signaling(s) >
Way Forward: 
· First, conclude discussions of whether to add new UE capability(s) for Type 4.
· And then, continue further discussion on NW signalling/UE behavior in the next meeting.
Nokia view: RAN4 RF session needs to conclude before sending LSs to other WGs.
Conclusion
In this contribution we have expressed our views for intra-band non-collocated deployment Phase2 Capability/UE behavior and network signaling open issues from WF.
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