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The minimum performance requirements are applicable to all FR1 operating bands defined in TS 38.101-1[6].
The minimum performance requirements in Clause 5 are mandatory for UE supporting NR operation, unless otherwise specified in the other subclauses of Clause 5.1.1.
If same test is listed for different UE features/capabilities in Clauses 5.1.1.3 and 5.1.1.4, then this test shall apply for UEs which support all corresponding UE features/capabilities.
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The number of RX antenna ports for different RF operating bands is up to UE declaration.
The UE shall support 2 or 4 RX antenna ports for different RF operating bands. The operating bands, where 4 RX antenna ports shall be the baseline, are defined in Clause 7.2 of TS 38.101-1 [6]. The UE requirements applicability for UEs with different number of RX antenna ports is defined in Table 5.1.1.2-1.
Table 5.1.1.2-1: Requirements applicability
	Supported RX antenna ports
	Test type
	Test list

	UE supports only 2RX 
	PDSCH
	All tests in Clause 5.2.2
All tests in Clause 5.6.2

	
	PDCCH
	All tests in Clause 5.3.2

	
	PBCH
	All tests in Clause 5.4.2

	UE supports only 4RX or both 2RX and 4RX
	PDSCH
	All tests in Clause 5.2.3 (Note 2)
All tests in Clause 5.6.3

	
	PDCCH
	All tests in Clause 5.3.3 (Note 2)

	
	PBCH
	All tests in Clause 5.4.2 or 5.4.3 (Note)

	Note 1:	Requirements for PBCH with 4Rx is up to UE declaration
Note 2: 	‘maxMIMO-Layers-r16’ is not configured during the performance requirements testing for UE supporting Release 16 per-BWP MIMO layer adaptation.
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[bookmark: _Toc114565700][bookmark: _Toc123935993][bookmark: _Toc124377008]5.1.1.4	Applicability of requirements for mandatory UE features with capability signalling
The performance requirements in Table 5.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
Table 5.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	256QAM modulation scheme for PDSCH for FR1 (pdsch-256QAM-FR1)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Test 1-3)
Clause 5.2.3.1.1 (Test 1-3)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Test 1-3)
Clause 5.2.3.2.1 (Test 1-3)
	

	PDSCH mapping type B (pdsch-MappingTypeB)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.3
Clause 5.2.3.1.3
Clause 5.2.2.1.7
Clause 5.2.3.1.7
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.3
Clause 5.2.3.2.3
Clause 5.2.2.2.7
Clause 5.2.3.2.7
	

	Rate-matching around LTE CRS (rateMatchingLTE-CRS)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4
Clause 5.2.3.1.4
	For UEs supporting “Alternative additional DMRS position for co-existence with LTE CRS”, if Test 1-2 is tested, the test coverage can be considered fulfilled without executing Test 1-1. Otherwise, only Test 1-1 is tested.

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.4
Clause 5.2.3.2.4
	

	Supported maximum number of ports across all configured NZP-CSI-RS resources per CC (maxConfigNumberPortsAcrossNZP-CSI-RS-PerCC)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4 (Tests 1-1, 1-2)
Clause 5.2.3.1.1 (Tests 3-1, 4-1, 5-1)
Clause 5.2.3.1.4 (Tests 1-1, 1-2)
	The requirements apply only in case the number of NZP-CSI-RS ports in the test case satisfies UE capability on maximum number of NZP-CSI-RS ports

	
	FR1 TDD
	PDSCH
	Clause 5.2.3.2.1	 (Test 3-1, 4-1, 5-1)
	

	Supported maximum number of PDSCH MIMO layers (maxNumberMIMO-LayersPDSCH)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Tests 2-1, 2-2, 3-1)
Clause 5.2.2.1.2
Clause 5.2.3.1.1 (Tests 2-1, 2-2, 3-1, 4-1, 5-1)
Clause 5.2.3.1.2
Clause 5.6.2.1.1
Clause 5.6.3.1.1
	The requirements apply only in case the PDSCH MIMO rank in the test case does not exceed UE PDSCH MIMO layers capability

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Tests 2-1, 2-2, 3-1)
Clause 5.2.2.2.2
Clause 5.2.3.2.1 (Tests 2-1, 2-2, 3-1, 4-1, 5-1)
Clause 5.2.3.2.2
Clause 5.6.2.2.1
Clause 5.6.3.2.1
	

	Support number of active TCI states per BWP per CC, including control and data (maxNumberActiveTCI-PerBWP)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.10 (Test 1-2)
Clause 5.2.3.1.10 (Test 1-2)
	The requirements apply only when maxNumberActiveTCI-PerBWP  is other than n1.

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.10 (Test 1-2)
Clause 5.2.3.2.10 (Test 1-2)
	

	Support for maximum number of TRS resource sets per CC which the UE can track simultaneously (maxSimultaneousResourceSetsPerCC)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.10 (Test 1-2)
Clause 5.2.3.1.10 (Test 1-2)
Clause 5.2.2.1.11
Clause 5.2.2.1.12
Clause 5.2.2.1.13
Clause 5.2.2.1.14
Clause 5.2.3.1.11
Clause 5.2.3.1.12
Clause 5.2.3.1.13
Clause 5.2.3.1.14
	The requirements apply only when maxSimultaneousResourceSetsPerCC ≥ 2

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.10 (Test 1-2)
Clause 5.2.3.2.10 (Test 1-2)
Clause 5.2.2.2.11
Clause 5.2.2.2.12
Clause 5.2.2.2.13
Clause 5.2.2.2.14
Clause 5.2.3.2.11
Clause 5.2.3.2.12
Clause 5.2.3.2.13
Clause 5.2.3.2.14
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The minimum performance requirements are applicable to the FR2 operating bands defined in TS 38.101-2 [7] . The minimum requirements for FR2-1 is applicable for FDL_high not exceeding 48200 MHz. Additional applicability rules for certain operating bands are specified in Clause 7.1.1.6 and 7.1.1.8.
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If same test is listed for different UE features/capabilities in Clauses 7.1.1.3 and 7.1.1.4, then this test shall apply for UEs which support all corresponding UE features/capabilities.
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UE shall support 2 RX ports for different RF operating bands. The UE requirements applicability is defined in Table 7.1.1.2-1.
Table 7.1.1.2-1: Requirements applicability
	Supported RX antenna ports
	Test type
	Test list

	UE supports 2RX  antenna ports
	PDSCH
	All tests in Clause 7.2.2
All tests in Clause 7.6.2

	
	PDCCH
	All tests in Clause 7.3.2

	
	PBCH
	All tests in Clause 7.4.2



<Unchanged skipped>
7.1.1.4	Applicability of requirements for mandatory UE features with capability signalling
The performance requirements in Table 7.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
Table 7.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	Support of PT-RS with one antenna port for DL reception (onePortsPTRS)
	FR2 TDD
	PDSCH
	Clause 7.2,
Clause 7.6
	

	
	
	
	
	

	
	
	SDR
	Clause 7.5.1
Clause 7.5A.1
	

	PCell operation on FR2 (pCell-FR2)
	FR2 TDD
	SDR
	Clause 7.5A.1
	

	PDSCH mapping type B (pdsch-MappingTypeB)
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.3
	

	Support number of active TCI states per BWP per CC, including control and data (maxNumberActiveTCI-PerBWP)
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.4 (Test 1-2)
	The requirements apply only when maxNumberActiveTCI-PerBWP is other than n1.

	Support for maximum number of TRS resource sets per CC which the UE can track simultaneously (maxSimultaneousResourceSetsPerCC)
	FR2 TDD
	PDSCH
	Clause 7.2.2.2.X1
Clause 7.2.2.2.6
Clause 7.2.2.2.7
	The requirements apply only when maxSimultaneousResourceSetsPerCC ≥ 2



