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===== start of changes =====
7.1.2.1	Gradual timing adjustment
Requirements in this section shall apply regardless of whether the reference cell is on a carrier frequency subject to CCA or not. 
When the transmission timing error between the UE and the reference timing exceeds Te then the UE shall adjust the timing such that timing error is within Te. The reference timing shall be [image: ] before the downlink timing of the reference cell. All adjustments made to the UE uplink timing shall follow these rules:
1)	The maximum amount of the magnitude of the timing change in one adjustment shall be Tq.
2)	The minimum aggregate adjustment rate shall be Tp per second.
3)	The maximum aggregate adjustment rate shall be Tq per 200 ms for SCS of UL signals smaller or equal to 120 kHz and 100 ms for SCS of upling uplink signals larger or equal to 480 kHz.
	where the maximum autonomous time adjustment step Tq and the aggregate adjustment rate Tp are specified in Table 7.1.2.1-1.

Table 7.1.2.1-1: Tq Maximum Autonomous Time Adjustment Step and Tp Minimum Aggregate Adjustment rate
	Frequency Range
	SCS of uplink signals (kHz)
	Tq
	Tp 

	1
	15
	5.5*64*Tc
	5.5*64*Tc

	
	30
	5.5*64*Tc
	5.5*64*Tc

	
	60
	5.5*64*Tc
	5.5*64*Tc

	2-1
	60
	K*64*Tc
	2.5*64*Tc

	
	120
	K*64*Tc
	2.5*64*Tc

	2-2
	120
	2.5*64*Tc
	2.5*64*Tc

	
	480
	0.8*64*Tc
	0.8*64*Tc

	
	960
	0.8*64*Tc
	0.8*64*Tc

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6]
NOTE 2:	When highSpeedMeasFlagFR2-r17 is configured for UE supporting power class 6, K = 4.5; otherwise, K = 2.5.


===== end of changes =====
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