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<<< START OF CHANGES 1>>>
13.3.2.2.4.3	Message contents
<<< skip unchanged part>>>
Table 13.3.2.2.4.3-3: NPRACH-ConfigSIB-NB-DEFAULT
	Derivation Path: 36.508 Table 8.1.6.3-5

	Information Element
	Value/remark
	Comment
	Condition

	NPRACH-ConfigSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nprach-CP-Length-r13
	Us266dot7
	
	

	  rsrp-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1)) OF RSRP-Range {
	2 entries
	
	

	    RSRP-Range[1]
	34
	-122dBm
	Normal

	    RSRP-Range[2]
	57
	-122-99dBm
	

	    RSRP-Range[1]
	31
	-125dBm
	Extreme

	    RSRP-Range[2]
	60
	-96dBm
	

	  }
	
	
	

	  nprach-ParametersList-r13 SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-r13 {
	3 entries
	
	

	    NPRACH-Parameters-NB-r13[1] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms40
	
	

	      nprach-StartTime-r13
	ms8
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n3
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n2
	
	

	      npdcch-NumRepetitions-RA-r13
	r4
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[2] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms240
	
	

	      nprach-StartTime-r13
	ms64
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n6
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n8
	
	

	      npdcch-NumRepetitions-RA-r13
	r16
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[3] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms1280
	
	

	      nprach-StartTime-r13
	ms512
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n10
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n64
	
	

	      npdcch-NumRepetitions-RA-r13
	r128
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<<< END OF CHANGES 1>>>
<<< START OF CHANGES 2>>>
13.3.2.1.4.3	Message contents
<<< skip unchanged part>>>
Table 13.3.2.1.4.3-3: NPRACH-ConfigSIB-NB-DEFAULT
	Derivation Path: 36.508 Table 8.1.6.3-5

	Information Element
	Value/remark
	Comment
	Condition

	NPRACH-ConfigSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nprach-CP-Length-r13
	us66dot7
	
	

	  rsrp-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1)) OF RSRP-Range {
	2 entries
	
	

	    RSRP-Range[1]
	40
	-116dBm
	Normal

	    RSRP-Range[2]
	54
	102dBm-102dBm
	

	  }
	
	
	

	    RSRP-Range[1]
	40
	-116dBm
	Extreme

	    RSRP-Range[2]
	51
	-105dBm
	

	  nprach-ParametersList-r13 SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-r13 {
	3 entries
	
	

	    NPRACH-Parameters-NB-r13[1] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms40
	
	

	      nprach-StartTime-r13
	ms8
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n3
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n2
	
	

	      npdcch-NumRepetitions-RA-r13
	r4
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[2] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms240
	
	

	      nprach-StartTime-r13
	ms64
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n6
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n8
	
	

	      npdcch-NumRepetitions-RA-r13
	r16
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[3] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms1280
	
	

	      nprach-StartTime-r13
	ms512
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n10
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n64
	
	

	      npdcch-NumRepetitions-RA-r13
	r128
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<<< END OF CHANGES 2>>>

