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<Start of modified section>
[bookmark: _Toc27410935][bookmark: _Toc36039448][bookmark: _Toc43838808][bookmark: _Toc51772965][bookmark: _Toc58245172][bookmark: _Toc68089625][bookmark: _Toc69067746][bookmark: _Toc75383294][bookmark: _Toc83706942][bookmark: _Toc90491647][bookmark: _Toc100147745][bookmark: _Toc106741017][bookmark: _Toc114916373][bookmark: _Toc155037898]A.4.3.5	MAC Implementation Capabilities
[bookmark: _Hlk99039710]Table A.4.3.5-1: UE MAC Implementation Capabilities
	Item
	UE MAC Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support long DRX cycle
	38.306, 4.2.6
	Rel-15
	pc_longDRX_Cycle
	Yes
	
	

	…
	
	
	
	
	
	
	

	16
	Support services with survival time requirement using configured grant resource and PDCP duplication, as specified in TS 38.321.
	38.306, 4.2.6
	Rel-17
	pc_survivalTime_r17
	No
	
	A UE supporting this feature shall support pdcp-DuplicationMCG-orSCG-DRB or pdcp-DuplicationSplitDRB. A UE supporting this feature shall also support configuredUL-GrantType1-v1650 or configuredUL-GrantType2-v1650.

	17
	Support of UL LBT Failure Detection and Recovery
	38.306, 4.2.6
	Rel-16
	pc_UL_LBT_FailureDetectionRecovery_r16
	No
	
	Applies to UEs supporting shared spectrum channel access (at least one of A.4.3.2-1/1 to A.4.3.2-2/5).

	XX
	Support of disabled HARQ feedback for downlink transmission
	38.306, 4.2.6
	Rel-17
	pc_harq_FeedbackDisabled_r17
	No
	
	A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.

	YY
	Support of triggering of SR when a TA report is triggered and there are no available UL-SCH resources
	38.306, 4.2.6
	Rel-17
	pc_sr_TriggeredBy_TA_Report_r17

	No
	
	A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.

	ZZ
	Support of HARQ Mode B and the corresponding LCP restrictions for uplink transmission
	38.306, 4.2.6
	Rel-17
	pc_ uplink_Harq_ModeB_r17

	No
	
	A UE supporting this feature shall also indicate the support of nonTerrestrialNetwork-r17.



[bookmark: _Toc27410936][bookmark: _Toc36039449][bookmark: _Toc43838809][bookmark: _Toc51772966][bookmark: _Toc58245173][bookmark: _Toc68089626][bookmark: _Toc69067747][bookmark: _Toc75383295][bookmark: _Toc83706943][bookmark: _Toc90491648][bookmark: _Toc100147746][bookmark: _Toc106741018][bookmark: _Toc114916374][bookmark: _Toc155037899]A.4.3.6	Measurement Capabilities
Table A.4.3.6-1: UE Measurement Capabilities
	Item
	UE Measurement Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support NR measurements and events A triggered reporting
	38.306, 4.2.9
	Rel-15
	pc_eventA_MeasAndReport
	Yes
	
	

	…
	
	
	
	
	
	
	

	89
	Indicates whether the UE supports measurement of 3 LEO satellite in parallel within an SMTC for NTN (maxNumber-NGSO-SatellitesWithinOneSMTC-r17)
	38.306, 4.2.7.2
	Rel-17
	pc_maxNumNGSOsatPerSMTC_3_r17
	No
	
	If a UE supports this feature, then it supports r17 NTN

	90
	Indicates whether the UE supports measurement of 4 LEO satellite in parallel within an SMTC for NTN (maxNumber-NGSO-SatellitesWithinOneSMTC-r17)
	38.306, 4.2.7.2
	Rel-17
	pc_maxNumNGSOsatPerSMTC_4_r17
	No
	
	If a UE supports this feature, then it supports r17 NTN

	91
	Indicates whether the UE supports inter-satellite measurements for NTN (interSatMeas-r17)
	38.306, 4.2.9
	Rel-17
	pc_interSatMeas_r17
	No
	
	If a UE supports this feature, then it supports r17 NTN

	AA
	supports Event A4 based conditional handover in NTN bands
	38.306, 4.2.7.2
	Rel-17
	pc_eventA4BasedCondHandover_r17
	No
	
	A UE supporting this feature shall also indicate the support of condHandover-r16 for NTN bands and the support of nonTerrestrialNetwork-r17. UE shall set the capability value consistently for all FDD-FR1 NTN bands.


<End of modified section>

