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<Start of Changes>
6.5H.3	Output RF spectrum emissions for inter-band UL CA with UL MIMO
6.5H.3.1	Occupied bandwidth for inter-band UL CA with UL MIMO
[bookmark: _Toc52989951][bookmark: _Toc60823147][bookmark: _Toc60825069][bookmark: _Toc69305966]6.5H.3.1.1	Test purpose
To verify that the UE occupied bandwidth for all transmission bandwidth configurations supported by the UE are less than their specific limits for 2 UL CA.
6.5H.3.1.2	Test applicability
This test case applies to all types of NR UE release 17 and forward that support inter-band UL CA with UL MIMO.
[bookmark: _Toc52989953][bookmark: _Toc60823149][bookmark: _Toc60825071][bookmark: _Toc69305968]6.5H.3.1.3	Minimum conformance requirements
For inter-band UL CA with UL MIMO in one of the two frequency bands, the occupied bandwidth is defined per component carrier. The requirement specified in clause 6.5.1 shall apply for the component carrier without UL MIMO and the requirement specified in clause 6.5D.1 shall apply for the component carrier configured with UL MIMO.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.5H.3.1.
6.5H.3.1.4	Test procedure
This test is covered by clauses 6.5.1 Occupied bandwidth and 6.5D.1 Occupied bandwidth for UL MIMO.

[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>

