

	
3GPP TSG-SA/WG4 Meeting #127bis-e	S4-240846
Online, 8 – 12 April, 2024
	CR-Form-v12.3

	CHANGE REQUEST

	

	
	26.114
	CR
	0565
	rev
	1
	Current version:
	18.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	IANA registration information for a=bdc-used-by

	
	

	Source to WG:
	Ericsson France S.A.S

	Source to TSG:
	S4

	
	

	Work item code:
	5G_MEDIA_MTSI_ext, TEI18
	
	Date:
	2024-04-12

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19) 
Rel-20	(Release 20)

	
	

	Reason for change:
	The a=3gpp-bdc-used-by attribute was previously defined in clause 6.2.12 but no information is provided to register the attribute with IANA

	
	

	Summary of change:
	Addition of new subclause in Annex M with IANA registration information for a=3gpp-bdc-used-by

	
	

	Consequences if not approved:
	Information needed for IANA registration of a=3gpp-bdc-used-by will not exist
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[bookmark: _Toc159530938]FIRST CHANGE
[bookmark: _Toc161908724][bookmark: _Toc114649019]M.xx	3gpp-bdc-used-by 
Contact name, email address, and telephone number:
	3GPP Specifications Manager
	3gppContact@etsi.org
	+33 (0)492944200
Attribute Name (as it will appear in SDP) 
	3gpp-bdc-used-by
Long-form Attribute Name in English:
	IMS bootstrap data channel usage indication attribute
Type of Attribute
	Media level
Is Attribute Value subject to the Charset Attribute
	This Attribute is not dependent on charset
Purpose of the attribute:
	This attribute is used to indicate which party uses the bootstrap data channel(s)
Appropriate Attribute Values for this Attribute:
	See TS 26.114 clause 6.2.10 and 6.2.12 for ABNF and detailed usage
MUX Category for this Attribute:
	SPECIAL
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