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5.2.2.x 	UE registration charging based on Business converged charging
5.2.2.x.1	General
The clause below describes UE registration converged charging influenced by business converged charging based the C-CHF and B-CHF architecture defined in clause 4.x.1
The flows are applicable for Network slice converged charging based on UE registration where the B-CHF handles the Tenant the Network Slice is assigned to.  
5.2.2.x.2	Registration - ECUR
The following figure 5.2.2.x.2-1 describes a UE registration converged charging influenced by business converged charging:


Figure 5.2.2.x.2-1: UE registration converged charging influenced by business charging
0ch. Business charging information obtained by B-CHF (e.g. from NWDAF, MnS Producer, NSACF, etc) which could be e.g: 
-	S-NSSAI service profile: e.g. "Max nb of PDU sessions", "Max nb of UEs”, "Duration of the slice"…
-	S-NSSAI KPIs;
- 	load level.
1 to 16ch-a. UE registration for individual UE – ECUR per Figure 5.2.2.2.4.1.
16ch-aa.	UE PDU session charging needs input from business charging
16ch-ab.	C-CHF fetches from B-CHF, business charging information. 
When Business charging is Network slice charging, the step 16ch-ab occurs for each S-NSSAI of the "Allowed NSSAI" received in step 16ch-a.
The messages exchange between C-CHF and B-CHF for this scenario is not specified in this release of the specification.  
16ch-ac.	Account, Rating and reservation control for individual UE based on "business charging information" received from B-CHF(s).  
16ch-c.	C-CHF provides appropriate Charging Data Response [Initial] for the individual UE. 
17 to 24. UE registration charging for individual UE per Figure 5.2.2.2.4.1.
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0ch. Business charging information obtained by B-CHF
16ch-a. Charging Data Request [Initial]
16ch-ab. UE charging based on business charging: business charging information fetched by C-CHF from B-CHF
1 to 16.  Figure 5.2.2.2.4.1
16ch-b. Open UE CDR
16ch-aa. UE charging based on Business Charging
16ch-c. Charging Data Response [Initial]
17 to 24. Figure 5.2.2.2.4.1
16ch-ac. Account, rating and reservation control



