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	Reason for change:
	The IE name PSCell List Container List is misleading since the list not only includes PSCell but also include PCell.
Based on meeting minute RAN2#124 in R2-2313567: UE report all available NR RACH report based on request from LTE BS. 
It is RAN2’s understanding  the RA report retrieved by LTE BS could generated from an en-gNB or from a gNB. The current name limit the scope of target RAN node only relate to en-gNB is not correct and therefore need to be updated.
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has no impact since it only updates the IE name.

	
	

	Summary of change:
	1) Update IE name from PSCell List Container to NRCell List Container.
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	The current name of PSCell List Container is misleading.

	
	

	Clauses affected:
	8.4.12.2, 9.1.3.25

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS36.423 CR 1788
TS38.401 CR 0387

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Rev 1: Resubmit R3-242020




[bookmark: _Toc36556806][bookmark: _Toc120123967][bookmark: _Toc88657684][bookmark: _Toc113835124][bookmark: _Toc29892869][bookmark: _Toc367182965][bookmark: _Toc20955775][bookmark: _Toc45832192][bookmark: _Toc99038235][bookmark: _Toc121160967][bookmark: _Toc105927147][bookmark: _Toc74154307][bookmark: _Toc99730496][bookmark: _Toc81383051][bookmark: _Toc97910596][bookmark: _Toc66289194][bookmark: _Toc105510615][bookmark: _Toc51763372][bookmark: _Toc106109687][bookmark: _Toc64448535]<<<<<<<<<<<<<<<<<<<< Start of Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc98868170][bookmark: _Toc44497476][bookmark: _Toc113825112][bookmark: _Toc155959772][bookmark: _Toc64447109][bookmark: _Toc45107864][bookmark: _Toc105174454][bookmark: _Toc97904126][bookmark: _Toc74151298][bookmark: _Toc66286603][bookmark: _Toc45901484][bookmark: _Toc106109291][bookmark: _Toc56693566][bookmark: _Toc88653770][bookmark: _Toc51850563]8.4.12.2	Successful Operation

[bookmark: _MON_1618212353]
Figure 8.2.12.2-1: Access And Mobility Indication, successful operation
NG-RAN node1 initiates the procedure by sending the ACCESS AND MOBILITY INDICATION message sent to NG-RAN node2.
If the Successful HO Report IE is included in the ACCESS AND MOBILITY INDICATION message, NG-RAN node2 may use it to optimize handover configurations.
If the Successful PSCell Change Report List IE is included in the ACCESS AND MOBILITY INDICATION message, NG-RAN node2 may use it to optimize PSCell change and/or PSCell addition configurations.
If the NRPSCell List Container IE is included in the ACCESS AND MOBILITY INDICATION message, NG-RAN node2 may use it to identify the NG-RAN node to which the RA Report Container IE should be forwarded.
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This message is sent by NG-RAN node1 to transfer access and mobility related information to NG-RAN node2.
Direction: NG-RAN node 1  NG-RAN node 2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RA Report List
	
	0..1
	
	
	YES
	ignore

	>RA Report List Item
	
	1 .. < maxnoofRAReports >
	
	
	EACH
	ignore

	[bookmark: _Hlk39132149]>>RA Report Container
	M
	
	OCTET STRING
	Includes the RA-ReportList IE as defined in subclause 6.2.2 in TS 38.331 [10].
	YES
	ignore

	>>UE Assistant Identifier
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	YES
	ignore

	>>NRPSCell List Container
	O
	
	OCTET STRING
	Includes the CellIdListNR IE as defined in subclause 6.2.2 in TS 36.331 [14].
	YES
	ignore

	Successful HO Report List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report List Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	–
	

	>>Successful HO Report Container
	M
	
	OCTET STRING
	Includes the SuccessHO-Report IE as defined in subclause 6.2.2 in TS 38.331 [10].
	–
	

	Successful PSCell Change Report List
	
	0..1
	
	
	YES
	ignore

	>Successful PSCell Change Report List Item
	
	1 .. <maxnoofSuccessfulPSCellChangeReports>
	
	
	–
	

	>>Successful PSCell Change Report Container
	M
	
	OCTET STRING
	Includes the SuccessPSCell-Report IE as defined in TS 38.331 [10]
	–
	

	>>SN Mobility Information
	
	
	BIT STRING (SIZE (32))
	Mobility Information in the PSCell of the source SN in case this message is sent from the MN to the source SN;
Mobility Information in the PSCell of the target SN in case this message is sent from the MN to the target SN.
	–
	

	DL LBT Failure Information List
	
	0..1
	
	
	YES
	ignore

	> DL LBT Failure Information Item
	
	1 .. <maxnoofLBTFailureInformation>
	
	
	
	

	>>DL LBT Failure Information
	M
	
	9.2.3.174
	
	–
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