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-------------Start of the Change-------------
[bookmark: _Toc162617380]8.14.14	Broadcast Transport Resource Request
[bookmark: _Toc162617381]8.14.14.1	General
The purpose of the Broadcast Transport Resource Request procedure is to request the gNB-CU to trigger the establishment of F1-U resources for the broadcast session.
The procedure uses MBS-associated signalling.
[bookmark: _Toc162617382]8.14.14.2	Successful Operation


Figure 8.14.14.2-1: Broadcast Transport Resource Request procedure. Successful operation
The gNB-DU initiates the procedure by sending the BROADCAST TRANSPORT RESOURCE REQUEST message to the gNB-CU.
Interaction with the Broadcast Context Modification procedure: 
Upon reception of the BROADCAST TRANSPORT RESOURCE REQUEST message, the gNB-CU should trigger the Broadcast Context Modification procedure to establish the F1-U resources for the broadcast session. And in case the shared F1-U tunnel(s) has already been established, the gNB-CU shall, if supported, consider that the previous established tunnel(s) has been implicitly released in the gNB-DU and behave as specified in TS 38.401
[bookmark: _Toc162617383]8.14.14.3	Unsuccessful Operation
Not applicable.
[bookmark: _CR8_14_14_4][bookmark: _Toc162617384]8.14.14.4	Abnormal Conditions
Not applicable.
[bookmark: _CR8_14_14_3]-------------End of the Change-------------
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