Error! No text of specified style in document.
644
Error! No text of specified style in document.

[bookmark: _CR9_3_1_177][bookmark: _CR9_2_44][bookmark: _Toc51763865][bookmark: _Toc64449035][bookmark: _Toc66289694][bookmark: _Toc74154807][bookmark: _Toc81383551][bookmark: _Toc88658184][bookmark: _Toc97911096][bookmark: _Toc99038856][bookmark: _Toc99731119][bookmark: _Toc105511250][bookmark: _Toc105927782][bookmark: _Toc106110322][bookmark: _Toc113835759][bookmark: _Toc120124607][bookmark: _Toc162617779][bookmark: _Toc20955300][bookmark: _Toc29503571][bookmark: _Toc36552783][bookmark: _Toc36553942][bookmark: _Toc36554510][bookmark: _Toc20955993][bookmark: _Toc29893118][bookmark: _Toc36557055][bookmark: _Toc45832574]3GPP TSG-RAN WG3 Meeting #124	R3-243360
 Fukuoka, Japan, May 20 – 24, 2024
	CR-Form-v12.3

	CHANGE REQUEST

	

	
	38.473
	CR
	1420
	rev
	-
	Current version:
	18.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction to DL-PRS Aggregation

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	R3

	
	

	Work item code:
	NR_pos_enh2-Core
	
	Date:
	2024-05-09

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19) 
Rel-20	(Release 20)

	
	

	Reason for change:
	1. The IE "PRS Configuration" may include the "Aggregated PRS Resource Set List" per "PRS Resource Set Item", but is missing in the ASN.1 (i.e., there is an ASN.1 definition for the AggregatedPRSResourceSetList, but this is nowhere included). 
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9.3.1.177	PRS Configuration
This information element contains the DL PRS configuration for the TRP.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	PRS Resource Set List
	M
	1..<maxnoofPRSresourceSets>
	
	
	
	

	>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	
	
	

	>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120, …)
	
	
	

	>PRS bandwidth
	M
	
	INTEGER(1..63)
	24,28,…,272 PRBs
	
	

	>Start PRB
	M
	
	INTEGER(0..2176)
	Starting PRB to Point A
	
	

	>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN
	
	

	>Comb Size
	M
	
	ENUMERATED(2, 4, 6, 12, …)
	
	
	

	>CP Type
	M
	
	ENUMERATED(normal, extended, …)
	
	
	

	>Resource Set Periodicity
	M
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920, …, 128, 256, 512)
	Slots
	
	

	>Resource Set Slot Offset
	M
	
	INTEGER(0..81919,…)
	
	
	

	>Resource Repetition Factor
	M
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…)
	
	
	

	>Resource Time Gap
	M
	
	ENUMERATED(tg1,tg2,tg4,tg8,tg16,tg32,…)
	
	
	

	>Resource Number of Symbols
	M
	
	ENUMERATED(n2,n4,n6,n12,…,n1)
	
	
	

	>PRS Muting
	O
	
	
	
	
	

	>>Option1
	O
	
	
	
	
	

	>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern 
9.3.1.178
	Muting pattern option 1 is used to mute the whole PRS resource set (within a period)
	
	

	>>>Muting Bit Repetition Factor
	M
	
	ENUMERATED(rf1,rf2,rf4,rf8,…)
	
	
	

	>>Option2
	O
	
	
	
	
	

	>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern 
9.3.1.178
	Muting pattern option 2 is used to mute the selected repetition of the resource set (within the period)
	
	

	>PRS Resource Transmit Power
	M
	
	INTEGER(-60..50)
	
	
	

	>PRS Resource List
	M
	1..<maxnoofPRSresources>
	
	NR-DL-PRS-Resource-r16 as defined in TS 37.355 [39]
	
	

	>>PRS Resource ID
	M
	
	INTEGER(0..63)
	
	
	

	>>Sequence ID
	M
	
	INTEGER(0..4095)
	
	
	

	>>RE Offset
	M
	
	INTEGER(0..11, …)
	
	
	

	>>Resource Slot Offset
	M
	
	INTEGER(0..511)
	
	
	

	>>Resource Symbol Offset
	M
	
	INTEGER(0..12)
	This IE is ignored if the Extended Resource Symbol Offset IE is present.
	
	

	>>CHOICE QCL Info
	O
	
	
	
	
	

	>>>SSB
	
	
	
	
	
	

	>>>>PCI
	M
	
	INTEGER (0..1007)
	
	
	

	>>>>SSB Index
	O
	
	INTEGER(0..63)
	
	
	

	>>>DL-PRS
	
	
	
	
	
	

	>>>>QCL Source PRS Resource Set ID
	M
	
	INTEGER(0..7)
	
	
	

	>>>>QCL Source PRS Resource ID 
	O
	
	INTEGER(0..63)
	If absent, the QCL source PRS resource ID is the same as the PRS resource ID
	
	

	>>Extended Resource Symbol Offset
	O
	
	INTEGER(0..13,…)
	
	YES

	ignore

	>>Aggregated PRS Resource Set List
	O
	
	9.3.1.338
	Indicates the PRS Resource Set ID values linked for PRS bandwidth aggregation.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPRSresourceSets
	Maximum no of PRS resource sets. Value is 8.

	maxnoofPRSresources
	Maximum no of PRS resources per PRS resource set. Value is 64.
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9.3.1.235	Requested DL PRS Transmission Characteristics
This IE contains the requested PRS configuration for transmission by the gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Requested DL-PRS Resource Set List
	
	1
	
	
	-
	

	>Requested DL-PRS Resource Set Item
	
	1..<maxnoofPRSresourceSets>
	
	
	-
	

	>>PRS bandwidth
	O
	
	INTEGER(1..63)
	24,28,…,272 PRBs
	-
	

	>>Comb Size
	O
	
	ENUMERATED(2, 4, 6, 12, …)
	
	-
	

	>>Resource Set Periodicity
	O
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920,…, 128, 256, 512)
	Slots
	-
	

	>>Resource Repetition Factor
	O
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…)
	
	-
	

	>>Resource Number of Symbols
	O
	
	ENUMERATED(n2,n4,n6,n12,…,n1)
	
	-
	

	>>Requested DL-PRS Resource List
	O
	
	9.3.1.250
	
	-
	

	>>Resource Set Start Time and Duration
	O
	
	Start Time and Duration
9.3.1.236
	This IE is ignored if the Start Time and Duration IE is present
	-
	

	Number of Frequency Layers
	O
	
	INTEGER(1..4)
	
	-
	

	Start Time and Duration
	O
	
	9.3.1.236
	
	-
	

	PRS Bandwidth Aggregation Request IndicationInformation
	O
	
	ENUMERATED(true, …)9.3.1x
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPRSresourceSets
	Maximum no of PRS resources set. Value is 8.
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9.3.1.338	Aggregated PRS Resource Set List
This information element is used to indicate the aggregated PRS Resource Set List.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Aggregated PRS Resource Set List
	
	1
	
	

	 >Aggregated Positioning PRS Resource Set Item
	
	1.. < maxnoAggregatedPosPRSResourceSets>
	
	

	>>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN

	>>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	



	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Aggregated PRS Resource Set List
	
	1..<maxnoAggLists>
	
	

	>Aggregated Positioning PRS Resource Set Item
	
	1.. < maxnoAggPosPRSResourceSets>
	
	

	>>DL-PRS Resource Set Index
	
	
	INTEGER(1..8)
	This IE specifies the PRS Resource Set List's that are linked for DL-PRS bandwidth aggregation.

The Integer Value defines an index to the PRS Resource Set List in IE PRS Configuration (9.3.1.177). Integer value 1 defines the first entry in PRS Resource Set List, Integer value 2 defines the second entry in PRS Resource Set List and so on.



	Range bound
	Explanation

	maxnoAggLists
	Maximum number of aggregated frequency layer (carrier) combinations. Value is 2.

	maxnoAggregatedPosPRSResourceSets
	Maximum no of PRS resource sets aggregated. Value is 3.





[bookmark: _Toc162617941]9.3.1.x	PRS Bandwidth Aggregation Request Information
This IE contains the aggregated DL-PRS configuration information requested.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	PRS Bandwidth Aggregation Request Information
	
	1..<maxnoAggLists>
	
	

	>PRS Bandwidth Aggregation Request Information Item
	
	1..< maxnoAggPosPRSResourceSets>
	
	

	>>Requested DL-PRS Resource Set Index
	M
	
	INTEGER(1..8)
	This IE specifies which of the indicated Requested DL-PRS Resource Set Item's are requested for aggregation.

The Integer Value defines an index to the Requested DL-PRS Resource Set Item in IE Requested DL PRS Transmission Characteristics (9.3.1.235). Integer value 1 defines the first entry in Requested DL-PRS Resource Set Item, Integer value 2 defines the second entry in Requested DL-PRS Resource Set Item and so on.



	Range bound
	Explanation

	maxnoAggLists
	Maximum number of aggregated frequency layer (carrier) combinations. Value is 2.

	maxnoAggPosPRSResourceSets
	Maximum no of PRS resources sets aggregated. Value is 3.
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-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Coverage-Modification-Cause,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
	id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
	id-BHInfo,
	id-IAB-Info-IAB-DU,
	id-IAB-Info-IAB-donor-CU,
	id-IAB-Barred,
	id-SIB12-message,
	id-SIB13-message,
	id-SIB14-message,
	id-UEAssistanceInformationEUTRA,
	id-SL-PHY-MAC-RLC-Config,
	id-SL-ConfigDedicatedEUTRA-Info,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRPRACHConfig, 
	id-TDD-UL-DLConfigCommonNR,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-TSCTrafficCharacteristics,
	id-AdditionalPDCPDuplicationTNL-List,
	id-RLCDuplicationInformation,
	id-AdditionalDuplicationIndication,
	id-mdtConfiguration,
	id-TraceCollectionEntityURI,
	id-NID,
	id-NPNSupportInfo,
	id-NPNBroadcastInformation,
	id-AvailableSNPN-ID-List,
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
	id-NRCGI,
	id-SFN-Offset,
	id-TransmissionStopIndicator,
	id-SrsFrequency,
	id-EstimatedArrivalProbability,
	id-Supported-MBS-FSA-ID-List,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-MBS-Broadcast-NeighbourCellList,
	id-PDCPTerminatingNodeDLTNLAddrInfo,
	id-ENBDLTNLAddress,
	id-PRS-Resource-ID,
	id-LocationMeasurementInformation,
	id-SliceRadioResourceStatus,
	id-CompositeAvailableCapacity-SUL,
	id-NR-U,
	id-NR-U-Channel-List,
	id-MIMOPRBusageInformation,
	id-IngressNonF1terminatingTopologyIndicator,
	id-NonF1terminatingTopologyIndicator,
	id-EgressNonF1terminatingTopologyIndicator,
	id-rBSetConfiguration,
	id-frequency-Domain-HSNA-Configuration-List,
	id-child-IAB-Nodes-NA-Resource-List,
	id-Parent-IAB-Nodes-NA-Resource-Configuration-List,
	id-uL-FreqInfo,
	id-uL-Transmission-Bandwidth,
	id-dL-FreqInfo,
	id-dL-Transmission-Bandwidth,
	id-uL-NR-Carrier-List,
	id-dL-NR-Carrier-List,
	id-nRFreqInfo,
	id-transmission-Bandwidth,
	id-nR-Carrier-List,
	id-permutation,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-SurvivalTime,
	id-PDCMeasurementQuantities-Item,
	id-OnDemandPRS,
	id-AoA-SearchWindow,
	id-ZoAInformation, 
	id-ARPLocationInfo,
	id-ARP-ID,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGInformation,
[bookmark: _Hlk120261944]	id-TRPRx-TEGInformation,
	id-TRPBeamAntennaInformation,
	id-Redcap-Bcast-Information,
	id-NR-TADV,
	id-SDT-MAC-PHY-CG-Config,
	id-CG-SDTindicatorSetup,
	id-CG-SDTindicatorMod,
	id-SDTRLCBearerConfiguration,
	id-SRBMappingInfo,
	id-DRBMappingInfo,
	id-LastUsedCellIndication,
	id-Recommended-SSBs-List,
	id-SSBs-withinTheCell-tobe-Activated-List,
	id-SIB17-message,
	id-MUSIM-GapConfig,
	id-SIB20-message,
	id-pathPower,
	id-DU-RX-MT-RX-Extend,
	id-DU-TX-MT-TX-Extend,
	id-DU-RX-MT-TX-Extend,
	id-DU-TX-MT-RX-Extend,
	id-TAINSAGSupportList,
	id-SL-RLC-ChannelToAddModList,
	id-SIB15-message,
	id-InterFrequencyConfig-NoGap,
	id-MBSInterestIndication,
	id-L571Info,
	id-L1151Info,
	id-SCS-480,
	id-SCS-960,
	id-SRSPortIndex,
	id-PEISubgroupingSupportIndication,
	id-NeedForGapsInfoNR,
	id-NeedForGapNCSGInfoNR,
	id-NeedForGapNCSGInfoEUTRA,
	id-Source-MRB-ID,
	id-RedCapIndication,
	id-UL-GapFR2-Config,
	id-ConfigRestrictInfoDAPS,
	id-MulticastF1UContextReferenceCU,
	id-TwoPHRModeMCG,
	id-TwoPHRModeSCG,
	id-ncd-SSB-RedCapInitialBWP-SDT,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-startRBHopping,
	id-startRBIndex,
	id-transmissionCombn8,
	id-ServCellInfoList,
	id-Preconfigured-measurement-GAP-Request,
	id-BWP-Id,
	id-ExtendedResourceSymbolOffset,
	id-MusimCapabilityRestrictionIndication,
	id-duplicationIndication,
	id-dRB-List,
[bookmark: _Hlk148540007]	id-ChannelOccupancyTimePercentageUL,
	id-RadioResourceStatusNR-U,
	id-FiveG-ProSeLayer2Multipath,
	id-FiveG-ProSeLayer2UEtoUERelay,
	id-FiveG-ProSeLayer2UEtoUERemote,
	id-TSCTrafficCharacteristicsFeedback,
	id-RANfeedbacktype,
	id-Mobile-TRP-LocationInformation,
	id-Mobile-IAB-MT-UE-ID,
	id-MobileAccessPointLocation,
	id-SIB24-message,
	id-PDUSetQoSParameters,
	id-N6JitterInformation,
	id-ECNMarkingorCongestionInformationReportingRequest,
	id-ECNMarkingorCongestionInformationReportingStatus,
	id-ERedcap-Bcast-Information,
	id-NeedForInterruptionInfoNR,
	id-LTMCells-ToBeReleased-Item,
	id-SCPAC-Request,
	id-MobileIAB-Barred,
	id-F1UTunnelNotEstablished,
	id-S-CPACLowerLayerReferenceConfigRequest,
	id-MusimCandidateBandList,
	id-PSIbasedSDUdiscardUL,
	id-SIB22-message,
	id-U2URLCChannelQoS,
	id-SL-PHY-MAC-RLC-ConfigExt,
	id-UL-RSCP,
	id-BW-Aggregation-Request-Indication,
	id-ReportingGranularitykminus1,
	id-ReportingGranularitykminus1additionalpath,
	id-ReportingGranularitykminus2,
	id-ReportingGranularitykminus2additionalpath,
	id-ReportingGranularitykminus3,
	id-ReportingGranularitykminus3additionalpath,
	id-ReportingGranularitykminus4,
	id-ReportingGranularitykminus4additionalpath,
	id-ReportingGranularitykminus5,
	id-ReportingGranularitykminus5additionalpath,
	id-ReportingGranularitykminus6,
	id-ReportingGranularitykminus6additionalpath,
	id-TimingReportingGranularityFactorExtended,
	id-PosValidityAreaCellList,
	id-SymbolIndex,
	id-AggregatedPosSRSResourceIDList,
	id-PhaseQuality,
	id-PRSBandwidthAggregationRequestIndication,
	id-AggregatedPRSResourceSetList,
	id-MeasuredFrequencyHops,
	id-TxHoppingConfiguration,
	id-AggregatedPosSRSResourceSetList,
	id-ValidityAreaSpecificSRSInformation,
	id-PRSBWAggregationRequestInfo,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,
	maxnoofULUPTNLInformation,
	maxnoofQoSFlows,
	maxnoofSliceItems,
	maxnoofSIBTypes,
	maxnoofSITypes,
	maxCellineNB,
	maxnoofExtendedBPLMNs,
	maxnoofAdditionalSIBs,
	maxnoofUACPLMNs,
	maxnoofUACperPLMN,
	maxCellingNBDU,
	maxnoofTLAs,
	maxnoofGTPTLAs,
	maxnoofslots,
	maxnoofNonUPTrafficMappings,
	maxnoofServingCells,
	maxnoofServedCellsIAB,
	maxnoofChildIABNodes,
	maxnoofIABSTCInfo,
	maxnoofSymbols,
	maxnoofDUFSlots,
	maxnoofHSNASlots,
	maxnoofEgressLinks,
	maxnoofMappingEntries,
	maxnoofDSInfo,
	maxnoofQoSParaSets,
	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofPhysicalResourceBlocks,
	maxnoofPhysicalResourceBlocks-1,
	maxnoofPRACHconfigs,
	maxnoofRAReports,
	maxnoofRLFReports,
	maxnoofAdditionalPDCPDuplicationTNL,
	maxnoofRLCDuplicationState,
	maxnoofCHOcells,
	maxnoofMDTPLMNs,
	maxnoofCAGsupported,
	maxnoofNIDsupported,
	maxnoofExtSliceItems,
	maxnoofPosMeas,
	maxnoofTRPInfoTypes,
	maxnoofSRSTriggerStates,
	maxnoofSpatialRelations,
	maxnoBcastCell,
	maxnoofTRPs,
	maxnoofAngleInfo,
	maxnooflcs-gcs-translation,
	maxnoofPath,
	maxnoofMeasE-CID,
	maxnoofSSBs,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxnoofPRS-ResourceSets,
	maxnoofPRS-ResourcesPerSet,
	maxNoOfMeasTRPs,
	maxnoofPRSresourceSets,
	maxnoofPRSresources,
	maxnoofSuccessfulHOReports,
	maxnoofNR-UChannelIDs,
	maxServedCellforSON,
	maxNeighbourCellforSON,
	maxAffectedCells,
	maxnoofMBSQoSFlows,
	maxnoofMBSFSAs,
	maxnoofMBSAreaSessionIDs,
	maxnoofMBSServiceAreaInformation,
	maxnoofTAIforMBS,
	maxnoofCellsforMBS,
	maxnoofIABCongInd,
	maxnoofBHRLCChannels,
	maxnoofTLAsIAB,
	maxnoofRBsetsPerCell,
	maxnoofRBsetsPerCell-1,
	maxnoofNeighbourNodeCellsIAB,
	maxnoofMeasPDC,
	maxnoARPs,
	maxnoofULAoAs,
	maxNoPathExtended,
	maxnoTRPTEGs,
	maxFreqLayers,
	maxNumResourcesPerAngle,
	maxnoAzimuthAngles,
	maxnoElevationAngles,
	maxnoofPRSTRPs,
	maxnoofQoEInformation,
	maxnoofUuRLCChannels,
	maxnoofPC5RLCChannels,
	maxnoofSMBRValues,
	maxnoofMBSSessionsofUE,
	maxnoofSLdestinations,
	maxnoofNSAGs,
	maxnoofSDTBearers,
	maxnoofPosSITypes,
	maxnoofMRBs,
	maxNrofBWPs,
	maxnoofUETypes,
	maxnoofLTMCells,
	maxnoofJointorDLTCIStates,
	maxnoofULTCIStates,
	maxnoofLTMgNB-DUs,
	maxnoofTAList,
	maxnoofDRBs,
	maxnoofUEsInQMCTransferControlMessage,
[bookmark: _Hlk133929443]	maxnoofUEsforRAReportIndications,
	maxnoofSuccessfulPSCellChangeReports,
	maxnoofPeriodicities,
	maxnoofThresholdMBS-1,
	maxMBSSessionsinSessionInfoList,
	maxnoofLBTFailureInformation,
	maxnoofRSPPQoSFlows,
	maxnoVACell,
	maxnoAggregatedSRS-Resources,
	maxnoAggregatedPosSRSResourceSets,
	maxnoAggregatedPosPRSResourceSets,
	maxnoofTimeWindowSRS,
	maxnoofTimeWindowMea,
	maxnoPreconfiguredSRS,
	maxnoHopsMinusOne,
	maxnoAggLists





FROM F1AP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage

FROM F1AP-CommonDataTypes

	ProtocolExtensionContainer{},
	F1AP-PROTOCOL-EXTENSION,
	ProtocolIE-SingleContainer{},
	F1AP-PROTOCOL-IES

FROM F1AP-Containers;

-- A

[...]


AggregatedPRSResourceSetList ::= SEQUENCE (SIZE(1..maxnoAggregatedPosPRSResourceSets)) OF AggregatedPRSResourceSet-Item

AggregatedPRSResourceSet-Item ::= SEQUENCE {
	pointA							INTEGER (0..3279165),
	pRSResourceSetID				PRS-Resource-Set-ID,
	iE-Extensions					ProtocolExtensionContainer { { AggregatedPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

AggregatedPRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


AggregatedPRSResourceSetList ::= SEQUENCE (SIZE (1..maxnoAggLists)) OF AggregatedPRSResourceSet-Item

AggregatedPRSResourceSet-Item ::= SEQUENCE (SIZE (1..maxnoAggPosPRSResourceSets)) OF AggregatedPRSResourceSet-Info

AggregatedPRSResourceSet-Info ::= SEQUENCE {
	dl-prs-ResourceSetIndex				INTEGER (1..8),
	iE-Extensions						ProtocolExtensionContainer { { AggregatedPRSResourceSet-Info-ExtIEs} } OPTIONAL,
	...
}

AggregatedPRSResourceSet-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AggregatedPosSRSResourceSetList ::= SEQUENCE (SIZE(1..maxnoAggregatedPosSRSResourceSets)) OF AggregatedPosSRSResourceSet-Item

AggregatedPosSRSResourceSet-Item ::= SEQUENCE {
	pointA							INTEGER (0..3279165),
	nRPCI							NRPCI				OPTIONAL,
	posSRSResourceSetID				INTEGER(0..15),
	iE-Extensions					ProtocolExtensionContainer { { AggregatedPosSRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

AggregatedPosSRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[...]

-- P

[...]


PRSConfiguration ::= SEQUENCE {
	pRSResourceSet-List			PRSResourceSet-List,
	iE-Extensions				ProtocolExtensionContainer { { PRSConfiguration-ExtIEs } }	OPTIONAL
}

PRSConfiguration-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AggregatedPRSResourceSetList	CRITICALITY 	ignore	EXTENSION AggregatedPRSResourceSetList 	PRESENCE 	optional },
	...
}

PRSInformationPos  ::= SEQUENCE {
	pRS-IDPos					INTEGER(0..255),	
	pRS-Resource-Set-IDPos		INTEGER(0..7),
	pRS-Resource-IDPos			INTEGER(0..63)	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { PRSInformationPos-ExtIEs} } OPTIONAL
}

PRSInformationPos-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[...]


PRSBandwidthAggregationRequestIndication ::= ENUMERATED{true, ...}

PRSBWAggregationRequestInfo ::= SEQUENCE (SIZE (1..maxnoAggLists)) OF PRSBWAggregationRequestInfo-Item

PRSBWAggregationRequestInfo-Item ::= SEQUENCE (SIZE (1..maxnoAggPosPRSResourceSets)) OF PRSBWAggregationRequestInfoElement

PRSBWAggregationRequestInfoElement ::= SEQUENCE {
	dl-prs-ResourceSetIndex				INTEGER (1..8),
	iE-Extensions						ProtocolExtensionContainer { { PRSBWAggregationRequestInfoElement-ExtIEs} } OPTIONAL,
	...
}

PRSBWAggregationRequestInfoElement-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ExtendedResourceSymbolOffset ::= INTEGER (0..13,...)


PRSResource-QCLInfo  ::= CHOICE {
	qCLSourceSSB		PRSResource-QCLSourceSSB,
	qCLSourcePRS		PRSResource-QCLSourcePRS,		
	choice-extension	ProtocolIE-SingleContainer { { PRSResource-QCLInfo-ExtIEs } }
}
PRSResource-QCLInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

[...]


RequestedDLPRSTransmissionCharacteristics ::= SEQUENCE {
	requestedDLPRSResourceSet-List		RequestedDLPRSResourceSet-List,
	numberofFrequencyLayers			INTEGER(1..4)										OPTIONAL,
	startTimeAndDuration			StartTimeAndDuration								OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { RequestedDLPRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}
RequestedDLPRSTransmissionCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-PRSBWAggregationRequestInfoid-PRSBandwidthAggregationRequestIndication CRITICALITY ignore EXTENSION PRSBWAggregationRequestInfoPRSBandwidthAggregationRequestIndication	PRESENCE optional},
	...
}

RequestedDLPRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF RequestedDLPRSResourceSet-Item

RequestedDLPRSResourceSet-Item ::= SEQUENCE {
	pRSbandwidth					INTEGER(1..63) OPTIONAL,
	combSize						ENUMERATED{n2, n4, n6, n12, ...}		OPTIONAL,
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,..., n128, n256, n512}	OPTIONAL,
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...}		OPTIONAL,
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...,n1}						OPTIONAL,
	requestedDLPRSResource-List		RequestedDLPRSResource-List							OPTIONAL,
	resourceSetStartTimeAndDuration	StartTimeAndDuration								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { RequestedDLPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSResource-List::= SEQUENCE (SIZE (1..maxnoofPRSresources)) OF RequestedDLPRSResource-Item

RequestedDLPRSResource-Item  ::= SEQUENCE {
	qCLInfo					PRSResource-QCLInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedDLPRSResource-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
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-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNRARFCN								INTEGER ::= 3279165
maxnoofErrors							INTEGER ::= 256
maxnoofIndividualF1ConnectionsToReset	INTEGER ::= 65536
maxCellingNBDU							INTEGER ::= 512
maxnoofSCells							INTEGER ::= 32
maxnoofSRBs								INTEGER ::= 8
maxnoofDRBs								INTEGER ::= 64
maxnoofULUPTNLInformation				INTEGER ::= 2
maxnoofDLUPTNLInformation				INTEGER ::= 2
maxnoofBPLMNs							INTEGER ::= 6
maxnoofCandidateSpCells					INTEGER ::= 64
maxnoofPotentialSpCells					INTEGER ::= 64
maxnoofNrCellBands						INTEGER ::= 32
maxnoofSIBTypes							INTEGER ::= 32
maxnoofSITypes							INTEGER ::= 32
maxnoofPagingCells						INTEGER ::= 512
maxnoofTNLAssociations					INTEGER ::= 32
maxnoofQoSFlows							INTEGER ::= 64
maxnoofSliceItems						INTEGER ::= 1024
maxCellineNB							INTEGER ::= 256
maxnoofExtendedBPLMNs					INTEGER ::= 6
maxnoofUEIDs							INTEGER ::= 65536
maxnoofBPLMNsNR							INTEGER ::= 12
maxnoofUACPLMNs							INTEGER ::= 12
maxnoofUACperPLMN						INTEGER ::= 64
maxnoofAdditionalSIBs					INTEGER ::= 63
maxnoofslots							INTEGER ::= 5120
maxnoofTLAs								INTEGER ::=	16
maxnoofGTPTLAs							INTEGER ::=	16
maxnoofBHRLCChannels					INTEGER ::= 65536
maxnoofRoutingEntries					INTEGER ::= 1024
maxnoofIABSTCInfo						INTEGER ::= 45
maxnoofSymbols							INTEGER ::= 14
maxnoofServingCells						INTEGER ::= 32
maxnoofDUFSlots							INTEGER ::= 320
maxnoofHSNASlots						INTEGER ::= 5120
maxnoofServedCellsIAB					INTEGER ::= 512
maxnoofSSBarea							INTEGER ::=64
maxnoofChildIABNodes					INTEGER ::= 1024
maxnoofNonUPTrafficMappings				INTEGER ::= 32
maxnoofTLAsIAB							INTEGER ::= 1024
maxnoofMappingEntries					INTEGER ::= 67108864
maxnoofDSInfo							INTEGER ::= 64
maxnoofEgressLinks						INTEGER ::= 2
maxnoofULUPTNLInformationforIAB			INTEGER ::= 32678
maxnoofUPTNLAddresses					INTEGER ::= 8
maxnoofSLDRBs							INTEGER ::= 512
maxnoofQoSParaSets						INTEGER ::= 8
maxnoofPC5QoSFlows						INTEGER ::= 2048
maxnoofSSBAreas							INTEGER ::=	64
maxnoofPhysicalResourceBlocks			INTEGER ::= 275
maxnoofPhysicalResourceBlocks-1			INTEGER ::= 274
maxnoofPRACHconfigs						INTEGER ::= 16
maxnoofRAReports						INTEGER ::= 64
maxnoofRLFReports						INTEGER ::= 64
maxnoofAdditionalPDCPDuplicationTNL		INTEGER ::=	2
maxnoofRLCDuplicationState				INTEGER ::=	3
maxnoofCHOcells							INTEGER ::= 8
maxnoofMDTPLMNs							INTEGER ::=	16
maxnoofCAGsupported						INTEGER ::= 12
maxnoofNIDsupported						INTEGER ::= 12
maxnoofNRSCSs							INTEGER ::= 5
[bookmark: _Hlk47004989]maxnoofExtSliceItems					INTEGER ::= 65535 
maxnoofPosMeas							INTEGER ::=	16384
maxnoofTRPInfoTypes						INTEGER ::=	64 
maxnoofTRPs								INTEGER ::=	65535 
maxnoofSRSTriggerStates					INTEGER ::= 3
maxnoofSpatialRelations					INTEGER ::= 64
maxnoBcastCell							INTEGER ::= 16384
maxnoofAngleInfo						INTEGER ::= 65535
maxnooflcs-gcs-translation				INTEGER ::= 3
maxnoofPath								INTEGER ::= 2
maxnoofMeasE-CID						INTEGER ::= 64
maxnoofSSBs								INTEGER ::= 255
maxnoSRS-ResourceSets					INTEGER ::= 16
maxnoSRS-ResourcePerSet					INTEGER ::= 16
maxnoSRS-Carriers						INTEGER ::= 32
maxnoSCSs								INTEGER ::= 5
maxnoSRS-Resources						INTEGER ::= 64
maxnoSRS-PosResources					INTEGER ::= 64
maxnoSRS-PosResourceSets				INTEGER ::= 16
maxnoSRS-PosResourcePerSet				INTEGER ::= 16
maxnoofPRS-ResourceSets					INTEGER ::= 2
maxnoofPRS-ResourcesPerSet				INTEGER ::= 64
maxNoOfMeasTRPs							INTEGER ::= 64
maxnoofPRSresourceSets					INTEGER ::= 8
maxnoofPRSresources						INTEGER ::= 64
maxnoofSuccessfulHOReports				INTEGER ::= 64
maxnoofNR-UChannelIDs					INTEGER ::= 16
maxServedCellforSON						INTEGER ::= 256
maxNeighbourCellforSON					INTEGER ::= 32
maxAffectedCells						INTEGER ::= 32
maxnoofMRBs								INTEGER ::= 32
maxnoofMBSQoSFlows						INTEGER ::= 64
maxnoofMBSFSAs 							INTEGER ::= 256
maxnoofUEIDforPaging 					INTEGER ::= 4096
maxnoofCellsforMBS						INTEGER ::= 512
maxnoofTAIforMBS						INTEGER ::= 512
maxnoofMBSAreaSessionIDs				INTEGER ::= 256
maxnoofMBSServiceAreaInformation		INTEGER ::= 256
maxnoofIABCongInd						INTEGER ::= 1024
maxnoofNeighbourNodeCellsIAB			INTEGER ::= 1024 
maxnoofRBsetsPerCell					INTEGER ::= 8
maxnoofRBsetsPerCell-1					INTEGER ::= 7
maxnoofMeasPDC							INTEGER ::= 16
maxnoARPs								INTEGER ::=	16
maxnoofULAoAs							INTEGER ::= 8
maxNoPathExtended						INTEGER ::= 8
maxnoTRPTEGs							INTEGER ::= 8
maxFreqLayers							INTEGER ::= 4
maxNumResourcesPerAngle					INTEGER ::= 24
maxnoAzimuthAngles						INTEGER ::= 3600
maxnoElevationAngles					INTEGER ::= 1801
maxnoofPRSTRPs							INTEGER ::= 256
maxnoofQoEInformation					INTEGER ::= 16
maxnoofUuRLCChannels					INTEGER ::= 32
maxnoofPC5RLCChannels					INTEGER ::= 512
maxnoofSMBRValues						INTEGER ::= 8
maxnoofMRBsforUE						INTEGER ::= 64
maxnoofMBSSessionsofUE					INTEGER ::= 256
maxnoofSLdestinations					INTEGER ::= 32
maxnoofNSAGs							INTEGER ::= 256
maxnoofSDTBearers						INTEGER ::= 72
maxnoofServingCellMOs					INTEGER ::= 16
maxNrofBWPs								INTEGER ::= 8
maxnoofPosSITypes						INTEGER ::= 32
maxnoofUETypes							INTEGER ::= 8
maxnoofLTMCells							INTEGER	::= 8
maxnoofJointorDLTCIStates				INTEGER	::= 128
maxnoofULTCIStates						INTEGER	::= 64
maxnoofTAList							INTEGER	::= 8
maxnoofLTMgNB-DUs						INTEGER	::= 8
maxnoofUEsInQMCTransferControlMessage	INTEGER ::= 512
maxnoofUEsforRAReportIndications		INTEGER ::= 64
maxnoofSuccessfulPSCellChangeReports	INTEGER ::= 64
maxnoofPeriodicities					INTEGER ::= 8
maxnoofThresholdMBS-1					INTEGER ::= 7
maxMBSSessionsinSessionInfoList			INTEGER ::= 1024
maxnoofLBTFailureInformation			INTEGER ::= 64
maxnoofRSPPQoSFlows						INTEGER ::= 2048
maxnoVACell								INTEGER ::= 32
maxnoAggregatedSRS-Resources			INTEGER ::= 3
maxnoAggregatedPosSRSResourceSets		INTEGER ::= 48
maxnoAggregatedPosPRSResourceSets		INTEGER ::= 3
maxnoofTimeWindowSRS					INTEGER ::= 16
maxnoofTimeWindowMea					INTEGER ::= 16
maxnoPreconfiguredSRS					INTEGER ::= 16
maxnoHopsMinusOne						INTEGER ::= 5
maxnoAggLists							INTEGER ::= 2






-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause											ProtocolIE-ID ::= 0
id-Cells-Failed-to-be-Activated-List				ProtocolIE-ID ::= 1
id-Cells-Failed-to-be-Activated-List-Item			ProtocolIE-ID ::= 2
id-Cells-to-be-Activated-List						ProtocolIE-ID ::= 3
id-Cells-to-be-Activated-List-Item					ProtocolIE-ID ::= 4
id-Cells-to-be-Deactivated-List						ProtocolIE-ID ::= 5
id-Cells-to-be-Deactivated-List-Item				ProtocolIE-ID ::= 6
id-CriticalityDiagnostics							ProtocolIE-ID ::= 7
id-CUtoDURRCInformation								ProtocolIE-ID ::= 9
id-DRBs-FailedToBeModified-Item						ProtocolIE-ID ::= 12
id-DRBs-FailedToBeModified-List						ProtocolIE-ID ::= 13
id-DRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 14
id-DRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 15
id-DRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 16
id-DRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 17
id-DRBs-ModifiedConf-Item							ProtocolIE-ID ::= 18
id-DRBs-ModifiedConf-List							ProtocolIE-ID ::= 19
id-DRBs-Modified-Item								ProtocolIE-ID ::= 20
id-DRBs-Modified-List								ProtocolIE-ID ::= 21
id-DRBs-Required-ToBeModified-Item					ProtocolIE-ID ::= 22
id-DRBs-Required-ToBeModified-List					ProtocolIE-ID ::= 23
id-DRBs-Required-ToBeReleased-Item					ProtocolIE-ID ::= 24
id-DRBs-Required-ToBeReleased-List					ProtocolIE-ID ::= 25
id-DRBs-Setup-Item									ProtocolIE-ID ::= 26
id-DRBs-Setup-List									ProtocolIE-ID ::= 27
id-DRBs-SetupMod-Item								ProtocolIE-ID ::= 28
id-DRBs-SetupMod-List								ProtocolIE-ID ::= 29
id-DRBs-ToBeModified-Item							ProtocolIE-ID ::= 30
id-DRBs-ToBeModified-List							ProtocolIE-ID ::= 31
id-DRBs-ToBeReleased-Item							ProtocolIE-ID ::= 32
id-DRBs-ToBeReleased-List							ProtocolIE-ID ::= 33
id-DRBs-ToBeSetup-Item								ProtocolIE-ID ::= 34
id-DRBs-ToBeSetup-List								ProtocolIE-ID ::= 35
id-DRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 36
id-DRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 37
id-DRXCycle											ProtocolIE-ID ::= 38
id-DUtoCURRCInformation								ProtocolIE-ID ::= 39
id-gNB-CU-UE-F1AP-ID								ProtocolIE-ID ::= 40
id-gNB-DU-UE-F1AP-ID								ProtocolIE-ID ::= 41
id-gNB-DU-ID										ProtocolIE-ID ::= 42
id-GNB-DU-Served-Cells-Item							ProtocolIE-ID ::= 43
id-gNB-DU-Served-Cells-List							ProtocolIE-ID ::= 44
id-gNB-DU-Name										ProtocolIE-ID ::= 45
id-NRCellID											ProtocolIE-ID ::= 46
id-oldgNB-DU-UE-F1AP-ID								ProtocolIE-ID ::= 47
id-ResetType										ProtocolIE-ID ::= 48
id-ResourceCoordinationTransferContainer			ProtocolIE-ID ::= 49
id-RRCContainer										ProtocolIE-ID ::= 50
id-SCell-ToBeRemoved-Item							ProtocolIE-ID ::= 51
id-SCell-ToBeRemoved-List							ProtocolIE-ID ::= 52
id-SCell-ToBeSetup-Item								ProtocolIE-ID ::= 53
id-SCell-ToBeSetup-List								ProtocolIE-ID ::= 54
id-SCell-ToBeSetupMod-Item							ProtocolIE-ID ::= 55
id-SCell-ToBeSetupMod-List							ProtocolIE-ID ::= 56
id-Served-Cells-To-Add-Item							ProtocolIE-ID ::= 57
id-Served-Cells-To-Add-List							ProtocolIE-ID ::= 58
id-Served-Cells-To-Delete-Item						ProtocolIE-ID ::= 59
id-Served-Cells-To-Delete-List						ProtocolIE-ID ::= 60
id-Served-Cells-To-Modify-Item						ProtocolIE-ID ::= 61
id-Served-Cells-To-Modify-List						ProtocolIE-ID ::= 62
id-SpCell-ID										ProtocolIE-ID ::= 63
id-SRBID											ProtocolIE-ID ::= 64
id-SRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 65
id-SRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 66
id-SRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 67
id-SRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 68
id-SRBs-Required-ToBeReleased-Item					ProtocolIE-ID ::= 69
id-SRBs-Required-ToBeReleased-List					ProtocolIE-ID ::= 70
id-SRBs-ToBeReleased-Item							ProtocolIE-ID ::= 71
id-SRBs-ToBeReleased-List							ProtocolIE-ID ::= 72
id-SRBs-ToBeSetup-Item								ProtocolIE-ID ::= 73
id-SRBs-ToBeSetup-List								ProtocolIE-ID ::= 74
id-SRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 75
id-SRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 76
id-TimeToWait										ProtocolIE-ID ::= 77
id-TransactionID									ProtocolIE-ID ::= 78
id-TransmissionActionIndicator						ProtocolIE-ID ::= 79
id-UE-associatedLogicalF1-ConnectionItem 			ProtocolIE-ID ::= 80
id-UE-associatedLogicalF1-ConnectionListResAck		ProtocolIE-ID ::= 81
id-gNB-CU-Name										ProtocolIE-ID ::= 82
id-SCell-FailedtoSetup-List							ProtocolIE-ID ::= 83
id-SCell-FailedtoSetup-Item							ProtocolIE-ID ::= 84
id-SCell-FailedtoSetupMod-List						ProtocolIE-ID ::= 85
id-SCell-FailedtoSetupMod-Item						ProtocolIE-ID ::= 86
id-RRCReconfigurationCompleteIndicator 				ProtocolIE-ID ::= 87
id-Cells-Status-Item								ProtocolIE-ID ::= 88
id-Cells-Status-List								ProtocolIE-ID ::= 89
id-Candidate-SpCell-List							ProtocolIE-ID ::= 90
id-Candidate-SpCell-Item							ProtocolIE-ID ::= 91
id-Potential-SpCell-List							ProtocolIE-ID ::= 92
id-Potential-SpCell-Item							ProtocolIE-ID ::= 93
id-FullConfiguration								ProtocolIE-ID ::= 94
id-C-RNTI											ProtocolIE-ID ::= 95
id-SpCellULConfigured								ProtocolIE-ID ::= 96
id-InactivityMonitoringRequest						ProtocolIE-ID ::= 97
id-InactivityMonitoringResponse						ProtocolIE-ID ::= 98
id-DRB-Activity-Item								ProtocolIE-ID ::= 99
id-DRB-Activity-List								ProtocolIE-ID ::= 100
id-EUTRA-NR-CellResourceCoordinationReq-Container	ProtocolIE-ID ::= 101
id-EUTRA-NR-CellResourceCoordinationReqAck-Container	ProtocolIE-ID ::= 102
id-Protected-EUTRA-Resources-List					ProtocolIE-ID ::= 105
id-RequestType 										ProtocolIE-ID ::= 106
id-ServCellIndex									ProtocolIE-ID ::= 107 
id-RAT-FrequencyPriorityInformation					ProtocolIE-ID ::= 108
id-ExecuteDuplication								ProtocolIE-ID ::= 109
id-NRCGI											ProtocolIE-ID ::= 111
id-PagingCell-Item									ProtocolIE-ID ::= 112
id-PagingCell-List									ProtocolIE-ID ::= 113
id-PagingDRX										ProtocolIE-ID ::= 114
id-PagingPriority 									ProtocolIE-ID ::= 115
id-SItype-List										ProtocolIE-ID ::= 116
id-UEIdentityIndexValue								ProtocolIE-ID ::= 117
id-gNB-CUSystemInformation							ProtocolIE-ID ::= 118
id-HandoverPreparationInformation					ProtocolIE-ID ::= 119
id-GNB-CU-TNL-Association-To-Add-Item				ProtocolIE-ID ::= 120
id-GNB-CU-TNL-Association-To-Add-List				ProtocolIE-ID ::= 121
id-GNB-CU-TNL-Association-To-Remove-Item			ProtocolIE-ID ::= 122
id-GNB-CU-TNL-Association-To-Remove-List			ProtocolIE-ID ::= 123
id-GNB-CU-TNL-Association-To-Update-Item			ProtocolIE-ID ::= 124
id-GNB-CU-TNL-Association-To-Update-List			ProtocolIE-ID ::= 125
id-MaskedIMEISV										ProtocolIE-ID ::= 126
id-PagingIdentity									ProtocolIE-ID ::= 127
id-DUtoCURRCContainer								ProtocolIE-ID ::= 128
id-Cells-to-be-Barred-List							ProtocolIE-ID ::= 129
id-Cells-to-be-Barred-Item							ProtocolIE-ID ::= 130
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id-Serving-Cells-List								ProtocolIE-ID ::= 534
id-permutation										ProtocolIE-ID ::= 535
id-MDTPollutedMeasurementIndicator					ProtocolIE-ID ::= 536
id-M5ReportAmount 									ProtocolIE-ID ::= 537
id-M6ReportAmount 									ProtocolIE-ID ::= 538
id-M7ReportAmount 									ProtocolIE-ID ::= 539
id-SurvivalTime										ProtocolIE-ID ::= 540
id-PDCMeasurementPeriodicity						ProtocolIE-ID ::= 541
id-PDCMeasurementQuantities							ProtocolIE-ID ::= 542
id-PDCMeasurementQuantities-Item					ProtocolIE-ID ::= 543
id-PDCMeasurementResult								ProtocolIE-ID ::= 544
id-PDCReportType									ProtocolIE-ID ::= 545
id-RAN-UE-PDC-MeasID								ProtocolIE-ID ::= 546
id-SCGActivationRequest								ProtocolIE-ID ::= 547
id-SCGActivationStatus								ProtocolIE-ID ::= 548
id-PRSTRPList										ProtocolIE-ID ::= 549
id-PRSTransmissionTRPList							ProtocolIE-ID ::= 550
id-OnDemandPRS										ProtocolIE-ID ::= 551
id-AoA-SearchWindow									ProtocolIE-ID ::= 552
id-TRP-MeasurementUpdateList						ProtocolIE-ID ::= 553
id-ZoAInformation									ProtocolIE-ID ::= 554
id-ResponseTime										ProtocolIE-ID ::= 555
id-ARPLocationInfo									ProtocolIE-ID ::= 556
id-ARP-ID											ProtocolIE-ID ::= 557
id-MultipleULAoA									ProtocolIE-ID ::= 558
id-UL-SRS-RSRPP										ProtocolIE-ID ::= 559
id-SRSResourcetype									ProtocolIE-ID ::= 560
id-ExtendedAdditionalPathList						ProtocolIE-ID ::= 561
id-LoS-NLoSInformation								ProtocolIE-ID ::= 562
id-NumberOfTRPRxTEG									ProtocolIE-ID ::= 564
id-NumberOfTRPRxTxTEG								ProtocolIE-ID ::= 565
id-TRPTxTEGAssociation								ProtocolIE-ID ::= 566
id-TRPTEGInformation								ProtocolIE-ID ::= 567
id-TRPRx-TEGInformation								ProtocolIE-ID ::= 568
id-TRP-PRS-Info-List								ProtocolIE-ID ::= 569
id-PRS-Measurement-Info-List						ProtocolIE-ID ::= 570
id-PRSConfigRequestType								ProtocolIE-ID ::= 571
id-MeasurementTimeOccasion							ProtocolIE-ID ::= 573
id-MeasurementCharacteristicsRequestIndicator		ProtocolIE-ID ::= 574
id-UEReportingInformation							ProtocolIE-ID ::= 575
id-PosConextRevIndication							ProtocolIE-ID ::= 576
id-TRPBeamAntennaInformation						ProtocolIE-ID ::= 577
id-NRRedCapUEIndication 							ProtocolIE-ID ::= 578
id-Redcap-Bcast-Information							ProtocolIE-ID ::= 579
id-RANUEPagingDRX									ProtocolIE-ID ::= 580
id-CNUEPagingDRX									ProtocolIE-ID ::= 581
id-NRPagingeDRXInformation							ProtocolIE-ID ::= 582
id-NRPagingeDRXInformationforRRCINACTIVE			ProtocolIE-ID ::= 583
id-NR-TADV											ProtocolIE-ID ::= 584
id-QoEInformation									ProtocolIE-ID ::= 585
id-CG-SDTQueryIndication							ProtocolIE-ID ::= 586
id-SDT-MAC-PHY-CG-Config							ProtocolIE-ID ::= 587
id-CG-SDTKeptIndicator								ProtocolIE-ID ::= 588
id-CG-SDTindicatorSetup								ProtocolIE-ID ::= 589
id-CG-SDTindicatorMod								ProtocolIE-ID ::= 590
id-CG-SDTSessionInfoOld								ProtocolIE-ID ::= 591
id-SDTInformation									ProtocolIE-ID ::= 592
id-SDTRLCBearerConfiguration						ProtocolIE-ID ::= 593
id-FiveG-ProSeAuthorized							ProtocolIE-ID ::= 594
id-FiveG-ProSeUEPC5AggregateMaximumBitrate			ProtocolIE-ID ::= 595
id-FiveG-ProSePC5LinkAMBR	 						ProtocolIE-ID ::= 596
id-SRBMappingInfo									ProtocolIE-ID ::= 597
id-DRBMappingInfo									ProtocolIE-ID ::= 598
id-UuRLCChannelToBeSetupList						ProtocolIE-ID ::= 599
id-UuRLCChannelToBeModifiedList						ProtocolIE-ID ::= 600
id-UuRLCChannelToBeReleasedList						ProtocolIE-ID ::= 601
id-UuRLCChannelSetupList							ProtocolIE-ID ::= 602
id-UuRLCChannelFailedToBeSetupList					ProtocolIE-ID ::= 603
id-UuRLCChannelModifiedList							ProtocolIE-ID ::= 604
id-UuRLCChannelFailedToBeModifiedList				ProtocolIE-ID ::= 605
id-UuRLCChannelRequiredToBeModifiedList				ProtocolIE-ID ::= 606
id-UuRLCChannelRequiredToBeReleasedList				ProtocolIE-ID ::= 607
id-PC5RLCChannelToBeSetupList						ProtocolIE-ID ::= 608
id-PC5RLCChannelToBeModifiedList					ProtocolIE-ID ::= 609
id-PC5RLCChannelToBeReleasedList					ProtocolIE-ID ::= 610
id-PC5RLCChannelSetupList							ProtocolIE-ID ::= 611
id-PC5RLCChannelFailedToBeSetupList					ProtocolIE-ID ::= 612
id-PC5RLCChannelFailedToBeModifiedList				ProtocolIE-ID ::= 613
id-PC5RLCChannelRequiredToBeModifiedList			ProtocolIE-ID ::= 614
id-PC5RLCChannelRequiredToBeReleasedList			ProtocolIE-ID ::= 615
id-PC5RLCChannelModifiedList						ProtocolIE-ID ::= 616
id-SidelinkRelayConfiguration						ProtocolIE-ID ::= 617
id-UpdatedRemoteUELocalID							ProtocolIE-ID ::= 618
id-PathSwitchConfiguration							ProtocolIE-ID ::= 619
id-PagingCause										ProtocolIE-ID ::= 620
id-MUSIM-GapConfig									ProtocolIE-ID ::= 621
id-PEIPSAssistanceInfo								ProtocolIE-ID ::= 622
id-UEPagingCapability								ProtocolIE-ID ::= 623
id-LastUsedCellIndication							ProtocolIE-ID ::= 624
id-SIB17-message									ProtocolIE-ID ::= 625
id-GNBDUUESliceMaximumBitRateList					ProtocolIE-ID ::= 626
id-SIB20-message									ProtocolIE-ID ::= 627
id-UE-MulticastMRBs-ToBeReleased-List				ProtocolIE-ID ::= 628
id-UE-MulticastMRBs-ToBeReleased-Item				ProtocolIE-ID ::= 629
id-UE-MulticastMRBs-ToBeSetup-List					ProtocolIE-ID ::= 630
id-UE-MulticastMRBs-ToBeSetup-Item					ProtocolIE-ID ::= 631
id-MulticastMBSSessionSetupList						ProtocolIE-ID ::= 632
id-MulticastMBSSessionRemoveList					ProtocolIE-ID ::= 633
id-PosMeasurementAmount								ProtocolIE-ID ::= 634
id-SDT-Termination-Request							ProtocolIE-ID ::= 635
id-pathPower										ProtocolIE-ID ::= 636
id-DU-RX-MT-RX-Extend								ProtocolIE-ID ::= 637
id-DU-TX-MT-TX-Extend								ProtocolIE-ID ::= 638
id-DU-RX-MT-TX-Extend								ProtocolIE-ID ::= 639
id-DU-TX-MT-RX-Extend								ProtocolIE-ID ::= 640
id-BAP-Header-Rewriting-Removed-List				ProtocolIE-ID ::= 641
id-BAP-Header-Rewriting-Removed-List-Item			ProtocolIE-ID ::= 642
id-SLDRXCycleList									ProtocolIE-ID ::= 643
id-TAINSAGSupportList								ProtocolIE-ID ::= 644
id-SL-RLC-ChannelToAddModList						ProtocolIE-ID ::= 645
id-BroadcastAreaScope								ProtocolIE-ID ::= 646
id-ManagementBasedMDTPLMNModificationList 			ProtocolIE-ID ::= 647
id-SIB15-message									ProtocolIE-ID ::= 648
id-ActivationRequestType							ProtocolIE-ID ::= 649
id-PosMeasGapPreConfigList							ProtocolIE-ID ::= 650
id-InterFrequencyConfig-NoGap						ProtocolIE-ID ::= 651
id-MBSInterestIndication							ProtocolIE-ID ::= 652
id-UE-MulticastMRBs-ConfirmedToBeModified-List		ProtocolIE-ID ::= 653
id-UE-MulticastMRBs-ConfirmedToBeModified-Item		ProtocolIE-ID ::= 654
id-UE-MulticastMRBs-RequiredToBeModified-List		ProtocolIE-ID ::= 655
id-UE-MulticastMRBs-RequiredToBeModified-Item		ProtocolIE-ID ::= 656
id-UE-MulticastMRBs-RequiredToBeReleased-List		ProtocolIE-ID ::= 657
id-UE-MulticastMRBs-RequiredToBeReleased-Item		ProtocolIE-ID ::= 658
id-L571Info											ProtocolIE-ID ::= 659
id-L1151Info										ProtocolIE-ID ::= 660
id-SCS-480											ProtocolIE-ID ::= 661
id-SCS-960											ProtocolIE-ID ::= 662
id-SRSPortIndex										ProtocolIE-ID ::= 663
id-PEISubgroupingSupportIndication					ProtocolIE-ID ::= 664
id-NeedForGapsInfoNR								ProtocolIE-ID ::= 665
id-NeedForGapNCSGInfoNR								ProtocolIE-ID ::= 666
id-NeedForGapNCSGInfoEUTRA							ProtocolIE-ID ::= 667
id-procedure-code-668-not-to-be-used				ProtocolIE-ID ::= 668
id-procedure-code-669-not-to-be-used				ProtocolIE-ID ::= 669
id-procedure-code-670-not-to-be-used				ProtocolIE-ID ::= 670
id-Source-MRB-ID									ProtocolIE-ID ::= 671
id-PosMeasurementPeriodicityNR-AoA					ProtocolIE-ID ::= 672
id-RedCapIndication									ProtocolIE-ID ::= 673
id-SRSPosRRCInactiveConfig							ProtocolIE-ID ::= 674
id-SDTBearerConfigurationQueryIndication			ProtocolIE-ID ::= 675
id-SDTBearerConfigurationInfo						ProtocolIE-ID ::= 676
id-UL-GapFR2-Config									ProtocolIE-ID ::= 677
id-ConfigRestrictInfoDAPS							ProtocolIE-ID ::= 678
id-UE-MulticastMRBs-Setup-List						ProtocolIE-ID ::= 679
id-UE-MulticastMRBs-Setup-Item						ProtocolIE-ID ::= 680
id-MulticastF1UContextReferenceCU					ProtocolIE-ID ::= 681
id-PosSItypeList									ProtocolIE-ID ::= 682
id-DAPS-HO-Status									ProtocolIE-ID ::= 683
[bookmark: _Hlk120276272]id-UplinkTxDirectCurrentTwoCarrierListInfo			ProtocolIE-ID ::= 684
id-UE-MulticastMRBs-ToBeSetup-atModify-List			ProtocolIE-ID ::= 685
id-UE-MulticastMRBs-ToBeSetup-atModify-Item			ProtocolIE-ID ::= 686
id-MC-PagingCell-List								ProtocolIE-ID ::= 687
id-MC-PagingCell-Item								ProtocolIE-ID ::= 688
id-SRSPosRRCInactiveQueryIndication					ProtocolIE-ID ::= 689
id-UlTxDirectCurrentMoreCarrierInformation	        ProtocolIE-ID ::= 690
id-CPACMCGInformation								ProtocolIE-ID ::= 691
id-TwoPHRModeMCG									ProtocolIE-ID ::= 692
id-TwoPHRModeSCG									ProtocolIE-ID ::= 693
id-ExtendedUEIdentityIndexValue						ProtocolIE-ID ::= 694
id-ServingCellMO-List								ProtocolIE-ID ::= 695
id-ServingCellMO-List-Item							ProtocolIE-ID ::= 696
id-ServingCellMO-encoded-in-CGC-List				ProtocolIE-ID ::= 697
id-HashedUEIdentityIndexValue						ProtocolIE-ID ::= 698
id-UE-MulticastMRBs-Setupnew-List					ProtocolIE-ID ::= 699
id-UE-MulticastMRBs-Setupnew-Item					ProtocolIE-ID ::= 700
id-ncd-SSB-RedCapInitialBWP-SDT						ProtocolIE-ID ::= 701
id-nrofSymbolsExtended								ProtocolIE-ID ::= 702
id-repetitionFactorExtended							ProtocolIE-ID ::= 703
id-startRBHopping									ProtocolIE-ID ::= 704
id-startRBIndex										ProtocolIE-ID ::= 705
id-transmissionCombn8								ProtocolIE-ID ::= 706
id-ServCellInfoList									ProtocolIE-ID ::= 707
id-DedicatedSIDeliveryIndication					ProtocolIE-ID ::= 708
id-Configured-BWP-List								ProtocolIE-ID ::= 709
id-Preconfigured-measurement-GAP-Request			ProtocolIE-ID ::= 710
id-BWP-Id											ProtocolIE-ID ::= 711
id-NetworkControlledRepeaterAuthorized				ProtocolIE-ID ::= 712
id-MT-SDT-Information								ProtocolIE-ID ::= 713
id-ExtendedResourceSymbolOffset						ProtocolIE-ID ::= 714
id-NeedForInterruptionInfoNR						ProtocolIE-ID ::= 715
id-SDT-Volume-Threshold								ProtocolIE-ID ::= 716
id-SupportedUETypeList								ProtocolIE-ID ::= 717
id-MusimCapabilityRestrictionIndication				ProtocolIE-ID ::= 718
id-duplicationIndication							ProtocolIE-ID ::= 719
id-LTMInformation-Setup								ProtocolIE-ID ::= 720
id-LTMConfigurationIDMappingList 					ProtocolIE-ID ::= 721
id-LTMInformation-Modify							ProtocolIE-ID ::= 722
id-LTMCells-ToBeReleased-List						ProtocolIE-ID ::= 723
id-LTMCells-ToBeReleased-Item						ProtocolIE-ID ::= 724
id-LTMConfiguration									ProtocolIE-ID ::= 725
id-EarlySyncInformation-Request						ProtocolIE-ID ::= 726
id-EarlySyncInformation								ProtocolIE-ID ::= 727
id-EarlySyncInformation-List						ProtocolIE-ID ::= 728
id-LTMCellSwitchInformation							ProtocolIE-ID ::= 729
id-DUtoCUTAInformation-List							ProtocolIE-ID ::= 730
id-Source-gNB-DU-ID									ProtocolIE-ID ::= 731
id-dRB-List											ProtocolIE-ID ::= 732
id-DeactivationIndication							ProtocolIE-ID ::= 733
id-RAReportIndicationList							ProtocolIE-ID ::= 734
id-ChannelOccupancyTimePercentageUL					ProtocolIE-ID ::= 735
id-SuccessfulPSCellChangeReportInformationList		ProtocolIE-ID ::= 736
id-RadioResourceStatusNR-U							ProtocolIE-ID ::= 737
id-FiveG-ProSeLayer2Multipath						ProtocolIE-ID ::= 738
id-FiveG-ProSeLayer2UEtoUERelay						ProtocolIE-ID ::= 739
id-FiveG-ProSeLayer2UEtoUERemote					ProtocolIE-ID ::= 740
id-PathAdditionInformation							ProtocolIE-ID ::= 741
id-Recommended-SSBs-List							ProtocolIE-ID ::= 742
id-Recommended-SSBs-for-Paging-List					ProtocolIE-ID ::= 743
id-SSBs-withinTheCell-tobe-Activated-List			ProtocolIE-ID ::= 744
id-Cells-With-SSBs-Activated-List					ProtocolIE-ID ::= 745
id-Cells-Allowed-to-be-Deactivated-List				ProtocolIE-ID ::= 746
id-Cells-Allowed-to-be-Deactivated-List-Item		ProtocolIE-ID ::= 747
id-Coverage-Modification-Cause						ProtocolIE-ID ::= 748
id-RANTSSRequestType								ProtocolIE-ID ::= 749
id-RANTimingSynchronisationStatusInfo				ProtocolIE-ID ::= 750
id-TSCTrafficCharacteristicsFeedback				ProtocolIE-ID ::= 751
id-RANfeedbacktype									ProtocolIE-ID ::= 752
id-Mobile-TRP-LocationInformation					ProtocolIE-ID ::= 753
id-Mobile-IAB-MT-UE-ID								ProtocolIE-ID ::= 754
id-Target-gNB-ID									ProtocolIE-ID ::= 755
id-Target-gNB-IP-address							ProtocolIE-ID ::= 756
id-Target-SeGW-IP-address							ProtocolIE-ID ::= 757
id-Activated-Cells-Mapping-List						ProtocolIE-ID ::= 758
id-Activated-Cells-Mapping-List-Item				ProtocolIE-ID ::= 759
id-F1SetupOutcome									ProtocolIE-ID ::= 760
id-RRC-Terminating-IAB-Donor-Related-Info			ProtocolIE-ID ::= 761
id-RRC-Terminating-IAB-Donor-gNB-ID					ProtocolIE-ID ::= 762
id-NCGI-to-be-Updated-List							ProtocolIE-ID ::= 763
id-NCGI-to-be-Updated-List-Item						ProtocolIE-ID ::= 764
id-Mobile-IAB-MTUserLocationInformation				ProtocolIE-ID ::= 765
id-MobileAccessPointLocation						ProtocolIE-ID ::= 766
id-AssociatedSessionID								ProtocolIE-ID ::= 767
id-IndicationMCInactiveReception					ProtocolIE-ID ::= 768
id-MulticastCU2DURRCInfo							ProtocolIE-ID ::= 769
id-MBSMulticastSessionReceptionState				ProtocolIE-ID ::= 770
id-F1UTunnelNotEstablished							ProtocolIE-ID ::= 771
id-MulticastDU2CURRCInfo							ProtocolIE-ID ::= 772
id-SIB24-message										ProtocolIE-ID ::= 773
id-MulticastCU2DUCommonRRCInfo						ProtocolIE-ID ::= 774
id-PDUSetQoSParameters								ProtocolIE-ID ::= 775
id-N6JitterInformation								ProtocolIE-ID ::= 776
id-ECNMarkingorCongestionInformationReportingRequest	ProtocolIE-ID ::= 777
id-ECNMarkingorCongestionInformationReportingStatus	ProtocolIE-ID ::= 778
id-NRA2XServicesAuthorized							ProtocolIE-ID ::= 779
id-LTEA2XServicesAuthorized							ProtocolIE-ID ::= 780
id-NRUESidelinkAggregateMaximumBitrateForA2X		ProtocolIE-ID ::= 781
id-LTEUESidelinkAggregateMaximumBitrateForA2X		ProtocolIE-ID ::= 782
id-NReRedCapUEIndication 							ProtocolIE-ID ::= 783
id-ERedcap-Bcast-Information 						ProtocolIE-ID ::= 784
id-NRPaginglongeDRXInformationforRRCINACTIVE		ProtocolIE-ID ::= 785
id-SCPAC-Request									ProtocolIE-ID ::= 786
id-Target-F1-Terminating-Donor-gNB-ID				ProtocolIE-ID ::= 787
id-MobileIAB-Barred									ProtocolIE-ID ::= 788
id-Broadcast-MRBs-Transport-Request-List 			ProtocolIE-ID ::= 789
id-Broadcast-MRBs-Transport-Request-Item			ProtocolIE-ID ::= 790
id-S-CPACLowerLayerReferenceConfigRequest			ProtocolIE-ID ::= 791
id-S-CPAC-Configuration								ProtocolIE-ID ::= 792
id-MusimCandidateBandList							ProtocolIE-ID ::= 793
[bookmark: OLE_LINK72]id-DLLBTFailureInformationRequest					ProtocolIE-ID ::= 794
id-DLLBTFailureInformationList						ProtocolIE-ID ::= 795
id-PSIbasedSDUdiscardUL								ProtocolIE-ID ::= 796
id-SIB22-message 									ProtocolIE-ID ::= 797
id-CUtoDUTAInformation-List							ProtocolIE-ID ::= 798
id-U2URLCChannelQoS								ProtocolIE-ID ::= 799
id-SL-PHY-MAC-RLC-ConfigExt							ProtocolIE-ID ::= 800
id-SLPositioning-Ranging-Service-Info				ProtocolIE-ID ::= 801
id-TimeWindowInformation-SRS-List					ProtocolIE-ID ::= 802
id-TimeWindowInformation-Measurement-List			ProtocolIE-ID ::= 803
id-UL-RSCP											ProtocolIE-ID ::= 804
id-BW-Aggregation-Request-Indication				ProtocolIE-ID ::= 805
id-ReportingGranularitykminus1						ProtocolIE-ID ::= 806
id-ReportingGranularitykminus2						ProtocolIE-ID ::= 807
id-ReportingGranularitykminus1additionalpath		ProtocolIE-ID ::= 808
id-ReportingGranularitykminus2additionalpath		ProtocolIE-ID ::= 809
id-TimingReportingGranularityFactorExtended			ProtocolIE-ID ::= 810
id-SRSPosRRCInactiveValidityAreaConfig				ProtocolIE-ID ::= 811
id-PosValidityAreaCellList							ProtocolIE-ID ::= 812
id-SRSReservationType							ProtocolIE-ID ::= 813
id-SymbolIndex										ProtocolIE-ID ::= 814
id-PRSBandwidthAggregationRequestIndication			ProtocolIE-ID ::= 815
id-AggregatedPosSRSResourceIDList					ProtocolIE-ID ::= 816
id-AggregatedPRSResourceSetList						ProtocolIE-ID ::= 817
id-PhaseQuality										ProtocolIE-ID ::= 818
id-MeasuredFrequencyHops							ProtocolIE-ID ::= 819
id-TxHoppingConfiguration							ProtocolIE-ID ::= 820
id-ReportingGranularitykminus3						ProtocolIE-ID ::= 821
id-ReportingGranularitykminus4						ProtocolIE-ID ::= 822
id-ReportingGranularitykminus5						ProtocolIE-ID ::= 823
id-ReportingGranularitykminus6						ProtocolIE-ID ::= 824
id-ReportingGranularitykminus3additionalpath		ProtocolIE-ID ::= 825
id-ReportingGranularitykminus4additionalpath		ProtocolIE-ID ::= 826
id-ReportingGranularitykminus5additionalpath		ProtocolIE-ID ::= 827
id-ReportingGranularitykminus6additionalpath		ProtocolIE-ID ::= 828
id-AggregatedPosSRSResourceSetList					ProtocolIE-ID ::= 829
id-RequestedSRSPreconfigurationCharacteristics-List	ProtocolIE-ID ::= 830
id-SRSPreconfiguration-List							ProtocolIE-ID ::= 831
id-SRSInformation									ProtocolIE-ID ::= 832
id-ValidityAreaSpecificSRSInformation				ProtocolIE-ID ::= 833
id-PRSBWAggregationRequestInfo						ProtocolIE-ID ::= XXX
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