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-------------------------------------------Start of changes-------------------------------------------
[bookmark: _Toc162617310]8.13.21	SRS Information Reservation Notification
[bookmark: _Toc99056141][bookmark: _Toc99959074][bookmark: _Toc105612255][bookmark: _Toc106109471][bookmark: _Toc112766363][bookmark: _Toc113379279][bookmark: _Toc120091832][bookmark: _Toc120534749][bookmark: _Toc162617311]8.13.21.1	General
The purpose of the SRS Information Reservation Notification procedure is to allow the gNB-CU to request the gNB-DU to reserve or release SRS resources in the positioning validity area. 
[bookmark: _Toc99056142][bookmark: _Toc99959075][bookmark: _Toc105612256][bookmark: _Toc106109472][bookmark: _Toc112766364][bookmark: _Toc113379280][bookmark: _Toc120091833][bookmark: _Toc120534750][bookmark: _Toc162617312]8.13.21.2	Successful Operation


Figure 8.13.21.2-1: SRS Information Reservation Notification procedure, successful operation
The gNB-CU initiates the procedure by sending a SRS INFORMATION RESERVATION NOTIFICATION message to the gNB-DU 
If the SRS Reservation Type IE is set to "reserve", the gNB-DU shall reserve the indicated SRS information in the cells indicated by the Positioning Validity Area Cell List IE. If the SRS Reservation Type IE is set to "release", the gNB-DU shall release the indicated SRS information in the cells indicated by the Positioning Validity Area Cell List IE.
If the Requested SRS Preconfiguration Characteristics List IE is included, the NG-RAN node shall, if supported, take this information into account when preconfiguring area specific SRS configuration(s) for the UE.
[bookmark: _Toc99056143][bookmark: _Toc99959076][bookmark: _Toc105612257][bookmark: _Toc106109473][bookmark: _Toc112766365][bookmark: _Toc113379281][bookmark: _Toc120091834][bookmark: _Toc120534751][bookmark: _Toc162617313]8.13.21.3	Unsuccessful Operation
Not Applicable.
[bookmark: _Toc105612258][bookmark: _Toc106109474][bookmark: _Toc112766366][bookmark: _Toc113379282][bookmark: _Toc120091835][bookmark: _Toc120534752][bookmark: _Toc162617314]8.13.21.4	Abnormal Conditions
Void.
-------------------------------------------Next change-------------------------------------------
[bookmark: _Toc99056227][bookmark: _Toc99959160][bookmark: _Toc105612346][bookmark: _Toc106109562][bookmark: _Toc112766454][bookmark: _Toc113379370][bookmark: _Toc120091923][bookmark: _Toc120534840][bookmark: _Toc162617550]9.2.12.35	SRS INFORMATION RESERVATION NOTIFICATION 
This message is sent by the gNB-CU to notify the gNB-DU to reserve or release SRS resources in a Validity Area.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	-
	

	SRS Reservation Type
	M
	
	ENUMERATED(reserve, release, …)
	
	YES
	ignore

	SRS Information
	O
	
	Requested SRS Transmission Characteristics 9.3.1.175
	
	YES
	ignore

	Requested SRS Preconfiguration Characteristics List
	O
	
	9.3.1.340
	
	YES
	ignore






-------------------------------------------Next change-------------------------------------------
[bookmark: _Toc20956002][bookmark: _Toc29893128][bookmark: _Toc36557065][bookmark: _Toc45832585][bookmark: _Toc51763907][bookmark: _Toc64449079][bookmark: _Toc66289738][bookmark: _Toc74154851][bookmark: _Toc81383595][bookmark: _Toc88658229][bookmark: _Toc97911141][bookmark: _Toc99038965][bookmark: _Toc99731228][bookmark: _Toc105511363][bookmark: _Toc105927895][bookmark: _Toc106110435][bookmark: _Toc113835877][bookmark: _Toc120124733][bookmark: _Toc162617964][bookmark: _Hlk138199115][bookmark: historyclause]9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	AssociatedSessionID,
	BroadcastMRBs-FailedToBeModified-Item,
	BroadcastMRBs-FailedToBeSetup-Item,
>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<
-- **************************************************************
--
-- SRS Information Reservation Notification
--
-- **************************************************************

SRSInformationReservationNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ SRSInformationReservationNotificationIEs}},
	...
}

SRSInformationReservationNotificationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-SRSReservationType		CRITICALITY ignore	TYPE SRSReservationType			PRESENCE mandatory	}|
	{ ID id-SRSInformation			CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics				PRESENCE optional	}|
	{ ID id-RequestedSRSPreconfigurationCharacteristics-List	CRITICALITY ignore	TYPE RequestedSRSPreconfigurationCharacteristics-List				PRESENCE optional	},
	...
}
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