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[bookmark: _Toc139018169]<<<<<<<<<<<<<<<<<<<< Start of Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc113824905][bookmark: _Toc45107688][bookmark: _Toc98867963][bookmark: _Toc45901308][bookmark: _Toc66286427][bookmark: _Toc44497300][bookmark: _Toc51850387][bookmark: _Toc105174247][bookmark: _Toc88653594][bookmark: _Toc56693390][bookmark: _Toc106109084][bookmark: _Toc74151122][bookmark: _Toc20955050][bookmark: _Toc36555637][bookmark: _Toc155959561][bookmark: _Toc64446933][bookmark: _Toc29991237][bookmark: _Toc97903950]8.2.1.2	Successful Operation


[bookmark: _CRFigure8_2_1_21]Figure 8.2.1.2-1: Handover Preparation, successful operation
The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TXnRELOCprep.
-- unchanged part
If the Trace Activation IE is included in the HANDOVER REQUEST message which includes
-	the MDT Activation IE set to "Immediate MDT and Trace", then the target NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", the target NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the target NG-RAN node shall ignore the Interfaces To Trace IE, and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the target NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration IE and if the target NG-RAN node is a gNB receiving a MDT Configuration-EUTRA IE, or the target NG-RAN node is a ng-eNB receiving a MDT Configuration-NR IE, the target NG-RAN node shall store it as part of the UE context, and use it as described in TS 37.320 [43].
-	the MN only MDT collection IE, within the MDT Configuration IE, set to "MN Only", the NG-RAN node considers that the MDT Configuration-NR IE or the MDT Configuration-EUTRA IE is only applicable for Master Node if the UE is configured with MR-DC.
-- unchanged part
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc155959576][bookmark: _Toc45901323][bookmark: _Toc105174262][bookmark: _Toc29991252][bookmark: _Toc97903965][bookmark: _Toc66286442][bookmark: _Toc88653609][bookmark: _Toc64446948][bookmark: _Toc45107703][bookmark: _Toc113824920][bookmark: _Toc44497315][bookmark: _Toc74151137][bookmark: _Toc56693405][bookmark: _Toc51850402][bookmark: _Toc98867978][bookmark: _Toc20955065][bookmark: _Toc106109099][bookmark: _Toc36555652]8.2.4.2	Successful Operation


[bookmark: _CRFigure8_2_4_21]Figure 8.2.4.2-1: Retrieve UE Context, successful operation
The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node.
-- unchanged part
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message which includes
-	the MDT Activation IE set to "Immediate MDT and Trace", then the new NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", the new NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the target NG-RAN node shall ignore the Interfaces To Trace IE, and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, the new NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the new NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the new NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, the new NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration and if the new NG-RAN node is a gNB receiving a MDT Configuration-EUTRA IE, or the target NG-RAN node is a ng-eNB receiving a MDT Configuration-NR IE, the new NG-RAN node shall store it as part of the UE context, and use it as described in TS 37.320 [43].
-	the MN only MDT collection IE, within the MDT Configuration IE, set to "MN Only", the NG-RAN node consider that the MDT Configuration-NR IE or the MDT Configuration-EUTRA IE is only applicable for Master Node if the UE is configured with MR-DC.
-- unchanged part

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Hlk44449457][bookmark: _Toc45901790][bookmark: _Toc64447419][bookmark: _Toc45108170][bookmark: _Toc56693875][bookmark: _Toc113825494][bookmark: _Toc105174836][bookmark: _Toc97904437][bookmark: _Toc66286913][bookmark: _Toc88654081][bookmark: _Toc74151608][bookmark: _Toc106109673][bookmark: _Toc51850871][bookmark: _Toc44497783][bookmark: _Toc155960177][bookmark: _Toc98868551][bookmark: _Toc45652435][bookmark: _Toc112756890][bookmark: _Toc64446422][bookmark: _Toc99662372][bookmark: _Toc45720687][bookmark: _Toc45798565][bookmark: _Toc73982292][bookmark: _Toc106109243][bookmark: _Toc45658867][bookmark: _Toc99123567][bookmark: _Toc162973715][bookmark: _Toc88652381][bookmark: _Toc107409701][bookmark: _Toc105152439][bookmark: _Toc97891424][bookmark: _Toc105174245][bookmark: _Toc51746158][bookmark: _Toc45897954]9.2.3.125	MDT Configuration
The IE defines the MDT configuration parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MDT Configuration-NR
	O
	
	9.2.3.126
	
	–
	–

	MDT Configuration-EUTRA
	O
	
	9.2.3.127
	
	–
	–

	MN only MDT collection
	O
	
	ENUMERATED (MN Only, …)
	The indication to flexible control of the MDT data collection trigger.
	YES
	 ignore





	
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45108191][bookmark: _Toc64447440][bookmark: _Toc98868600][bookmark: _Toc44497804][bookmark: _Toc51850892][bookmark: _Toc113825545][bookmark: _Toc20955408][bookmark: _Toc97904462][bookmark: _Toc29991616][bookmark: _Toc88654106][bookmark: _Toc74151632][bookmark: _Toc105174886][bookmark: _Toc56693896][bookmark: _Toc66286934][bookmark: _Toc106109723][bookmark: _Toc36556019][bookmark: _Toc45901811][bookmark: _Toc155960266]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--unchange part
id-PDUSetQoSParameters,
	id-N6JitterInformation,
	id-ECNMarkingorCongestionInformationReportingRequest,
	id-TAISliceUnavailableCellList,
	id-MobileIABCell,
id-MN-only-MDT-collection,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
--unchange part
MDT-Configuration ::= SEQUENCE {
	mDT-Configuration-NR		MDT-Configuration-NR		OPTIONAL,
	mDT-Configuration-EUTRA		MDT-Configuration-EUTRA		OPTIONAL,
iE-Extensions		ProtocolExtensionContainer { { MDT-Configuration-ExtIEs} } OPTIONAL,
	...
}
MDT-Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-MN-only-MDT-collection	CRITICALITY ignore		TYPE MN-only-MDT-collection			PRESENCE optional },
	...
}

MN-only-MDT-collection ::= ENUMERATED {
	MN Only,
	...
}

[bookmark: _Toc64447442][bookmark: _Toc105174888][bookmark: _Toc113825547][bookmark: _Toc106109725][bookmark: _Toc74151634][bookmark: _Toc88654108][bookmark: _Toc29991618][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc66286936][bookmark: _Toc98868602][bookmark: _Toc56693898][bookmark: _Toc155960268][bookmark: _Toc20955410][bookmark: _Toc97904464][bookmark: _Toc36556021]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
--unchanged part
id-RegistrationRequestForDataCollection																ProtocolIE-ID ::= 460
id-ReportCharacteristicsForDataCollection															ProtocolIE-ID ::= 461
id-ReportingPeriodicityForDataCollection															ProtocolIE-ID ::= 462
id-NodeAssociatedInfoResult																			ProtocolIE-ID ::= 463
id-SLPositioning-Ranging-Services-Info																ProtocolIE-ID ::= 464
id-MN-only-MDT-collection	                                                    				 ProtocolIE-ID ::= XXX


END
-- ASN1STOP


<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
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