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	Reason for change:
	The current textual description of how to use PSCell List Container List refer to routing to only en-gNB is not correct.
Based on meeting minute RAN2#124 in R2-2313567: UE report all available NR RACH report based on request from LTE BS. 
It is RAN2’s understanding  the RA report retrieved by LTE BS could generated from an en-gNB or from a gNB. The current description limit the scope of target RAN node only relate to en-gNB is not correct and therefore need to be updated.
In addition, the IE name PSCell List Container List is misleading since the list not only includes PSCell but also include PCell.  
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has no impact since it only updates the textual description of Access and Mobility procedure and IE name of PSCell List Container List.

	
	

	Summary of change:
	1) Update IE name from PSCell List Container to NRCell List Container.
2) To replace en-gNB with NG-RAN node in the Text description of Access and Mobility Indication procedure.

	
	

	Consequences if not approved:
	The current textual description of PSCell List Container is not correct.
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[bookmark: _CRFigure8_3_16_21]Figure 8.3.16.2-1: Access and Mobility Indication. Successful operation – eNB-initiated


[bookmark: _MON_1753109647]
Figure 8.3.16.2-2: Access and Mobility Indication. Successful operation – eNB-initiated
The eNB initiates the procedure by sending the ACCESS AND MOBILITY INDICATION message sent to the en-gNB.
The eNB1 initiates the procedure by sending the ACCESS AND MOBILITY INDICATION message to the eNB2.
[bookmark: _Hlk135993196]If the PSNRCell List Container IE is included in the ACCESS AND MOBILITY INDICATION message, the eNB2 may use it to identify the en-gNBNG-RAN node to which the RA Report Container IE should be forwarded.
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This message is sent by the eNB to the eNB/en-gNB to transfer access and mobility related information.
Direction: eNB  en-gNB, eNB1  eNB2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NR RA Report List
	
	0..1
	
	
	YES
	ignore

	>NR RA Report List Item
	
	1 .. <maxnoofRAReports>
	
	
	EACH
	ignore

	>>NR RA Report Container
	M
	
	OCTET STRING
	Includes the ra-ReportList contained in the UEInformationResponse messageas defined in subclause 6.2.2 in TS 38.331 [31].
	–
	

	>>UE Assistant Identifier
	O
	
	en-gNB UE X2AP ID
9.2.100
	
	–
	

	>>NRPSCell List Container
	O
	
	OCTET STRING
	Includes the CellIdListNR IE as defined in subclause 6.2.2 in TS 36.331 [9].
	YES
	ignore
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