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	Reason for change:
	There are some editorial errors in Section 5.3 (copied as below)

INITIAL CONTEXT SETUP REQUEST	message:
-	the following IEs shall be ignored, when received:
-	Core Network Assistance Information for RRC INACTIVE IE
…
-	5G ProSe UE PC5 Aggregate Maximum Bit Rate IE
-	5G ProSe PC5 QoS Parameters IE-	RG Level Wireline Access Characteristics IE: the information given within this IE between the W-AGF and the AMF shall be stored in the UE context by the W-AGF as specified in TS 23.316 [6].
-	Notification Control IE included in the QoS Flow Level QoS Parameters IE
-	Alternative QoS Parameters Set List IE included in the QoS Flow Level QoS Parameters IE

The “5G ProSe PC5 QoS Parameters IE” is part of the IEs to be ignored, and it is incorrectlyed placed in the same bullet as RG Level Wireline Access Characteristics IE.
The Notification Control IE and Alternative QoS Parameters Set List IE are in the wrong place. They belong to “the following IEs shall be ignored, when received:”


	
	

	Summary of change:
	Move the bullet related to 5G ProSe PC5 QoS Parameters IE, Notification Control IE and Alternative QoS Parameters Set List IE to be part of “the following IEs shall be ignored, when received:”

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has no impact to any functionality.


	
	

	Consequences if not approved:
	Error remains in the specification.
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[bookmark: _Toc161903832][bookmark: _Toc20953286][bookmark: _Toc45830740][bookmark: _Toc51762191][bookmark: _Toc56516252][bookmark: _Toc81228384][bookmark: _Toc161903758][bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc81383596][bookmark: _Toc105927896][bookmark: _Toc66289739][bookmark: _Toc99731229][bookmark: _Toc113835878][bookmark: _Toc74154852][bookmark: _Toc88658230][bookmark: _Toc99038966][bookmark: _Toc105511364][bookmark: _Toc97911142][bookmark: _Toc120124734][bookmark: _Toc138796103][bookmark: _Toc64449080][bookmark: _Toc51763908][bookmark: _Toc106110436][bookmark: _Toc51763850][bookmark: _Toc45832570][bookmark: _Toc64449020][bookmark: _Toc106110307][bookmark: _Toc99731104][bookmark: _Toc105511235][bookmark: _Toc113835744][bookmark: _Toc66289679][bookmark: _Toc120124592][bookmark: _Toc81383536][bookmark: _Toc97911081][bookmark: _Toc99038841][bookmark: _Toc74154792][bookmark: _Toc88658169][bookmark: _Toc105927767][bookmark: _Toc121161592]5.3	Exceptions for NGAP message contents and information element coding when used for non-3GPP access 
For the NGAP messages transferred between the Non-3GPP access network node and the AMF, the following exceptions to the specification in TS 38.413 [2] shall be applied:
PDU SESSION RESOURCE SETUP REQUEST message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
-	UE Aggregate Maximum Bit Rate IE (except for non-trusted non-3GPP access, trusted non-3GPP access and trusted WLAN access as specified in TS 23.501 [3]).
-	Notification Control IE included in the QoS Flow Level QoS Parameters IE
-	Alternative QoS Parameters Set List IE included in the QoS Flow Level QoS Parameters IE
-	UE Slice Maximum Bit Rate List IE
PDU SESSION RESOURCE RELEASE COMMAND message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
PDU SESSION RESOURCE MODIFY REQUEST message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
-	Notification Control IE included in the QoS Flow Level QoS Parameters IE
-	Alternative QoS Parameters Set List IE included in the QoS Flow Level QoS Parameters IE
INITIAL CONTEXT SETUP REQUEST	message:
-	the following IEs shall be ignored, when received:
[bookmark: _Hlk509393909]-	Core Network Assistance Information for RRC INACTIVE IE
-	Trace Activation IE (except for non-trusted non-3GPP access as specified in TS 23.501 [3])
-	Mobility Restriction List IE
-	UE Radio Capability IE
-	Index to RAT/Frequency Selection Priority IE 
-	Emergency Fallback Indicator IE
-	RRC Inactive Transition Report Request IE
-	UE Radio Capability for Paging IE
-	Redirection for Voice EPS Fallback IE
-	Location Reporting Request Type IE
-	CN Assisted RAN Parameters Tuning IE
-	SRVCC Operation Possible IE
-	IAB Authorized IE
-	Enhanced Coverage Restriction IE
-	Extended Connected Time IE
-	UE Differentiation Information IE
-	NR V2X Services Authorized IE
-	LTE V2X Services Authorized IE
-	NR UE Sidelink Aggregate Maximum Bit Rate IE
-	LTE UE Sidelink Aggregate Maximum Bit Rate IE
-	PC5 QoS Parameters IE
-	CE-mode-B Restricted IE
-	UE User Plane CIoT Support Indicator IE
-	Management Based MDT PLMN List IE
-	UE Radio Capability ID IE
-	UE Aggregate Maximum Bit Rate IE (except for non-trusted non-3GPP access, trusted non-3GPP access and trusted WLAN access as specified in TS 23.501 [3])
-	UE Security Capabilities IE
-	Time Synchronisation Assistance Information IE
-	QMC Configuration Information IE
-	Target NSSAI Information IE
-	UE Slice Maximum Bit Rate List IE
-	5G ProSe Authorized IE
-	5G ProSe UE PC5 Aggregate Maximum Bit Rate IE
-	Network Controlled Repeater Authorized IE
-	Aerial UE Subscription Information IE
-	NR A2X Services Authorized IE
-	LTE A2X Services Authorized IE
-	NR A2X UE PC5 Aggregate Maximum Bit Rate IE
-	LTE A2X UE PC5 Aggregate Maximum Bit Rate IE
-	A2X PC5 QoS Parameters IE
-	Mobile IAB Authorized IE
-	5G ProSe PC5 QoS Parameters IE
-	Notification Control IE included in the QoS Flow Level QoS Parameters IE
-	Alternative QoS Parameters Set List IE included in the QoS Flow Level QoS Parameters IE
-	RG Level Wireline Access Characteristics IE: the information given within this IE between the W-AGF and the AMF shall be stored in the UE context by the W-AGF as specified in TS 23.316 [6].
-	Notification Control IE included in the QoS Flow Level QoS Parameters IE
-	Alternative QoS Parameters Set List IE included in the QoS Flow Level QoS Parameters IE
UE CONTEXT RELEASE COMPLETE message:
-	the following IEs shall be ignored, when received:
-	Information on Recommended Cells and RAN Nodes for Paging IE
-	Paging Assistance Data for CE Capable UE IE
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