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1. Overall Description:
[bookmark: _Hlk149836526][bookmark: _Hlk159195854]RAN3 thanks SA5 for their LS.

RAN3 evaluated carefully the two specifications and made the following observations with respect to TS 28.552 and TS 28.558:
1. TS 28.558 does not define M4 measurement
2. There seems to be a misalignment between the two specifications with respect to which entity performs the measurements, namely  In particular, RAN3 identified the following cases:
· The “Average delay DL air-interface” is measured by the gNB-DU in TS 28.552 and by NRCellCU (for non-split and 2-split scenario) and GNBCUUPFunction (for 3-split scenario) in TS 28.558.
· The “Average delay DL in gNB-DU” is measured by the gNB-DU in TS 28.552 and by NRCellCU (for non-split and 2-split scenario) and GNBCUUPFunction (for 3-split scenario) in TS 28.558.
· The “UL PDCP SDU Loss Rate” is measured by the GNBCUUPFunction and NRCellCU in TS 28.552 and by GNBCUUPFunction in TS 28.558.
3. The two specifications are structurally different and TS 28.558 includes S-TMSI UE identifier for every defined UE measurement definition.
It is RAN3’s understanding that S-TMSI identifier is not suitable to identify an MDT session. However, RAN3 expects that SA5’s intention is to not pose new requirements in the RAN with respect to the Measured UE Identifier, and that SA5’s intention is to maintain backwards compatibility by continued use of the TR/TRSR combination to identify Trace or MDT measurements. RAN3 awaits SA5’s feedback on this aspect.. 





2. Actions:
To SA5 : 	RAN3 would like to ask SA5 to add the missing M4 measurement in TS 28.558 and also correct possible misalignments between TS 28.558 and TS 28.552 with respect to the entity that performs the UE measurements. RAN3 would also like to ask SA5 to confirm the understanding that there is no need for new requirements in the RAN with respect to support of the Measured UE Identifier and that TR/TRSR will be used to identify the Trace/MDT sessions to the TCE for the MDT measurements in TS 28.558.
 
3. Dates of Next TSG-RAN WG3 Meetings:
TSG-RAN WG3 Meeting RAN3#125					19 - 23 August 2024							Maastricht , NL
TSG-RAN WG3 Meeting RAN3#125bis				14 - 18 October 2024							China




