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-----------------Start of the Changes-------------------
[bookmark: _Toc29991285][bookmark: _Toc20955098][bookmark: _Toc44497363][bookmark: _Toc97904013][bookmark: _Toc51850450][bookmark: _Toc64446996][bookmark: _Toc106109160][bookmark: _Toc98868039][bookmark: _Toc56693453][bookmark: _Toc155959637][bookmark: _Toc88653657][bookmark: _Toc36555685][bookmark: _Toc74151185][bookmark: _Toc45107751][bookmark: _Toc105174323][bookmark: _Toc66286490][bookmark: _Toc45901371][bookmark: _Toc113824981]8.3.4	S-NG-RAN node initiated S-NG-RAN node Modification
[bookmark: _CR8_3_4_1][bookmark: _Toc97904014][bookmark: _Toc45107752][bookmark: _Toc98868040][bookmark: _Toc51850451][bookmark: _Toc20955099][bookmark: _Toc56693454][bookmark: _Toc29991286][bookmark: _Toc155959638][bookmark: _Toc36555686][bookmark: _Toc66286491][bookmark: _Toc88653658][bookmark: _Toc45901372][bookmark: _Toc113824982][bookmark: _Toc44497364][bookmark: _Toc64446997][bookmark: _Toc105174324][bookmark: _Toc106109161][bookmark: _Toc74151186]8.3.4.1	General
This procedure is used by the S-NG-RAN node to modify the UE context in the S-NG-RAN node.
The procedure uses UE-associated signalling.
[bookmark: _CR8_3_4_2][bookmark: _Toc20955100][bookmark: _Toc51850452][bookmark: _Toc45107753][bookmark: _Toc44497365][bookmark: _Toc64446998][bookmark: _Toc66286492][bookmark: _Toc98868041][bookmark: _Toc105174325][bookmark: _Toc29991287][bookmark: _Toc97904015][bookmark: _Toc155959639][bookmark: _Toc113824983][bookmark: _Toc36555687][bookmark: _Toc56693455][bookmark: _Toc106109162][bookmark: _Toc45901373][bookmark: _Toc74151187][bookmark: _Toc88653659]8.3.4.2	Successful Operation


[bookmark: _CRFigure8_3_4_21]Figure 8.3.4.2-1: S-NG-RAN node initiated S-NG-RAN node Modification, successful operation.
The S-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUIRED message to the M-NG-RAN node.
When the S-NG-RAN node sends the S-NODE MODIFICATION REQUIRED message, it shall start the timer TXnDCoverall.
*// skip unchanged part //*
If the SPR availability in UE IE set to "spr-available" is included in the S-NODE MODIFICATION REQUIRED message, the M-NG-RAN node may consider that the UE has generated an SPR for a PSCell change, and may retrieve the SPR from the UE.
If the QMC Coordination Request IE is contained in the S-NODE MODIFICATION REQUIRED message, the M-NG-RAN node may use it to determine how to configure the management-based QoE measurements and reporting, as specified in TS 37.340 [8], and shall, if supported, include the QMC Coordination Response IE in the S-NODE MODIFICATION CONFIRM message.
If the CG-Config and CG-CandidateList are included in the S-NG-RAN node to M-NG-RAN node Container IE in the S-NODE MODIFICATION REQUIRED message, the M-NG-RAN node shall, if supported, use it for the purpose of intra-SN S-CPAC preparation in MN RRC format.
Interaction with the M-NG-RAN node initiated S-NG-RAN node Modification Preparation procedure:
If applicable, as specified in TS 37.340 [8], the S-NG-RAN node may receive, after having initiated the S-NG-RAN node initiated S-NG-RAN node Modification procedure, the S-NODE MODIFICATION REQUEST message including the measGapConfig contained in the CG-ConfigInfo message as defined in TS 38.331 [10] within the M-NG-RAN node to S-NG-RAN node Container IE.
If applicable, the S-NG-RAN node may receive, after having initiated the S-NG-RAN node initiated S-NG-RAN node Modification procedure, the S-NODE MODIFICATION REQUEST message including the SN triggered IE.
----------------Next Change-------------------
[bookmark: _Toc45901512][bookmark: _Toc113825166][bookmark: _Toc64447137][bookmark: _Toc88653798][bookmark: _Toc44497504][bookmark: _Toc66286631][bookmark: _Toc36555794][bookmark: _Toc155959836][bookmark: _Toc51850591][bookmark: _Toc106109345][bookmark: _Toc56693594][bookmark: _Toc29991394][bookmark: _Toc45107892][bookmark: _Toc98868224][bookmark: _Toc20955199][bookmark: _Toc74151326][bookmark: _Toc97904154][bookmark: _Toc105174508]9.1.2.8	S-NODE MODIFICATION REQUIRED
This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	PDU Session Resources To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Required Info – SN terminated IE
nor the
PDU Session Resource Modification Required Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.4.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Modification Required Info – SN terminated
	O
	
	9.2.1.20
	
	–
	

	>>PDU Session Resource Modification Required Info – MN terminated
	O
	
	9.2.1.22
	
	–
	

	PDU Session Resources To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Released Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>PDU sessions to be released List – SN terminated
	O
	
	PDU Session List with data forwarding request info
9.2.1.24
	
	–
	

	>PDU sessions to be released List – MN terminated
	O
	
	PDU Session List with Cause
9.2.1.26
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3]Includes the CG-Config message or the CG-CandidateList message or both as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Spare DRB IDs
	O
	
	DRB List
9.2.1.29
	Indicates the list of unnecessary DRB IDs that had been used by the S-NG-RAN node.
	YES
	ignore

	Required Number of DRB IDs
	O
	
	Number of DRB IDs
9.2.3.78
	Indicates the number of DRB IDs that the S-NG-RAN node requests more.
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID
9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	This IE is not used in this version of the specification.
	YES
	ignore

	Release fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	This IE is not used in this version of the specification.
	YES
	ignore

	SCG Indicator
	O
	
	ENUMERATED(released,...)
	
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.3.151
	
	YES
	ignore

	SCG Activation Request
	O
	
	9.2.3.154
	
	YES
	ignore

	CPAC Information Required
	O
	
	
	This IE may be sent from the candidate SN.
	YES
	ignore

	>Candidate PSCell List
	
	1
	
	Indicates the full list of candidate PSCells prepared at the candidate S-NG-RAN node.
	–
	

	>>Candidate PSCell Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	>>>S-CPAC Complete Configuration Indicator
	O
	
	Complete Configuration Indicator
9.2.3.194
	
	YES
	ignore

	SCG Reconfiguration Notification
	O
	
	ENUMERATED (executed, ..., executed-deleted, deleted)
	
	YES
	ignore

	SPR availability in UE
	O
	
	ENUMERATED (spr-available, …)
	Indicates if an SPR is available in the UE.
	YES
	ignore

	QMC Coordination Request
	O
	
	9.2.3.197
	This IE contains information for managing configuration and reporting of one or more QoE and/or RAN visible QoE measurements at the S-NG-RAN node that requests modification.
	YES
	ignore

	Source SN to Target SN QMC Information
	O
	
	QMC Configuration Information
9.2.3.156
	This IE contains S-NG-RAN node-related QMC Configuration Information to be forwarded to the target S-NG-RAN node.
	YES
	ignore

	S-CPAC Request
	O
	
	ENUMERATED (initiation, ...)
	Indicates that SN modification is for S-CPAC preparation. This IE may be sent from the source SN.
	YES
	reject



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no, of PSCell candidate. Value is 8



-----------------End of the Change-------------------

M-NG-RAN node
S-NG-RAN node
S-NODE MODIFICATION REQUIRED
S-NODE MODIFICATION CONFIRM



image1.emf
M-NG-RAN node S-NG-RAN node

S-NODE MODIFICATION REQUIRED

S-NODE MODIFICATION CONFIRM


