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[bookmark: _Toc20955504][bookmark: _Toc29460930][bookmark: _Toc29505662][bookmark: _Toc36556187][bookmark: _Toc45881626][bookmark: _Toc51852260][bookmark: _Toc56620211][bookmark: _Toc64447851][bookmark: _Toc74152626][bookmark: _Toc88656051][bookmark: _Toc88657110][bookmark: _Toc105657093][bookmark: _Toc106108474][bookmark: _Toc112687567][bookmark: _Toc162517973]8.3.3.1	General
The purpose of the Bearer Context Modification Required procedure is to allow the gNB-CU-UP to modify a bearer context (e.g., due to local problems) and inform the gNB-CU-CP. The procedure uses UE-associated signalling.
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Figure 8.3.3.2-1: Bearer Context Modification Required procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending the BEARER CONTEXT MODIFICATION REQUIRED message to the gNB-CU-CP. The gNB-CU-CP replies with the BEARER CONTEXT MODIFICATION CONFIRM message.
If the S1 DL UP Transport Layer Information IE or the NG DL UP Transport Layer Information IE or the Redundant NG DL UP Transport Layer Information IE is contained in the BEARER CONTEXT MODIFICATION REQUIRED message, the gNB-CU-CP shall update the corresponding information. 
If the gNB-CU-UP Cell Group Related Configuration IE is contained in the DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUIRED message, the gNB-CU-CP shall try to change the cell group related configuration accordingly. If the gNB-CU-CP is not able to update the requested cell group related configuration, it shall include the Cell Group Information IE with the current cell group configuration in the DRB Modified List IE in the BEARER CONTEXT MODIFICATION CONFIRM message.
[bookmark: _Toc20955506][bookmark: _Toc29460932][bookmark: _Toc29505664][bookmark: _Toc36556189][bookmark: _Toc45881628][bookmark: _Toc51852262][bookmark: _Toc56620213][bookmark: _Toc64447853][bookmark: _Toc74152628][bookmark: _Toc88656053][bookmark: _Toc88657112][bookmark: _Toc105657095][bookmark: _Toc106108476][bookmark: _Toc112687569][bookmark: _Toc162517975]If the GTP-U Report Session IE or the GTP-U Report DRB List IE is contained in the BEARER CONTEXT MODIFICATION REQUIRED message, the gNB-CU-CP shall determine the cause of the report(s) and handle it accordingly.
8.3.3.3	Abnormal Conditions
Not applicable.
///////////////////////////////////////////////////////////////////////skip unrelated///////////////////////////////////////////////////////////////////////
[bookmark: _Toc105657173][bookmark: _Toc106108554][bookmark: _Toc112687647][bookmark: _Toc162518053]8.6.1.3	BC Bearer Context Modification Required
[bookmark: _Toc105657174][bookmark: _Toc106108555][bookmark: _Toc112687648][bookmark: _Toc162518054]8.6.1.3.1	General
The purpose of the gNB-CU-UP initiated BC Bearer Context Modification Required procedure is to allow the gNB-CU-UP to request the gNB-CU-CP to initiate the modification MBS session resources for a broadcast MBS session and inform the gNB-CU-CP. The procedure uses MBS-associated signalling.
[bookmark: _Toc105657175][bookmark: _Toc106108556][bookmark: _Toc112687649][bookmark: _Toc162518055]8.6.1.3.2	Successful Operation


Figure 8.6.1.3.2-1: BC Bearer Context Modification Required procedure, gNB-CU-UP initiated: Successful Operation.
The gNB-CU-UP initiates the procedure by sending the BC BEARER CONTEXT MODIFICATION REQUIRED message to the gNB-CU-CP. The gNB-CU-CP replies to the gNB-CU-UP with the BC BEARER CONTEXT MODIFICATION CONFIRM message.
[bookmark: _Toc105657176][bookmark: _Toc106108557][bookmark: _Toc112687650][bookmark: _Toc162518056]If the GTP-U Report Session IE or the GTP-U Report BC MRB List IE is contained in the BC BEARER CONTEXT MODIFICATION REQUIRED message, the gNB-CU-CP shall determine the cause of the report(s) and handle it accordingly.
8.6.1.3.3	Abnormal Conditions
void.
///////////////////////////////////////////////////////////////////////skip unrelated///////////////////////////////////////////////////////////////////////
[bookmark: _Toc105657196][bookmark: _Toc106108577][bookmark: _Toc112687670][bookmark: _Toc162518076]8.6.2.3	MC Bearer Context Modification Required (gNB-CU-UP initiated) 
[bookmark: _Toc105657197][bookmark: _Toc106108578][bookmark: _Toc112687671][bookmark: _Toc162518077]8.6.2.3.1	General
The purpose of the gNB-CU-UP initiated MC Bearer Context Modification Required procedure is to allow the gNB-CU-UP to request the gNB-CU-CP to initiate the modification of MBS session resources for a multicast MBS session and inform the gNB-CU-CP. The procedure uses MBS-associated signalling.
[bookmark: _Toc105657198][bookmark: _Toc106108579][bookmark: _Toc112687672][bookmark: _Toc162518078]8.6.2.3.2	Successful Operation


Figure 8.6.2.3.2-1: MC Bearer Context Modification Required procedure, gNB-CU-UP initiated: Successful Operation.
The gNB-CU-UP initiates the procedure by sending the MC BEARER CONTEXT MODIFICATION REQUIRED message to the gNB-CU-CP. The gNB-CU-CP replies to the gNB-CU-UP with the MC BEARER CONTEXT MODIFICATION CONFIRM message.
[bookmark: _Toc105657199][bookmark: _Toc106108580]If the MC Forwarding Resource Release Indication IE is contained in the MC BEARER CONTEXT MODIFICATION REQUIRED message, the gNB-CU-CP shall, if supported, assume that the indicated MC Forwarding Resource was released by the gNB-CU-UP.
[bookmark: _Toc112687673][bookmark: _Toc162518079]If the GTP-U Report Session IE or the GTP-U Report IE is contained in the MC BEARER CONTEXT MODIFICATION REQUIRED message, the gNB-CU-CP shall determine the cause of the report(s) and handle it accordingly.
8.6.2.3.3	Abnormal Conditions
void
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This IE contains GTP-U reports concerning a given GTP-U tunnel.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Local UP TNL Info
	M
	
	UP Transport Layer Information
9.3.2.1
	The IP address and TEID at the side from which the report is originated.

	UP Path Failure Report
	O
	
	
	

	>Remote GTP-U Peer
	M
	
	Transport Layer Address
9.3.2.4
	[bookmark: OLE_LINK42][bookmark: OLE_LINK43][bookmark: OLE_LINK44]The failure occurs between this address and the node originating this report.
[bookmark: OLE_LINK45][bookmark: OLE_LINK46]Shall not be used in IE groups for a session.

	UP Path Recovery Report
	O
	
	
	

	>Remote GTP-U Peer
	M
	
	Transport Layer Address
9.3.2.4
	The failure between this address and the node originating this report has recovered.
Shall not be used in IE groups for a session.

	Error Indication Report
	O
	
	
	

	>Remote UP TNL Info
	M
	
	UP Transport Layer Information
9.3.2.1
	The GTP-U Error Indication is sent from this address and indicating this GTP-U TEID.
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This IE contains GTP-U reports concerning a Session.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	GTP-U Report DRB Item
	
	1..<maxnoofNGUTNLInformation>
	
	

	>GTP-U Report
	M
	
	9.3.2.x1
	



	Range bound
	Explanation

	maxnoofNGUTNLInformation
	Maximum no. of NG-U Information allowed towards one Session, the maximum value is 2.



9.3.2.x3	GTP-U Report DRB
This IE contains GTP-U reports concerning a DRB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	GTP-U Report DRB Item
	
	1..<maxnoofUPParameters>
	
	

	>Cell Group ID
	M
	
	INTEGER
(0..3, …)
	This IE corresponds to information provided in the CellGroupId IE as defined in TS 38.331 [10] (0=MCG, 1=SCG). In this version of the specification, values “2” and “3” are not used.
For E-UTRA Cell Groups, the same encoding is used as for NR Cell Groups.
NOTE: There is no corresponding IE defined in TS 36.331 [33].

	>GTP-U Report
	M
	
	9.3.2.x1
	



	Range bound
	Explanation

	maxnoofUPParameters
	Maximum no. of UP parameters (e.g., GTP tunnels) for a DRB. Value is 8.



9.3.2.x4	GTP-U Report BC MRB
This IE contains GTP-U reports concerning a BC MRB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	GTP-U Report BC MRB Item
	
	1..<maxnoofDUs>
	
	

	>Broadcast F1-U Context ReferenceE1
	M
	
	9.3.1.139a
	

	>GTP-U Report
	M
	
	9.3.2.x1
	



	Range bound
	Explanation

	maxnoofDUs
	Maximum no. of DUs in a RAN node. Value is 512.



///////////////////////////////////////////////////////////////////////skip unrelated///////////////////////////////////////////////////////////////////////
9.3.3.23	PDU Session Resource Required To Modify List
This IE contains PDU session resource to modify related information used at Bearer Context Modification Required
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resource Required To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	

	>PDU Session ID
	M
	
	9.3.1.21
	
	-
	

	>NG DL UP Transport Layer Information
	O
	
	UP Transport Layer Information 
9.3.2.1
	
	-
	

	>DRB To Modify List
	
	0.. 1
	
	
	-
	

	>>DRB To Modify Item
	
	1..<maxnoofDRBs>
	
	
	-
	

	>>>DRB ID
	M
	
	9.3.1.16
	
	-
	

	>>>gNB-CU-UP Cell Group Related Configuration
	O
	
	9.3.1.34
	
	-
	

	>>>Flow To Remove
	O
	
	QoS Flow List
9.3.1.12
	
	-
	

	>>>Cause
	O
	
	9.3.1.2
	
	-
	

	>>>GTP-U Report DRB
	O
	
	9.3.2.x3
	
	YES
	reject

	>DRB To Remove List
	
	0.. 1
	
	
	-
	

	>>DRB To Remove Item
	
	1..<maxnoofDRBs>
	
	
	-
	

	>>>DRB ID
	M
	
	9.3.1.16
	
	-
	

	>>>Cause
	M
	
	9.3.1.2
	
	-
	

	>Redundant NG DL UP Transport Layer Information
	O
	
	UP Transport Layer Information
9.3.2.1
	
	YES
	ignore

	>GTP-U Report Session
	O
	
	9.3.2.x2
	For the NG-U tunnel.
	YES
	reject



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource
	Maximum no. of PDU Sessions for a UE. Value is 256.



///////////////////////////////////////////////////////////////////////skip unrelated///////////////////////////////////////////////////////////////////////
9.3.3.30	BC Bearer Context To Modify Required
This IE contains MBS session resource related information used to request BC Bearer Context Modification.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	BC MRB To Remove List Required
	
	0..<maxnoofMRBs>
	
	
	-
	

	>MRB ID
	M
	
	9.3.1.16a
	
	-
	

	BC MRB To Modify Required List
	
	0..<maxnoofMRBs>
	
	
	YES
	reject

	>MRB ID
	M
	
	9.3.1.16a
	
	-
	

	>GTP-U Report BC MRB
	O
	
	9.3.2.x4
	
	-
	

	GTP-U Report
	O
	
	9.3.2.x1
	For the N3mb tunnel.
	YES
	reject



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for one MBS Session. Value is 32.

	maxnoofDUs
	Maximum no. of DUs in a RAN node. Value is 512.



[bookmark: _Toc105657465][bookmark: _Toc106108846][bookmark: _Toc112687949][bookmark: _Toc162518369]///////////////////////////////////////////////////////////////////////skip unrelated///////////////////////////////////////////////////////////////////////
9.3.3.36	MC Bearer Context To Modify Required
This IE contains MBS session resource related information used to request MC Bearer Context Modification.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Multicast F1-U Context Descriptor
	C-ifRemoved
	
	9.3.1.125
	
	-
	

	MC MRB To Remove List Required
	
	0..<maxnoofMRBs>
	
	
	-
	

	>MRB ID
	M
	
	9.3.1.16a
	
	-
	

	MC MRB To Modify List Required
	
	0..<maxnoofMRBs>
	
	
	-
	

	>MRB ID
	M
	
	9.3.1.16a
	
	-
	

	>MBS PDCP COUNT
	O
	
	9.3.1.35a
	
	-
	

	>GTP-U Report
	O
	
	9.3.2.x1
	
	YES
	reject

	MC Forwarding Resource Release Indication
	O
	
	9.3.1.138
	Indicates the release of an MC Forwarding Resource
	YES
	ignore

	GTP-U Report
	O
	
	9.3.2.x1
	For the N3mb tunnel.
	YES
	reject



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for one MBS Session. Value is 32.



	Condition
	Explanation

	ifRemoved
	This IE shall be present if either the MC MRB To Remove List Required IE is included.
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[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc88656307][bookmark: _Toc88657366][bookmark: _Toc105657472][bookmark: _Toc106108853][bookmark: _Toc112687956][bookmark: _Toc162518380]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////
	id-BC-MRB-ToModifyRequired-List,
	id-GTP-U-Report,
	id-GTP-U-ReportSession,
	id-GTP-U-ReportDRB,
//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

-- B

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

-- BCBearerContextToModifyRequired

BCBearerContextToModifyRequired ::= SEQUENCE {
	bcMRBToRemoveList	BCMRBRemoveConfiguration			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {BCBearerContextToModifyRequired-ExtIEs} }	OPTIONAL,
	...
}

BCBearerContextToModifyRequired-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-BC-MRB-ToModifyRequired-List			CRITICALITY reject	EXTENSION	BC-MRB-ToModifyRequired-List	PRESENCE optional	}|
	{ ID id-GTP-U-ReportSession						CRITICALITY reject	EXTENSION	GTP-U-Report						PRESENCE optional	},
	...
}

BC-MRB-ToModifyRequired-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF BC-MRB-ToModifyRequired-Item

BC-MRB-ToModifyRequired-Item ::= SEQUENCE {
	mrb-ID								MRB-ID,
	gTP-U-ReportBC-MRB					GTP-U-ReportBC-MRB								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {BC-MRB-ToModifyRequired-Item-ExtIEs} }	OPTIONAL,
	...
}

BC-MRB-ToModifyRequired-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

-- D

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

DRB-Required-To-Modify-List-NG-RAN ::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Required-To-Modify-Item-NG-RAN

DRB-Required-To-Modify-Item-NG-RAN	::=	SEQUENCE {
	dRB-ID									DRB-ID,
	gNB-CU-UP-CellGroupRelatedConfiguration	GNB-CU-UP-CellGroupRelatedConfiguration		OPTIONAL,
	flow-To-Remove							QoS-Flow-List								OPTIONAL,
	cause									Cause		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { DRB-Required-To-Modify-Item-NG-RAN-ExtIEs } }	OPTIONAL,
	...
}

DRB-Required-To-Modify-Item-NG-RAN-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-GTP-U-ReportDRB							CRITICALITY reject	EXTENSION	GTP-U-ReportDRB			PRESENCE optional	},
	...
}

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

-- G

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

GTP-U-Report ::= SEQUENCE {
	localUP-TNL-Info					UP-TNL-Information,
	uP-PathFailureReport				UP-PathFailureReport					OPTIONAL,
	uP-PathRecoveryReport				UP-PathRecoveryReport					OPTIONAL,
	errorIndicationReport				ErrorIndicationReport					OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {GTP-U-Report-ExtIEs} } OPTIONAL,
	...
}

GTP-U-Report-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

UP-PathFailureReport ::= SEQUENCE {
	remoteGTP-U-Peer					TransportLayerAddress,
	iE-Extensions						ProtocolExtensionContainer { {UP-PathFailureReport-ExtIEs} } OPTIONAL,
	...
}

UP-PathFailureReport-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

UP-PathRecoveryReport ::= SEQUENCE {
	remoteGTP-U-Peer					TransportLayerAddress,
	iE-Extensions						ProtocolExtensionContainer { {UP-PathRecoveryReport-ExtIEs} } OPTIONAL,
	...
}

UP-PathRecoveryReport-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

ErrorIndicationReport ::= SEQUENCE {
	remoteUP-TNL-Info					UP-TNL-Information,
	iE-Extensions						ProtocolExtensionContainer { {ErrorIndicationReport-ExtIEs} } OPTIONAL,
	...
}

ErrorIndicationReport-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

GTP-U-ReportBC-MRB ::= SEQUENCE (SIZE(1..maxnoofDUs)) OF GTP-U-ReportBC-MRB-Item

GTP-U-ReportBC-MRB-Item ::= SEQUENCE {
	broadcastF1U-ContextReferenceE1				BroadcastF1U-ContextReferenceE1,
	gTP-U-Report								GTP-U-Report,
	iE-Extensions				ProtocolExtensionContainer { {GTP-U-ReportBC-MRB-Item-ExtIEs } }	OPTIONAL
}

GTP-U-ReportBC-MRB-Item-ExtIEs	E1AP-PROTOCOL-EXTENSION ::= {
	...
}

GTP-U-ReportDRB ::= SEQUENCE (SIZE(1.. maxnoofUPParameters)) OF GTP-U-ReportDRB-Item

GTP-U-ReportDRB-Item ::= SEQUENCE {
	cell-Group-ID				Cell-Group-ID,
	gTP-U-Report				GTP-U-Report,
	iE-Extensions				ProtocolExtensionContainer { {GTP-U-ReportDRB-Item-ExtIEs } }	OPTIONAL
}

GTP-U-ReportDRB-Item-ExtIEs	E1AP-PROTOCOL-EXTENSION ::= {
	...
}

GTP-U-ReportSession ::= SEQUENCE (SIZE(1..maxnoofNGUTNLInformation)) OF GTP-U-ReportSession-Item

GTP-U-ReportSession-Item ::= SEQUENCE {
	gTP-U-Report				GTP-U-Report,
	iE-Extensions				ProtocolExtensionContainer { {GTP-U-ReportSession-Item-ExtIEs } }	OPTIONAL
}

GTP-U-ReportSession-Item-ExtIEs	E1AP-PROTOCOL-EXTENSION ::= {
	...
}

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

-- M

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

-- MCBearerContextToModifyRequired

MCBearerContextToModifyRequired ::= SEQUENCE {
	mbsMulticastF1UContextDescriptor					MBSMulticastF1UContextDescriptor				OPTIONAL,
-- This IE shall be present if either the MC MRB To Remove List Required IE is included.
	mcMRBToRemoveRequiredList						MCMRBRemoveConfiguration						OPTIONAL,
	mcMRBToModifyRequiredList						MCMRBModifyRequiredConfiguration				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {MCBearerContextToModifyRequired-ExtIEs} }	OPTIONAL,
	...
}

MCBearerContextToModifyRequired-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	{ID id-MCForwardingResourceReleaseIndication	CRITICALITY ignore	EXTENSION MCForwardingResourceReleaseIndication		PRESENCE optional}|
	{ID id-GTP-U-ReportSession						CRITICALITY reject	EXTENSION GTP-U-Report											PRESENCE optional	},
	...
}

MCMRBModifyRequiredConfiguration ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF MCMRBModifyRequiredConfiguration-Item

MCMRBModifyRequiredConfiguration-Item ::= SEQUENCE {
	mrb-ID							MRB-ID,
	mBS-PDCP-COUNT					MBS-PDCP-COUNT															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MCMRBModifyRequiredConfiguration-Item-ExtIEs} }	OPTIONAL,
	...
}

MCMRBModifyRequiredConfiguration-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	{ID id-GTP-U-Report								CRITICALITY reject	EXTENSION GTP-U-Report											PRESENCE optional	},
	...
}

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

-- P

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

PDU-Session-Resource-Required-To-Modify-List	::= SEQUENCE (SIZE(1.. maxnoofPDUSessionResource)) OF PDU-Session-Resource-Required-To-Modify-Item

PDU-Session-Resource-Required-To-Modify-Item	::=	SEQUENCE {
	pDU-Session-ID							PDU-Session-ID,
	nG-DL-UP-TNL-Information				UP-TNL-Information						OPTIONAL,
	dRB-Required-To-Modify-List-NG-RAN		DRB-Required-To-Modify-List-NG-RAN		OPTIONAL,
	dRB-Required-To-Remove-List-NG-RAN				DRB-Required-To-Remove-List-NG-RAN				OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer	{ { PDU-Session-Resource-Required-To-Modify-Item-ExtIEs } }	OPTIONAL,
	...
}

PDU-Session-Resource-Required-To-Modify-Item-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-redundant-nG-DL-UP-TNL-Information		CRITICALITY ignore	EXTENSION 	UP-TNL-Information	PRESENCE optional	}|
	{ ID id-GTP-U-ReportSession						CRITICALITY reject	EXTENSION	GTP-U-Report			PRESENCE optional	},
	...
}	
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9.4.7	Constant Definitions
//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

-- **************************************************************
--
-- Lists
--
-- **************************************************************

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////
maxnoofNGUTNLInformation					INTEGER ::= 2

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

//////////////////////////////////////////////////////////////////skip unrelated//////////////////////////////////////////////////////////////////

-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-BC-MRB-ToModifyRequired-List									ProtocolIE-ID ::=
id-GTP-U-Report													ProtocolIE-ID ::=
id-GTP-U-ReportSession											ProtocolIE-ID ::=
id-GTP-U-ReportDRB												ProtocolIE-ID ::=

//////////////////////////////////////////////////////////////////end//////////////////////////////////////////////////////////////////
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