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Abstract of the contribution: This contribution proposes evaluation and conclusion for the KI#3 in the study of FS_VMR_Ph2.  
1. Proposal
It is proposed to accept the following changes to TR 23.700-45.
FIRST CHANGE

7.x
Key Issue #3: Control of UE's access to 5GS via a wireless access backhaul
Solution #1, #6, #7 are proposed to address Key Issue #3, Control of UE's access to 5GS via a wireless access backhaul.
Solution #1 describes that CAG enhanced developed for rel-18 mobile IAB/MBSR is re-used to control the UE access for MWAB cell.
Solution #6 describes the re-use of CAG mechanism developed for PNI-NPN to control the UE access to MWAB cell. The CAG information provision in subscription data covers the roaming case as well.
Solution #7 indicates the possibility of MWAB-gNB connects to SNPN. If the SNPN is pure formulated with the MWAB-gNB, the control of the UE access can be based on SNPN Identifier/GIN. If the SNPN is mixed with MWAB-gNB and normal gNB, the control of the UE access can also be based on SNPN/GIN if the entire SNPN is for local access only.
Second CHANGE

8.3
KI#3: Control of UE's access to 5GS via a wireless access backhaul Conclusion

The following aspects are taken as way forward during normative work:
-
Existing CAG mechanism developed for PNI-NPN can be applied to control the UE access to MWAB cell if it’s connected to PLMN of an MNO.

-
For SNPN case, the SNPN identifier/GIN may be used to control the UE access to entire SNPN.
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