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[bookmark: _Toc493487903]FIRST CHANGE

[bookmark: _Toc162424609]5.2.6.11.2	Nnef_ServiceParameter_Create operation
Service operation name: Nnef_ServiceParameter_Create
Description: The consumer stores service specific parameters in the UDR via the NEF.
Inputs, Required: Service Descriptor (e.g. the combination of DNN and S-NSSAI, an AF-Service-Identifier or an External Application Identifier)
Inputs, Optional: Service Parameters and Target UE identifiers (e.g. the address (IP or Ethernet) of the UE if available, GPSI if available, External Group Identifier if available, Application Layer ID if available), "PLMN ID(s) of inbound roamers", subscribedEvents, notificationDestination.
If this service operation is used by AF to provision Application Layer ID and GPSI mapping for Ranging/SL Positioning defined in TS 23.586 [88], both GPSI and Application Layer ID shall be present.
If identifiers of target UE(s) or a group of UEs or "PLMN ID(s) of inbound roamers" are not provided, then the Service Parameters shall correspond to any UEs of the PLMN of the NEF using the service identified by the Service Description.
Outputs, Required: Transaction Reference ID, operation execution result indication.
Outputs, Optional: None.
[bookmark: _CR5_2_6_11_3]
Next CHANGE

[bookmark: _Toc20204564][bookmark: _Toc27895264][bookmark: _Toc36192362][bookmark: _Toc45193475][bookmark: _Toc47593107][bookmark: _Toc51835194][bookmark: _Toc162424610]5.2.6.11.3	Nnef_ServiceParameter_Update operation
Service operation name: Nnef_ServiceParameter_Update
Description: The consumer updates service specific parameters in the UDR via the NEF.
Inputs, Required: Service Descriptor (e.g. the combination of DNN and S-NSSAI, an AF-Service-Identifier or an External Application Identifier), Transaction Reference ID.
Inputs, Optional: Service Parameters and Target UE identifiers (e.g. the address (IP or Ethernet) of the UE if available, GPSI if available, External Group Identifier if available, Application Layer ID if available), or "PLMN ID(s) of inbound roamers".
If this service operation is used by AF to provision Application Layer ID and GPSI mapping for Ranging/SL Positioning defined in TS 23.586 [88], both GPSI and Application Layer ID shall be present.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.

END OF CHANGES



