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1	Overall description
SA2 is progressing a study related to the requirements available in clause 26a and its subclauses of TS 22.101. 

SA2 discussed the following requirements in clause 26a.2.1 in TS 22.101: 
-	"User Identifier shall be independent of existing identifiers relating to subscription (e.g. IMSI, MSISDN, IMPI, IMPU, SUPI, GPSI).";
-	"The 3GPP system shall be able to take User Identity specific service settings and parameters into account when delivering a service."; and
-	"Those shall include network parameters (e.g. QoS parameters), IMS service (e.g. MMTEL supplementary services) and operator deployed service chain settings."

SA2 would like to ask the following questions:

Question 1: SA2 assumes that MSISDN and IMPUs are still used for SMS and IMS communication, can SA1 confirm the SA2 understanding?

SA2 assumes that IMS supplementary services and IMS deregister can be used to avoid MT IMS services for a logged-ut user. However, for a new user logging-in, SA2 assumes SA3 will need to enable a secure IMS registration for the logged-in user that cannot access the UICC applications in the UE.

Question 2: Can SA3 confirm that SA3 will enable a secure IMS registration for the logged-in user that cannot access the UICC applications in the UE?

Question 3: Considering the limited details of the service requirements related to SMS and IMS services, SA2 seek for clarifications on what service requirements and logic is assumed to be changed or possible to be changed when different human users are actively using a UE?

Question 4: What does SA1 mean with the “independent of existing identifiers” in the above mentioned requirement?

Question 5: What are the requirements related to different 3GPP systems, e.g., should the UID service only be supported in 5GS, or should it also be supported in EPS? Should the service be supported when roaming?
2	Actions
To SA1
ACTION: SA2 kindly asks SA1 to provide answers to the above questions number 1, 3, 4 and 5.
To SA3
ACTION: SA2 kindly asks SA3 to provide answer to the question number 2.
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