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Abstract of the contribution: This contribution proposes evaluation and conclusion for the KI#5 in the study of FS_VMR_Ph2.  
1. Proposal
It is proposed to accept the following changes to TR 23.700-45.
FIRST CHANGE

8.5
KI#5: Support of location services for UEs when MWAB(s) is involved Conclusion

The following aspects are taken as way forward during normative work:
-
Existing principles (e.g. the two options for LMF to retrieve the MWAB location either via NRPPa procedure or via GMLC) is re-used for UE location service when MWAB is involved as described in sol#11.

-
The LMF may receive the information of MWAB involvement indication (e.g. additional ULI) from the AMF in LCS request if the AMF 
is configured to do so. Optionally, the LMF may check the MWAB involvement based on the cell ID provided by the AMF e.g. 
the LMF can determine that the UE is served by a MWAB cell based on the information it stores for the Cell ID (e.g. based on TRP info exchange or other means like the determination the gNB-ID is a MWAB based on its value being part of a range allocated by the PLMN OAM). 
-

-
The MWAB-gNB may provide to the AMF additional ULI if it is configured to do so. The additional ULI is :
- 
TAC/Cell Id of the cell serving the MWAB-UE if the PLMN serving the MWAB-UE and the PLMN broadcasted by the MWAB-gNB are the same PLMN.
- 
one of the following based on further normative phase decision if the PLMN serving the MWAB-UE and the PLMN broadcasted by the MWAB-gNB are not the same PLMN:
- option 1: mapped TAC/Cell ID based on geo-location of the MWAB based on input from OAM.
- option 2: geo-location of the MWAB.

- option 3: TAI/Cell ID of the cell serving the MWAB-UE in other PLMN.
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�We think this is not needed really so at most it can be configurable at AMF to send this indications.


�We think this is not needed really so at most it can be configurable at AMF to send this indications.





3GPP

SA WG2 TD


