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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1:
presented to TSG for information;

2:
presented to TSG for approval;

3:
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

This document describes the different cases of interaction between an Identity Module (GSM-SIM or a 3G-UICC) and a GSM or 3G mobile equipment with a special focus on the diverse situations that can apply in a mixed 2G/3G network environment. 

The related information is provided in the Rel-7 version of 3GPP TR 31.900 [9].
1
Scope

The present document describes

-
the different cases of interworking between a 2G or 3G ICC and a 2G or 3G ME.

-
the different cases of interworking between any given ME/ICC combination and the rest of the network

-
the possibilities of interworking between a SIM and a USIM together on a single UICC

-
the possibilities of interworking between several USIMs on a single UICC 

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

[1]-[8]
Void.
[9]
3GPP TR 31.900, Rel-7: "SIM/USIM internal and external interworking aspects"
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