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10.1.x	Link packet filters +CGLNKPF
Table 10.1.x-1: +CGLNKPF parameter command syntax
	Command
	Possible Response(s)

	+CGLNKPF=[<cid>[, <packet filter identifier>]]
	+CME ERROR: <err>

	
+CGLNKPF?
	[+CGLNKPF: <cid>,<packet filter identifier>]
[<CR><LF>+CGLNKPF: <cid>,<packet filter identifier>
[...]]

	+CGLNKPF=?
	+CGLNKPF: (range of supported <cid>s),(list of supported <packet filter identifier>s)



Description
The set command allows the TE to specify the existing packet filter identified by the packet filter identifier <packet filter identifier> of the TFT where new packet filters are added. (see 3GPP TS 24.301 [83] subclause 6.5.4.2). Refer subclause 9.2 for possible <err> values.
A special form of the set command, +CGLNKPF=<cid> causes the packet fileter identifier for context number <cid> to become undefined. A special form of the set command, +CGLNKPF= causes the packet filter identifiers for all the contexts to become undefined.
The read command returns the current settings for each defined packet filter identifier of the TFT where new packet filters are added.
The test command returns the ranges of the supported parameters as compound values.
Defined values
<cid>: integer type; specifies a particular QoS flow definition, EPS Traffic Flows definition and a PDP Context definition (see the +CGDCONT and +CGDSCONT commands).
<packet filter identifier>: integer type. Value range is from 1 to 16.
Implementation
Optional.

