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1
Overall description
In their LS (C1-154059 / S3i150344) SA3-LI concluded that the UE configuration set by the HPLMN (as defined in by the changes to TS 23.402 clause 4.5.4.3 and 4.5.4.4 (S2-152689)) provided <quote>flexibility for any PLMN operator to meet some regional regulatory requirement variations and account for variations in regional ePDG deployments.
CT1 observes that the stage 2 requirements for UE configuration set by the HPLMN for selection of N3IWF or ePDG (as defined in TS 23.501 clause 6.3.6) are different from the stage 2 requirements in TS 23.402 clause 4.5.4.3 and 4.5.4.4. 
CT1 have further noticed an inconsistency in the N3AN node selection information, specified in TS 24.526: 
· descriptive text in clause 5.3.3.2 aligns with requirements in TS 23.501: “The content of N3AN node selection information contain at least an N3AN node selection information entry with information for the HPLMN and an N3AN node selection information entry for any PLMN.”

· however, the encoding of the N3AN node configuration information specifies that it is optional for the HPLMN to configure the “N3AN node selection information entry for any PLMN” (effectively aligning with principles in TS 23.402).
2
Actions
To SA3-LI
ACTION: 
CT1 asks SA3-LI to consider if the requirements in TS 23.501 regarding UE configuration for ePDG/N3IWF selection, meet their needs.
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