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	Reason for change:
	As discussed during CT1#125-e, there is a deployment demand to enable a UE supporting CAG but without CAG information list to access a CAG cell in automatic network selection mode to get the up-to-date CAG information list:

1.
Special industrial MEs cannot be pre-configured with CAG information list when leaving factory, as it’s an operator dependent information.

2.
These special industrial MEs cannot camp on a non-CAG cell to get CAG information list, as machine-only zones are not permitted to deploy non-CAG cell and thus non-CAG cell are not available to these MEs.

3.
These special industrial MEs arrive in batches irregularly.The dates are business sensitive information.The customers disagree to notify the operator to do the configuration of these MEs for every purchase.

4.
Manual selection mode is seen as unsafe factor by customers.
The above demand can be solved by:

- enabling HPLMN to configure the initial CAG information list in the USIM; and
- enabling the ME to configure the CAG information list stored in the ME with the initial CAG information list stored in the USIM when a new USIM is inserted.

	
	

	Summary of change:
	The "initial CAG information list" can be stored in the USIM.

When a new USIM is inserted, if the "initial CAG information list" is stored in the USIM, the ME supporting CAG configures the "CAG information list" stored in the ME with the "initial CAG information list" stored in the USIM.

	
	

	Consequences if not approved:
	The deployment demand not met.
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***** change *****
3.8
CAG selection (N1 mode only)

The MS may support CAG.

If the MS supports CAG, the ME of the MS can store a "CAG information list", consisting of zero or more entries, each containing:

a)
a PLMN ID;

b)
an "Allowed CAG list". The "Allowed CAG list" contains zero or more CAG-IDs; and

c)
an optional "indication that the MS is only allowed to access 5GS via CAG cells".

The "CAG information list" stored in the ME is kept when the UE enters 5GMM-DEREGISTERED state. The "CAG information list", if available, is stored in the non-volatile memory in the ME as specified in annex C of 3GPP TS 24.501 [x]. This "CAG information list" stored in the ME is deleted when the USIM is changed or removed.

NOTE 
When the UE is registering or registered to a PLMN other than the HPLMN, a PLMN equivalent to the HPLMN or EHPLMN, then the HPLMN will send a "CAG information list" consisting of CAG subscription information related to the serving PLMN only. When the UE is registering or registered to the HPLMN, a PLMN equivalent to the HPLMN or EHPLMN then the HPLMN or EHPLMN may send CAG subscription information related to any PLMN in the "CAG information list".
The USIM can be provisioned with a "CAG information list", consisting of zero or more entries, each containing:

a)
a PLMN ID;

b)
an "Allowed CAG list". The "Allowed CAG list" contains zero or more CAG-IDs; and

c)
an optional "indication that the MS is only allowed to access 5GS via CAG cells".

If both a "CAG information list" stored in the ME and a "CAG information list" provisioned in the USIM are available, the MS shall ignore the "CAG information list" provisioned in the USIM.
If the MS supports CAG and a PLMN is selected as described in subclause 4.4.3.1.1, the automatic CAG selection is performed as part of subclause 4.4.3.1.1.

If the MS supports CAG and a PLMN is selected as described in subclause 4.4.3.1.2, the manual CAG selection is performed as part of subclause 4.4.3.1.2.
The NAS shall provide the AS with a "CAG information list", if available. If the contents of the "CAG information list" have changed, the NAS shall provide an updated "CAG information list" to the AS.


