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Overall description
The SOR requirements in TS 22.011 indicates that "It shall be possible for the HPLMN at any time to direct a UE, that is in automatic mode, to search for a specific VPLMN and, if it is available, move to that VPLMN as soon as possible."
Also for the Rel-17 enhancement for SOR in TS 22.261 clause 6.30.2, it is required that the 5G system supports a mechanism to allow the HPLMN to provide the UE with information that instructs the UE to perform SOR accordingly:
The 5G system shall support a mechanism for the HPLMN to control the timing when a UE registered on a VPLMN, in automatic mode (see clause 3.1 of TS 23.122 [25]) and currently in CONNECTED mode, enters IDLE mode and initiates higher priority PLMN selection based on the type of ongoing communication.

CT1 is discussing the case when the UE registered in 5G is in automatic network selection mode and receives SOR information over the 5G control plane. The SOR information provided by the HPLMN contains information to control the timing when a UE registered in a VPLMN enters IDLE mode and initiates higher priority PLMN selection based on the type of ongoing communication. When the UE in (5G) connected mode receives this SOR information and acts upon it, an intersystem change (ex. HO or redirection) to another 3GPP access technology is triggered. In this case, shall the UE continue the SOR procedure while connected over the new 3GPP access technology? If yes, shall the UE select a higher priority PLMN if applicable while connected over the new 3GPP access technology?
Question:

CT1 kindly asks SA1 if there is any requirement in TS 22.011 or TS 22.261 that prevents the UE, receiving SOR information over control plane in 5G and while acting upon it, performing intersystem change or being redirected to another 3GPP access technology, from continuing the ongoing SOR procedure and selecting a higher priority PLMN after completion of the intersystem change.
2
Actions
To 3GPP SA1
ACTION: 
CT1 kindly asks SA1 to answer the question above.
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Dates of next TSG CT WG1 meetings
CT1#132e
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